TR T Castiron PN 16 Interflow™

flanged ends to DIN PN 10/16
Stainless Steel Trim face to face dimensions to DIN 3202-F1 straight pattern

Application

Cold and hot water system, steam, air etc
For heat transfer oil bellows sealed valves of nodular cast iron are
Recommended

Pressure/ Temperature rating

16 bar-120°C | 13bar-200°C | 10bar - 350°C
For higher pressure and temperature ratings valves of carbon steel are
available

Part material according to DIN Ws. no. when legal or safety regulations prohibit the use
body and bonnet Nodular castiron ~ GGG-40.3 of grey cast iron, these nodular cast iron valves Product Code GSO1
disc < DN 200 stainless steal X20Cr13 0.7043 offer the most favourable alternative.
disc surface > DN 250 | stainless steel X8CrTi18 1.0425 DN A L H (open) M weight (kg)
Seat stainless steel X20Cr13 1.4502 straight fig. 247
stem stainless steel X20Cr13 1.4021 15 95 130 189 120 39
gland Nodular castiron  GGG-40.3 1.4021 20 105 150 189 120 43
gland packing graphite 0.7043 25 115 160 203 140 5.4
handwheel cast iron 32 140 180 203 140 7
40 150 200 246 160 9.5
65 185 290 293 180 17.4
. 80 200 310 322 200 245
® angle pattern | | & eoofigtiation 100 220 350 381 225 347
| with regulating
[79[[ ‘ disc and position 125 250 400 427 250 52
<7 ‘ irdlogtor 150 285 480 521 300 78
L | [ - 175 315 550 625 400 122
) y ‘ o ‘ 200 340 600 643 400 137
® regulating disc ® position indicator 250 405 730 780 520 247
300 460 850 890 520 336

* Values given for information. Changes possible.
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