™
Cast Steel Interﬂow

Normal Pressure 150Lb Normal Pressure 300Lb
Test Pressure Shell Test 3 MPa Test Pressure Shell Test 75 MPa — T
Suitable Temp. -297425 °C Suitable Temp. -297425 °oC o=
Suitable Media W.0.G etc Suitable Media W.0.G etc
)
Z-od T Z-ed T 9
1 1f2” 200 125 98.4 73.0 4-016 127 1" 160 125 88.9 50.8 4-919 159
2" 203 150 1207 921 4-019 14.3 11/2" 200 155 1143 73.0 4-922.5 19.1 T
21/2" 216 180 139.7 1048 4-019 159 2" 267 165 1270 921 8-019 20.7
37 241 190 1524 127.0 4-019 17.5 2742% 292 190 149.2 1048 8-9225 239
4" 292 230 1905 157.2 8-619 223 SH 318 210 1683 127.0 8-0225 27.0
5" 355 255 2159 1857 8-9225 223 4" 356 255 200 157.2  8-9225 30.2
6" 406 280 2413 2159 8-22.5 239 5 400 280 235 1857 8-822.5 334
8" 495 345 298.5 2699 8-p225 27.0 6" 444 320 2699 2159 12-922.5 350
10” 622 405 362 3238 12-255 286 8" 559 380 3302 2699 12225 397
12" 699 485 4318 381.0 12-¢255 302 10" 622 445 3874 3238 16-p285 46.1

12" 711 520 4508 3810 16-032 49.3

Parts & Materials Parts & Materials

Parts Name Material Parts Name Material
1 Body ASTM A216 WCB 1 Body ASTM A216 WCB
2 Cover ASTM A105 2 Cover ASTM A105
3 Screen 304 SS 3 Screen 3045S
4 Bolt A 193 B7 4 Bolt A193B7
5 Nut A194 2H 5 Nut A194 2H
6 Casket Metal Graphite 6 Casket Metal Graphite
7 Plug A105 7 Plug A105

* Values given for information. Changes possible



