VALCA

Safe Flow Standard

Brass Gate Valve VG16F (Z15W-16T)

Patent N0.201521109914.8
PN 1.6Mpa/230Psi/16Bar Non —shock Working Pressure

BS EN 12288 Certificated by SIRIM Lic.PC002884

SIRIM
Water oil steam use Lic.PC002884
Full Port . Non-rising stem . Double way seal .
PTFE Packing . Forged brass
Material List
Part Specification

1 Body Brass *

2 Disc Brass *

3 Stem Extruded Brass

4 Bonnet Brass *

5 Packing Nut Brass chromed A

6 Handle Iron painted SN

7 Nut Brass @1 6

8 Gasket PTFE 5

9 Packing PTFE 3

10 O-ring NBR 2pcs 9 10

*Brass :CW617N / JIS C3771
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Advantage of Double way sealing Gate valve V
1.The stem could be pull out for replacement without @\

) . " 0 T
dismantle the bonnet and the body in the condition that @\ e O
the valve is closed . R J L1

2.Double way sealing make seal performance better. L

Dimensions (mm)

Wt.gram Qty/Ctn.
1/2 50 12.5 94 25 53 270 100
3/4 52 19 108 31 53 375 60
1 58 25 120 38 58 540 50
1.1/4 59 32 130 47 72 810 32
1.1/2 59 38 150 54 72 1080 24
2. 80 50 177 65.5 85 1600 16
2.1/2 81 62 210 83 85 2390 8
3 95 74 245 95 97 4020 6
4 98 90 290 121.5 102 6400 4
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INTERNATIONALS

Design & Produced by Valca Valve Co. Ltd, Certificated by W

WaterMark:
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BRASS GATE VALVE VG16

7= R4 Product Feature

R EBHEHERREER 21201521109914.8

Two way top sealing structure patent ZL201521109914.8

ERZREN, MARFHIEE, BHUEEY, FRERR

Two way top sealing structure give better stem sealing & good hand feeling !
BHATUERLRES, MAZERDRENAE, SHRLTT2XARBMMEE,
The stem could be pull out for replacement without dismantle the bonnet and the |
body in the condition that the valve is closed.
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