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Figure 1.1: Water Cooled Xenon Lamp Weather-Resistant Testing Machine X-SUN-500 
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Figure 1.2: Water Cooled Xenon Lamp Inner Chamber X-SUN-500 

 

 

 

Equipment summary: 

Xenon lamp aging testing machine is a comprehensive climate testing machine, in addition 

to climatic aging test, the light fastness of materials can be carried out to test, polymer 

materials exposed at simulated sunlight. It simulates the light, temperature, rainfall, 

condensing, humidity to test the materials; it can be used for choosing new materials, 

improving existing materials, or assessment of change in material composition; 
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Main functions: 

Make the samples exposed to the high temperature and alternating back to the circle of 

light and moisture environment to test the materials. This machine use water cooled xenon 

lamp tube to simulate the sunlight radiation, and use condensation water and spray water 

to simulate the dew and rain. This instrument only use a few days or weeks’ time, to 

realize the condition or the parts aging damage state in outside environment in few 

months or years. Including fade, colour change, fracture, crack, wrinkle, foaming, 

embrittlement, strength reduction, oxidization and so on. 

  

Main feature: 

• Xenon lamp test box (vertical climate resistance) the cold rolled steel sheet 

electrostatic pensu or high quality stainless steel sheet, the tank for high quality 

stainless steel plate.  

 

• Radiation light source is the solar spectrum xenon lamp, automatically track 

irradiation intensity, precisely control the blackboard temperature, irradiation cycle, 

dark cycle, spray cycle all can set according to relevant test standards or customer's 

requirements. Xenon lamp box (desktop weather resistance test) according to the 

user's controller to choose imported touch screen control instrument or intelligent 

digital display controlling instrument. 

 

 

• Xenon lamp climate resistance test box with ultraviolet radiation sensors, it can 

amend the aging tube or any other changes in the light energy decrease in time. 

Ultraviolet radiation sensors allows you to select proper light irradiation during the 

test. Ultraviolet radiation sensors can monitor indoor light irradiation intensity 

continuously, and by adjusting the power of tubes, can accurately keep the 

irradiation intensity in operation value.  
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• Water spray cycle can effectively simulate temperature changing and rain erode 

process. Because of the rain was often flush, coating layer of lumber (including paint 

and colouring), will have erosion phenomenon. Recent research results show that 

the rain layer washed the material itself thus the materials are directly exposed to 

UV and water. The rain spray function can reproduce such environmental conditions, 

and enhance some paint climate aging test. 
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Corresponding Standard: 

 

Standard: Description: 

GB12831-86 Vulcanized rubber artificial climate (xenon lamp) Aging Test 

Method 

GB/T1644.2-1999 Plastics laboratory light exposure test method 

GB/T8427-89 Textile colour fastness test, resistance to artificial light fastness 

xenon arc 

GB/T8430-98 Textile colour fastness test, resistance to artificial light fastness 

xenon arc 

GB/T1865-97 Paints, varnishes, artificial weather aging and artificial radiation 

exposure 

GB/T16991-97 Textile colour fastness test 

GB/T5137.3-96 Simulated climate test method of resistant to radiation, heat, 

humidity, burning 

GB/T16259-96 Colour building materials, artificial climate accelerated aging test 

method 

GB/T2423.24-95 Electronic and Electrical Products Environmental Testing  

Part II: test method, testing SQ: Simulation of solar radiation on 

the ground 

ASTM G155-05a Standard Practice for Operating Xenon Arc Light Apparatus for 

Exposure of Non-Metallic Materials 

 

Applicable industries： 

Applied to control the product quality, such as electronic, plastic products, electrical 

appliances, instruments, food, vehicles, metals, chemicals, building materials, aerospace, 

medical care and so on.  
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Technical parameter:  

 
 

Model X-SUN-500 

Testing Chamber Size D×W×H 800*800*800mm 

Index 

Temperature range RT+10℃~70℃ 

Humidity range 40～98%R·H 

Rainfall Duration 1～9999min, adjustable 

Rainfall Cycle 1-240min, interval adjustable 

Irradiance 290nm～800nm（500-1120 W/m2) ; Accuracy: ≤±0.05 W/m2 

Light source Xenon Lamp (water-cooled type) 

Xenon lamp power 6.5kw (longevity：1000H) 

 

Temperature 

and humidity 

control 

Rotating Base Angular Speed: 360°/min; Speed: 1-3 RPM 

Number of Specimens 42 pieces of (W)75x(L)150mm 

Diameter of Rack 600mm 

Time controller Import controller from Moeller 

Accurate range Temperature: ±0.1℃、/ humidity: ±0.1 R·H 

Water Spray System 

Spray Duration 1 ~ 999min adjustable 

Nozzle Diameter Φ8mm 

Spray Pressure 0.12 ~ 0.15 Mpa 

Spray Time Setting 18min/ 102min or 12min/48min 

Temp. & Humidity 

Sensor 

Platinum resistance Pt100Ω/mv 

Heating system Independent system, nickel chromium alloy electric heating type 

heater 

Humidity system stainless steel, external Isolated humidifier 

Blackboard temperature Bimetal thermometer blackboard 55℃~75℃ 

Water supply Humidification water supply with automatic control, xenon lamp 

cooled by water recycling 

Temperature controller Import controller 

Humidity Irradiation: 30%~65%RH darkly: up to 90%RH 

Cycle system Low-noise air-conditioning-type motors, multi-leaf-type 

centrifugal wind wheel 

Material 

Outside material Advanced spray colour plate /SUS304 stainless steel 

Inside material SUS304 stainless steel 

Sample holder material SUS304 stainless steel 

Insulation High and low temperature aging of silicone rubber 
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Machine Body Structure: 
 

Outer Layer  A3 Steel Plate, Electrostatic Coated 

Inner Layer SUS304# Stainless Steel Plate 

Door 
Multilayer Tempered Glass Window with UV Absorption Film, 

220 × 320mm 

 
Double Temperature Resistant High Tensile Silicone Rubber 

Seal 

Test Chamber Air 

Circulation 

Powerful Low Noise Multi-Winged Axial Fan, Excellent 

Temperature Uniformity 

Wheels High Quality PU Locking Casters, Movable 

 
 

Control System: 
  

Screen True Color LCD Touch Screen 

Screen Lock Supported with This Features. 

Temp. Display 

Accuracy 
0.1°C 

Light Irradiance 

Resolution 
0.1W/㎡ 

Temp/Humidity 

Control 

After Setting, with the Help of PID + SSR, Control Module 

Monitor System Status in Real Time & 

Standard Accessories A set of radiation-proof glass window, dynamic testing sample 

shelf 1, xenon lamp tube 2 

Protector Leakage, short circuit, over-temperature, water shortages, motor 

overheating, over-current protection. 

Power  AC380V±10% 50±0.5HZ , Three-phase five-wire system 

Environmental temperature ±5℃～+30℃ ≤85%R·H 
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Adjusting Power Output of Equipment Components to 

Complete the Test, Fast and Efficient. 

Customized Test 
Can Run Test with Customizable Temperature, Humidity, 

Irradiance & Spray. Loop Supported 

Communication Supported with This Features. 

Temp. & Humidity 

Sensor 
All-In-One Temperature & Humidity Sensor 

 

 
Heating System: 

 

Heater Far Infrared Nickel-Chromium Alloy Resistance Heating Wire 

Heater Control Control & Adjust by Controller System in Real Time 

Power 3KW 

 

Cooling System: 
 

- Semi-Hermetic 2-Stage Compressors. 

- Fin Evaporator, which also Function as Dehumidifier. 

- Refrigerant Copper Tube. 

- Environment Friendly R404A Refrigerant. 

 
 

Humidifying & Dehumidifying System: 
 

Humidifier External Stainless Steel Boiler 

Humidifier Power 1.5KW 

Control Control & Adjust by Controller System in Real Time 
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Equipment Safety Protection Device: 

 

1. Compressor Overvoltage Protection 

2. Compressor Overload Protection 

3. Auto Shutdown when error is detected, Self-Diagnostics Report Error. 

4. Humidifier & Dehumidifier Overheat/Overflow Protection 

5. Overheat Protection 

6. Tubes of Humidifying System is Strictly Isolated from Control System 

 

 
Environmental Requirements for Operating Conditions: 
 

1. Power Supply: AC380 (±10%) V, 50(±1%) Hz 

2. Ambient Temperature: +5℃ ~ +30℃ 
3. Ambient Humidity: ≤ 85% R.H.  

4. Storage Temperature: 0℃ ~ +45℃ 

5. Atmospheric Pressure: 86 ~ 106Kpa 
6. Please Make Sure that the Ground is Both Level and Smooth, with Excellent 

Ventilation. 

7. No Flammable, Explosive, nor Corrosive Materials Around, Gas or Powder. 

8. No Strong EM Radiation Source Around 
9. Drainage required at the surrounding area of within 1 meter. 

10. Ground Load Capacity is Not Less Than 600kg/m2 
11. Ground Resistance of Ground Wire < 4Ω, TN-S or TT 

12. Customer Must Provide an Air Switch/Power Switch with Suitable Max   
Load which is Exclusively Used by others Equipment. 


