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SP Series – Diagram Force Gauge 

 

 

 

Introduction   

 

SP Series Diagram Push Pull Force Gauge with compact size and high accuracy, is the first type push 

pull force gauge adopting TFT LCD, and realizing peak value, instantaneous value, and curve of testing process 

displayed on one page of the screen. It's easy to operate, handy to carry out. The curve monitors the whole 

testing process. The force gauge can be used not only for simple measurement of tension/compression force, 

but also used for various testing purposes, such as switch test, connector insertion/withdraw test, and fracture 

test. It also can be easily installed on various test stand matching with clamps/hooks to perform multipurpose 

measurement. 
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Product Features: 

 

 High accuracy and high resolution; 

 TFT LCD displaying peak value, instantaneous value, and curve of testing process on one page, 

monitoring and tracking the whole testing process, 240*320 pixel with color of TFT65535; 

 Overturning display screen; 

 Four units (N, kgf, lbf, ozf) convert automatically;  

 Testing the material intensity by inputting the material’s cross sectional area, displaying the material’s 

intensity curve; 

 USB data port, supporting hot plug; 

 Memory, transmit, track testing curve data unlimitedly by connecting PC with configured software; 

 Print form by user-defined with the matched software; 

 Design of automatic power-off when having no operation, the time is set by users; 

 

Specifications: 

 

Model SP-1K SP-2K SP-5K SP-10K SP-20K SP-50K SP-100K 

Capacity 1KN 2KN 5KN 10KN 20KN 50KN 100KN 

Load Resolution 0.0005KN 0.001KN 0.001KN 0.005KN 0.01KN 0.01KN 0.05KN 

Sensor 

Conformation 
Stype Sensor Outside 

Measuring Range 10% ~ 100%FS 

Inaccuracy Within ±0.5% 

Power 7.2V 1.2V x 6 (Nickel Hydride Battery) 

Charging Time About 6 hours 

Battery 

Operating Time 
About 40 hours 

Waiting Time 3 months 

Battery Life More than 300 times 

Adaptor Input: AC 220V 50Hz          Output: DC 12V 400mA 

Weight About 1.9kg About 2.1kg 
About 

3.5kg 

About 

10.8kg 
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Structure chart: 

 


