
 

 
 
 

Hand-Held Headspace Oxygen / Carbon Dioxide Analyzer 

Food Packaging Leak Tester 

 

 

 
 

Product Introduction: 

HGT-01H top air analyzer (Handheld) instrument adopts a convenient handheld design, equipped 
with high-precision sensors and air pump of world-famous brands, which can accurately and 
conveniently determine O2 content in sealed packaging bags, bottles, cans and other hollow 
packaging containers; At the same time, the CO2 content can be measured by selecting a CO2 
sensor. Suitable for the production line, warehouse, laboratory and other occasions to quickly 
and accurately evaluate the O2, CO2 content in the gas, to guide production. 
 

Features: 

 Convenient handheld design, one hand operation, easy to carry, suitable for a variety of test 
requirements 

 3.5-inch industrial resistive touch screen, one-click operation, intuitive and simple operation 
interface 

 Has automatic shutdown function to reduce energy consumption 
 One-button automatic calibration function, convenient and fast 
 The world-famous brand imported components, with the characteristics of high-test 

accuracy, low failure rate and long service life 
 Quick-insert sample needle protective sleeve design, can effectively ensure the safety of the 

test 
 Provides automatic data storage and power failure automatic memory to prevent data loss 
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 A maximum of 2000 built-in data stores are available, meeting the requirements for storing 
large amounts of data 

 Built-in pressure sensor for accurate determination of the internal vacuum of the sample 
(optional) 

 Meets the requirements of Chinese GMP for data traceability and meets the needs of the 
pharmaceutical industry (optional) 

 Equipped with wireless micro printer, easy to print test results at any time (optional) 
 Equipped with USB interface and professional computer software, convenient computer 

connection and data import and export (optional) 
 

Test Principle:  

The gas in the sample is extracted to the sensor through the air pump, and the sensor outputs 
the voltage signal of O2 and CO2 (optional) concentration in the gas in the sample in real time. 
The instrument calculates the ratio of O2 and CO2 (optional) in the gas by obtaining the voltage 
signal output by the sensor and stops the test when the test ends. The instrument records the 
content of O2 and CO2 (optional) in the measured gas in the sample. 
 

Technical Parameter: 

Model HGT-01HO2 HGT-01HCO2 

Measuring gas type O2(standard) CO2 (optional) 

Test principle electrochemistry Infrared absorption 

Measuring range 0～100% 0～100% 

Resolution 0.01% 0.01% 

Measurement accuracy ±0.2% ±（0.03%＋5%） 

Sensor life About 2 years (in the air) ≥15years 

Sample volume ≤3ml (Standard mode) ≤15ml (Standard mode) 

Response time ≤8seconds ≤10seconds 

Overall dimension 230 mm (L) × 120 mm(W) × 82 mm(H) 

Power source AC 220 V 50 Hz 

Net weight About 0 .7kg 
 
 

Product Configuration: 

Standard configuration :Host, sampling needle, gasket, portable standard kit 
Optional parts :Wireless printer, professional software, CO2 sensor,  
 headspace underwater sampling device. 


