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24011
3/2 Directional control valves

Direct solenoid operated poppet valves
Internal thread: G1/4, 1/4-18 NPT or

flanged with NAMUR interface

Technical data
Medium:

Neutral gaseous liquids or aggressive �uids

Operation:
Solenoid

Flow direction:
Optional

Flow rate:
340 l/min

Port size:
G1/4, 1/4 NPT or NAMUR interface

Ori�ce:
DN 5

Operating pressure: 
0 ... 10 bar

Temperature:
Fluid: -25... +80°C (NBR)
-10... +120°C (FKM) – water up to +95°C
-40... +60°C (VMQ)
Solenoid temperature: see solenoid table

Mounting:
Optional, preferably vertical

Materials:
Body: stainless steel 1.4404/316, brass, 
hard anodized aluminium
Seat seal: FKM (Viton), NBR (Perbunan), (VMQ) Silicon
Inner parts: stainless steel, brass

Main application: single operated process actuators 

TÜV-approval based on IEC 61 508, DIN V 19 251

Approvals: DIN EN 161/3394 DVGW, group Rm and
EN 13611

Valves for safety systems to SIL 4 or AK 7

Standard NAMUR type 
- manifold system for easy assembly
- redundancy: 1 of 2 

2 of 3
- add-on manual override or inductive limit switches

Value switches at power failure into starting position
(mechanical return spring)

Rest position in the event of power failure provided
by mechanical return spring

Suited for outdoor use under critical environment
conditions (see solenoid list)

Solenoids and valves are ATEX approved
(see solenoid table), additional protection class 
(FM, CSA) XP

Ordering information
3/2 Directional control valve, stainless steel,
with seat seal Viton, port size G 1/4, 
solenoid 24 V DC
Type: 2401127.4260.024.00
Cable gland: 0588819
TÜV-Certi�cate for each valve on request

Switching function:
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24011

Stainless steel valves (1.4404) for aggressive environment

Symbol

Symbol

With threaded connection
Brass valves

2401186 A + B G 1/4 0 ... 10 NBR – 0,65 X 1

2401112 A + B 1/4 NPT 0 ... 10 NBR – 0,65 X 1

Type *1 Solenoid

group

Connection Operation

pressure (bar)*

Material

Seat seal

Manual override Weight

(kg)

Test certificate

IEC 61 508 *2)

Dimensions

No.

107,0MKF01 ... 04/1 GA 7211042

107,0ylno hsupMKF01 ... 04/1 G A 0711042

107,0kcol dna hsupMKF01 ... 04/1 G A 9311042

156,0)3* nociliS01 ... 04/1 GA  5511042

156,0MKF01 ... 0TPN 4/1A  7411042

107,0citamotua-imesMKF01 ... 0TPN 4/1A  6411042

156,0)3* nociliS01 ... 0TPN 4/1A  8611042

Type *1 Solenoid

group

Operation

pressure (bar)*

Material

Seat seal

Manual override Weight

(kg)

Dimensions

No.

*1) When ordering please indicate solenoid, voltage and current type (frequency)
*2) Approval is not included in delivery, part No. 0695241
* Viscosity for gaseous or liquid fluids up to 40 mm2/s

Particulary for valves with TÜV approval and attachment in plants based on safety standards DIN V 19250, IEC 61511, 
taking into account to the operating and maintance instructions document 7503444. 
The responsibility for the maintance and repair of the solenoid valves lies with the users or the supervisory authority for these process systems.

*3) For ambient temperature down to -40°C

Connection

Symbol

1X56,0RBN01 ... 04/1 GB + A3011042

107,0ylno hsupRBN01 ... 04/1 GB + A7011042

107,0kcol dna hsupRBN01 ... 04/1 GB + A9111042

1X56,0RBN01 ... 04/1 GB + A9411042

1X56,0MKF01 ... 04/1 GB + A6211042

1X56,0)3* nociliS01 ... 04/1 GB + A3511042

107,0citamotua-imes)3* nociliS01 ... 04/1 GB + A4511042

1X56,0RBN01 ... 0TPN 4/1B + A8311042

107,0ylno hsupRBN01 ... 0TPN 4/1B + A8411042

107,0kcol dna hsupRBN01 ... 0TPN 4/1B + A6311042

107,0citamotua-imesRBN01 ... 0TPN 4/1B + A0411042

1X56,0MKF01 ... 0TPN 4/1B + A1311042

1X56,0)3* nociliS01 ... 0TPN 4/1B + A6011042

107,0citamotua-imes)3* nociliS01 ... 0TPN 4/1B + A6225201

Type *1 Solenoid

group

Connection Operating

pressure (bar)*

Manual override Weight

(kg)

Test certificate

IEC 61 508 *2)

Dimensions

No.

Material

Seat seal
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