Manual selector valve

HMV/HSYV series

4GA/B
M4AGA/B
MN4GA/B
el @ CAD
4GA/B
(mastr)
4GD/E - .
——JIS symbol Common specifications
GOE @ rcz rvee HSV52
(Al ports closed) Valve and operation Rotary sliding valve
MN4GDIE | switchi 1 N 2
———— pcm,giﬁo:'g ovii cvie Working fluid Compressed air
4GA4/BA Max. working pressure MPa 0.97 (=140 psi, 9.7 bar)
MN3E " Min. working pressure MPa 0 (=0 psi, 0 bar)
MN4E ﬂig‘gi&:jxﬁﬂi Proof pressure MPa 1.5 (=220 psi, 15 bar)
WAGA/B2 Switching 1 N 2 Ambient temperature °C 5 (41°F) to 50 (122°F)
WAGB4 position Cvit_Cvi2 Fluid temperature °C 5 (41°F) to 50 (122°F)
- o Lubrication Not required
4TB Degree of protection Dust-proof
41.2-4/ Operating angle ° 90
_LMFO | Port size Re| 14 1/4 3/8 112 3/4
MN3S0 -
MN4S0 Welght kg 0.7 2.0 1.9 1.9 1.8
4B Flow characteristics
4KA/B Model No Port size IN—CYL1/CYL2 CYL1/CYL2—EXH
kAR ' Clami(sbar]] b [Clam(sban] b |
__(mastr) HMV§2 1/4 15 0.31 1.6 0.28
4F 1/4 7.2 0.74 7.2 0.73
4F HSVE2 3/8 10.2 0.32 10.1 0.34
__ (mastr)| ° 112 10.0 0.32 10.2 0.33
o 3/4 10.3 0.36 10.2 0.36
PV5 *1 : Effective cross-sectional area S and sonic conductance C are converted as S = 5.0 x C.
GMF
PV5S-0
~ s0r  How to order
30B | @ Miniature
e (W)©) 2-@) -4 ()
3MA/B0 | @ Standard
e (HSV)(C) 2-(10) - 4 (H)
P/M/B O Model No.
— @ Model No.
NP/NAP/
NVP
— HMV HSV
4F*0EX
P Code Content
4F*0E . - @ Solenoid position
© Solenoid position C [3-position all ports closed [ ] [
2QV O [3-position ABR connection [ J [ J
3Qv : @ Port size
SKH ©~Port size 8 |Rcl/4 ° °
W 10 |Rc3/8 d
15 |Rc1/2 [
Silencer 20 |Rc3/4 (vertical piping not available.) )
TotAirSys - (D) Piping
7(;?;' g”) ©Piping H |Side piping ° °
(éan‘{mi)s V| Vertical piping (not compatible with a port size of Rc 3/4.) [ ] [ J
Ending
78 CKD



Internal structure and parts list

H MV/H SV Series

Internal structure and parts list

HMVC2-8-4H
HSVC2-8 to 20-4H

HMVC2-8-4V
HSVC2-8 to 15-4V

Main parts list

um

Body assembly

Zinc alloy die-casting
tetrafluoroethylene resin
(other than port size 20)

HMVO2-8-4H

4GA/B
M4GA/B

HSVO2-8 to 20-4H

HMVO2-8-4V
HSVO2-8 to 15-4V

Washer

m

Special polyethylene

Ball

Stainless steel

Spring

Stainless steel

Aluminum alloy die-casting
tetrafluoroethylene resin
(port size 20 only)

O-ring

Nitrile rubber

O-ring

Nitrile rubber

Pin

Steel

Cover assembly

Zinc alloy die-casting

Spindle guide

Steel (HSVO2 only)

Handle head

Zinc alloy die-casting

O-ring

Nitrile rubber

Handle assembly

Steel, urea resin

O-ring

Nitrile rubber

Slide ring

Zinc alloy die-casting

Hexagon socket head cap plug

Steel

Plate

Steel

Gasket

Nitrile rubber

Cross-recessed tapping screw

Steel

Rod

Steel

Ol |N([oja|d|lw]|N

Spindle

Stainless steel

-
o

Spring

Piano wire

CKD

MN4GA/B

4GA/B
(mastr)

.- |4GDIE
M4GDIE
MN4GDIE

4GA4/B4

MN3E
MN4E

WAGA/B2
W4GB4

4TB

41L.2-4/
LMFO

MN3S0
MN4S0

4SA/BO

4KA/B

4KA/B
- | (mastr)

4F

4F
(mastr)

PV5G
GMF

PV5
GMF

PV5S-0

3QR
3QB

MV3QR
3MA/BO
3PA/B

P/M/B

NP/NAP/
NVP

4F*0EX
4F*0E

MV
SV

2Qv
3Qv

SKH
PCD

Silencer
TotAirSys
(Total Air)

TotAirSys
(Gamma)

Ending

1709



H MV/H SV Series

4GA/B
M4GA/B

MN4GA/B

4GA/B
(mastr)

4GD/E
M4GDIE
MN4GDIE

4GA4/B4

MN3E
MN4E

WAGA/B2
W4GB4

4TB

41.2-4/
LMFO

MN3S0
MN4S0

4SA/BO

4KA/B

4KA/B
(mastr)

4F

4F
(mastr)

PV5G
GMF

PV5
GMF

PV5S-0

3QR
3QB

MV3QR
3MA/BO
3PA/B

P/M/B

NP/NAP/
NVP

4F*0EX
4F*0E

HMV
HSV

2Qv
3Qv

SKH
PCD

Silencer
TotAirSys
(Total Air)

TotAirSys
(Gamma)

Dimensions

HMVC2-8-4H,4V
HMVO2-8-4H,4V

4-M5

Thread depth 9

102
80

34

o)
| \J

HSVC2-8 to 20-4H, 4V
HSVO2-8 to 20-4H, 4V

Plug assembly when
using vertical piping

4-R1/4 plug

4-96.5

Screw for vertical piping

932

4-M6

Thread depth 11
CYL2
5 Drill a panel hole of 78

L)
Y

Model No.

HMV*2-8-4H

Plug assembly when
using vertical piping

HMV*2-8-4V

HSV*2-8 to 15-4H 132 105

42

Ending

HSV*2-8 to 15-4V 132 105

42

HSV*2-20-4H 137 110

47

1710

CKD

Screw for vertical
piping

946



