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W ATS SERIES

The hydraulic guillotine shears of the ATS range
are driven by a pair of top mounted cylinders.
The ATS shears are delivered well equipped with
high-end CNC touch screen controller. It is a
= cutting angle indication device. The backgauge
b position are programmable. In option, the blade
gap can be automatically controller by controller.
The pneumatic sheet support system can be
equipped into our machine.

Standard Execution:

- 2 Top push down cylinders

- 2 cutting blades with 4 cutting sides

- Squaring arm of 1000mm with scaleT - slot
and tilting stop

- Shearing table with a number of square
support block

- Foot pedal cutting command

- Tilting plate hold downs with soft pads

- CNC touch screen controller

- Delivered with filled oil tank, instructions

—— manual and maintenance tools
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" . 280 Optional:
& 8= - Swing-up and swing away backgauge for
o I cutting material longer than standard stroke

- Ball transfers in iron table blocks
- Front stops

- Knives for cutting stainless steel
- Back pneumatic sheet support
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PN APM SWING BEAM SHEAR

MACHINERY

W SBS SERIES

NC/CNC Swing Beam Shear

- CE Certificate

- All steel welded mono-block
construction

- Light line device for easy cut

- Ball worktable for easy feeding

- Front guard to ensure the
operation safety

- Quick blade clearance

[ 4 adjusted with indicator

- Back gauge stroke adjusted by
motor

- Standard front support sheet
frame

- DRO/E10/E21S display back
gauge stroke, cutting times

- Manual push button with DRO

D L 0@ Optional:
LB[ - Estun 21S or Taiwan CNC

T =l controller
- CNC Touch screen controller
- Delem CNC controller

CAPACITY CUTTING CUTTING ANGLE MOTOR MACHINE

Back k
MILD STEEL LENGTH  ADJUSTMENT  NO-OF STROKE ackgauge stroke POWER WEIGHT

ADVANCE PACIFIC MACHINERY SDN BHD

(Company No. 970311-K)

OFFICE : WAREHOUSE : GREAT PERFORMANCE

No 3, Jalan Utama 2/29, Section 2, Lot 3892, Jalan 4D, &
Tmn Perindustrian Puchong Utama, Kampung Baru Subang,

47100 Puchong, Selangor D. E., Malaysia. 40000 Shah Alam, Selangor. INCREDIBLE VALUE

T : +6013-237 6233, +6019-339 5760 F: +603-8051 7331
E : enquiry@adpacmachinery.com ; eric@adpacmachinery.com www.adpacmachinery.com




