
Compact Reel CR 3.110
Compact hose reel for watering plants on balconies, roof terraces, and in small gardens. Un-

reeling and reeling up the hose is quick and easy. The perfect space-saving storage solution 

for the home.
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 Includes 10 plus 2 m high-quality, phthalate-free hose

 Nozzle

 Two hose connectors with Aqua Stop for decoupling wit-
hout splashing

 G3/4 brass tap adaptor with G1/2 reducer 2.645-006.0
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TECHNICAL DATA AND EQUIPMENT

Compact Reel CR 3.110

 First hose reel for watering on balconies, roof terraces and 
allotments

 Also ideal for use as a supply hose for the K 2.200 Balcony 
cleaner.

 Very space-saving for storing in an apartment
 No risk of dirt or water leakage in the apartment
 Quick and convenient winding and unwinding
 Supply hose and accessories can be stored directly on the 

hose box
 Incl. 10 plus 2 m high-quality phthalate-free (<0.1%) hose, 

Nozzle Plus, 2 hose connectors with Aqua Stop for disconnect-
ing without splashing, G3/4 tap adaptor and G1/2 reducer, flat 
wall bracket, tap adaptors for outdoor and indoor taps

 Fully assembled

Technical data
Order no.  2.645-210.0

EAN code  4039784606630

Weight kg 2.47

Weight incl. packaging kg 2.6

Dimensions (L × W × H) mm 145 × 285 × 330

--  When connecting these products to the drinking water network, you must observe the requirements of EN 1717. If neces-
sary, ask your sanitary specialist.

Equipment
Cone jet  
Spray mist  –

Horizontal flat jet  –

Aerator jet  –

Point jet  
Sprinkler  –

Vertical flat jet  –

When connecting these products to the drinking water network, you must observe the requirements of EN 1717. If necessary, ask your sanitary specialist.     


