w
ETW DOUBLE SEAL INDUSTRIAL CABLE GLAND

FOR ALL TYPES OF STEEL & ALUMINIUM WIRE ARMOURED
CABLES

Metal-to-metal armour clamping

Direct & remote installation

Permanently crimped, low impedance earth termination
Secure against self-loosening

Displacement type inner seal

Controlled outer ‘load retention’ seal

Unigue OSTG prevents overtightening

Deluge protection option

-60°C to +130°C

Superior EMC performance

TECHNICAL CLASSIFICATION GLOBAL PRODUCT CERTIFICATION

DESIGN SPECIFICATION BS6121:Part 1:1989, IEC 62444, EN 62444 GOSTR CERTIFICATE POCC GB.HA46.H00140

MECHANICAL CLASSIFICATION* Impact= Level 8, Cable Anchorage = Class D MARINE APPROVALS LRS: 01700171, ABS: 16-LD1472056-PDA
ENCLOSURE PROTECTION 1K10to IEC 62262 (20 joules) Brass & Stainless Steel only

=
ELECTRICALCLASSIFICATIONS* Category B c € @ %‘z’f &ABS

INDUSTRIAL CABLE GLANDS

INGRESS PROTECTION RATING** 1P66 as standard (IP67, IP68*** available upon request)
Deluge Proof Option | F l -
CABLE GLAND MATERIAL Brass, Electroless Nickel Plated Brass, Aluminium i I
Single Wire Armour (SWA), Aluminium Wire Armour (AWA) i
SEAL MATERIAL CMP Thermoset Rubber

D Al C

SEALING TECHNIQUE CMP Inner Displacement Seal & Unique CMP‘LRS'™ Outer Load Retention Seal

SEALING AREA(S) Cable Inner Bedding & Outer Cable Sheath A4

ARMOUR CLAMPING Detachable Armour Cone & AnyWay Universal Clamping Ring \

* Mechanical & Electrical Classifications applied as per IEC 62444 & EN 62444 ** \When CMP
installation accessories are used. Refer to www.cmp-products.com for further information. ***
IP68 tested to a minimum depth of 30 metres for 12 hours, alternate depths / durations can be
provided upon request

AVAILABLEENTRY THREA AGROSS
Wﬁl"agiggwggma (ALTERNATEMETRICTHREAD LENGTHS AVAILABLE) CIBLEGEODNDIARETER | - OVERALLCABLEDIARETER mwoueeare | AFOSHAS | conees

STANDARD OPTIO PROTRUSION

ORDERING e LENGTH P
surrx | MEIRC S erRio
e
056 EW RA M2 100 5" 19.9 W 3 8.6 61 134 08 125 240 264 725 P04 0163
05 BW A M2 100 W 199 w 61 116 95 159 08 125 40 264 700 mo4 | 0a50
20 EW A M2 100 5" 1.9 W 65 B9 125 209 08 125 305 36 730 PV 0210
k5 EW A MB 100 W 202 p 1 09 e 20 1 16 w5 43 80 a9 0330
2 W RA M 100 w 202 It 111 99 182 262 125 16 W5 43 890 P9 0330
2 W RA MR 100 T B0 1w w0 62 | B1 B9 16 20 60 506 860 | pvCi | 0430
40 W RA M40 150 1% 256 1% 20 31 79 404 16 20 550 605 900 PVCIS 0620
s Ew | RA 0 Ms0 | 150 1w 264 r 95 %1 32 467 20 25 600 | 660 | 910 P8 0750
50 EW A M50 150 r %9 24 6 M0 404 530 20 25 70 771 950 P21 0950
35 Bw A Me 150 Pa %9 2w 41 w99 6 54 20 25 750 25 020 w3 1340
63 BW A MB 150 2% 399 3 72 59 546 658 20 25 800 880 1040 V5 1340
75 BEW WA MB 150 2% 399 Ed £8 69 %0 720 20 25 900 990 1150 P8 2410
75 W RA M 50 3 a5 3w 5 69 667 784 25 30 1000 100 1170 G0 2420
%0 BW A M0 240 | 3w 48 v 666 | 786 | 762 | 03 | 30 40 143 154 W40 A2 4200
00 EW  RA M0 240 r 440 5 760 %9 81 014 305 40 130 1353 W00 LSFB 4450
115 W RA Wi 240 e 4.0 5 80 979 1015 102 | 315 40 134 67 1620 LSF4 6490
130 EW  RA M30 240 5 468 6 970 149 102 1232 315 40 1524 1676 1740 ISP 8340

*Note : For material options please add the following suffix to change the Ordering Reference ; Brass (no suffix required), Nickel Plated Brass “5”, Copper Free Aluminium “1”
For NPT options please add the following digits to the material suffix ; 12" =31,3"=32,1"=33,11%4"=34,114"=35,2"=36,2 4" =37,3"=38,3 %" =39, 4" =310 (Brass requires prefix “0")
Examples: 32E1W1RA534 = Nickel Plated Brass 1%" NPT, 50SE1W1RA035 = Brass 172" NPT, 20E1W1RAS = Nickel Plated Brass M20
Dimensions are displayed in millimetres unless otherwise stated

Official Distributor: Pharlap Engineering & Services Sdn Bhd Contact us:
sales@pharlap.com.my

Dimensions listed are for metric cable glands only. Dimensions for alternative threads may vary, please see supplementary technical data sheet.
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