


Capacity 1.0 HP 1.5 HP 2.0 HP 2.5 HP

Application FOR RESIDENTIAL USE

Easi-Flo II 
PB10245 (SP)

Easi-Flo 22 
PB20245 (SP)

Easi-Flo 33 
PF10245 (SP)

Easi-Flo 55 
PF20245 (SP)

Easi-Flo 100 
PE60245 (SP)

Capacity 7.0 HP 8.0 HP 10.0 HP 12.0 HP 15.0 HP 20.0 HP

Application FOR COMMERCIAL USE

Easi-Flo 100
PE60245(SP)

Easi-Flo 200
PH71245(SP)



Capacity 1.0 HP 1.5 HP 2.0 HP 2.5 HP

Application FOR RESIDENTIAL USE

Easi-Flo II 
PB10245 (SP)

Easi-Flo 22 
PB20245 (SP)

Easi-Flo 33 
PF10245 (SP)

Easi-Flo 55 
PF20245 (SP)

Easi-Flo 100 
PE60245 (SP)

3.0 HP 3.5 HP 4.0 HP 5.0 HP 6.0 HP

FOR LIGHT COMMERCIAL USE





Model Name Easi-Flo II Easi-Flo 22 Easi-Flo 33 Easi-Flo 55 Easi-Flo 100 Easi-Flo 200

Float Control

PCB with Optical Sensor

Mechanical Float Switch

Drain Tube

Anti Fungus PE Tube

PVC Tube

Mechanism & Operation

Operating Indicator

Overflow Indicator

Overflow Safety Switch

Thermal Protector

Temperature Fuse

Fire Retardant Material

UL Certified Power Cord

Accessories

Durable Metal Installation Bracket

Built-in Duckbill Check Valve

Duckbill Check Valve (Optional)

Anti-fungus PVC Tube (5 meter)

Anti-fungus PVC Tube (10 meter)

Model Name Easi-Flo II Easi-Flo 22 Easi-Flo 33 Easi-Flo 55 Easi-Flo 100 Easi Flo 200

Model Number PB10245(SP) PB20245(SP) PF10245(SP) PF20245(SP) PE60245(SP) PH71245(SP)

Power Rating AC240V/ 50Hz AC240V/ 50Hz AC240V/ 50Hz

Power Consumption (W) 18 18 18 14 58 68

Unit Dimension 
HxWxD (mm) 150 x 190 x 110 140 x 180 x 102 135 x 180 x 102 140 x 250 x 110 168 x 290 x 128

Net Weight (kg) 1.7 1.7 1.5 1.4 1.8 2.2

Pump Lift (m) 3 3 2.5 2.5 5 5.5

Max Flow Rate (Litre/min) 2 2 1.8 1.6 2.5 7

Sound Level (dB) 43 43 39 39 50 50

Tank Volume (ml) 600 600 400 400 850 1500

Drain Tube Inner Diameter 
(mm) 4 4 4 4 4 9.5

Drain Tube Outer Diameter 
(mm) 6 6 6 6 6 11.5

Max Air Conditioner 
Drain Pipe Diameter (mm) 25 25 20 20 20 30

Max Drain Tube Length (m) 10 10 10 10 15 15

Max Drain Tube Elevation (m) 2 2 1.5 1.5 4 4



Model Name Easi-Flo II

Power Rating AC240V/ 50Hz

Power Consumption 18W

Practical Pump Lift 2.5 m

Outlet Tube ø4 × 6mm

Dimension (HxWxD) 150 x 190 x 110 mm



Standard Installation 
Kit consisted of durable 
metal mounting bracket, 
plastic anchors and 
installation screws

Drain Hose 
(5 Meters Length)



Model Name Easi-Flo 22 Easi-Flo 33 Easi-Flo 55

Power Rating AC240V/ 50Hz

Power Consumption 18W 18W 14W

Practical Pump Lift 2.5 m 2.0 m 2.0 m

Outlet Tube ø4×6mm ø4×6mm ø4×6mm

Dimension (HxWxD) 150 x 190 x 110 mm 140 x 180 x 102 mm 135 x 180 x 102 mm



Standard Installation Kit consisted of durable metal mounting 
bracket, plastic anchors and installation screws Drain Hose (5 Meters Length) Duckbill Check Valve*



Model Name Easi-Flo 100 Easi-Flo 200

Power Rating AC240V/ 50Hz

Power Consumption 58W 68W

Maximum Pump Lift 5.0 m 5.5 m

Outlet Tube ø4×6mm ø9.5×11.5mm

Dimension (HxWxD) 140 x 250 x 110 mm 168 x 290 x 128 mm



5 Meters Length Drain Hose (For Easi-Flo 100)
10 Meters Length Drain Hose (For Easi-Flo 200)

Mounting Bracket 
(Optional)* Silicon Connector & Fastener*



 
 

 

 


