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No Part Name 
1 Bearing Cover (Shaft end)
2 Shaft
3 Bearing housing
4 Shaft Sleeve ( With Gland Packing only)
5 Mechanical Seal
6 Gland Packing (Option)
7 Volute Casing
8 Impeller
9 Impeller Nut
10 Casing Wear Rings
11 Front Foot Support
12 Seal Plate
13 Slinger
14 Ball Bearings (Deep Groove)
15 Rear Foot Support
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EUM 32-13
EUM 32-13
EUM 32-13
EUM 32-16
EUM 32-16
EUM 32-16
EUM 32-16
EUM 32-20
EUM 32-20
EUM 32-20
EUM 32-20
EUM 32-26
EUM 32-26
EUM 32-26
EUM 32-26
EUM 40-13
EUM 40-13
EUM 40-13
EUM 40-13
EUM 40-16
EUM 40-16
EUM 40-16
EUM 40-16
EUM 40-20
EUM 40-20
EUM 40-20
EUM 40-26
EUM 40-26
EUM 40-26
EUM 40-26
EUM 40-32
EUM 40-32
EUM 40-32
EUM 40-32
EUM 40-32
EUM 50-13
EUM 50-13
EUM 50-13
EUM 50-13
EUM 50-16
EUM 50-16
EUM 50-16
EUM 50-16
EUM 50-20
EUM 50-20
EUM 50-20
EUM 50-20

Pump
Model

Motor ( B35) Flanges Weight (KG)Installation Dimension ( mm )
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EUM 50-26 160L-2 18.5 100 180 225 230 287.5 790 254 254 160 420 125 95 320 250 14 15 62 133 195
EUM 50-26 180M-2 22 100 180 225 230 300.5 820 279 241 180 455 125 95 320 250 14 15 65 155 220
EUM 50-26 200L1-2 30 100 180 225 233 315.5 893 318 305 200 505 125 95 320 250 14 19 71 224 295
EUM 50-26 200L2-2 37 100 180 225 233 315.5 893 318 305 200 505 125 95 320 250 14 19 71 235 306
EUM 50-32 200L2-2 37 125 225 280 238 323.5 898 318 305 200 505 125 95 345 280 14 19 91 235 325
EUM 50-32 225M-2 45 125 225 280 238 339.5 943 356 311 225 560 125 95 345 280 14 19 98 286 384
EUM 50-32 250M-2 55 125 225 280 274 394.5 1044 406 349 250 615 125 95 345 280 14 24 116 373 490
EUM 50-32 280S-2 75 125 225 280 274 416.5 1119 457 368 280 680 125 95 345 280 14 24 117 485 601
EUM 65-13 132S1-2 5.5 100 160 180 187 228.5 577 216 140 132 345 125 95 280 212 14 12 46 65 111
EUM 65-13 132S2-2 7.5 100 160 180 187 228.5 577 216 140 132 345 125 95 280 212 14 12 46 69 115
EUM 65-13 160M1-2 11 100 160 180 219 279.5 724 254 210 160 420 125 95 280 212 14 15 54 108 162
EUM 65-16 132S1-2 5.5 100 160 200 187 228.5 577 216 140 132 345 125 95 280 212 14 12 47 65 112
EUM 65-16 132S2-2 7.5 100 160 200 187 228.5 577 216 140 132 345 125 95 280 212 14 12 47 69 116
EUM 65-16 160M1-2 11 100 160 200 219 279.5 724 254 210 160 420 125 95 280 212 14 15 49 108 157
EUM 65-16 160M2-2 15 100 160 200 219 279.5 724 254 210 160 420 125 95 280 212 14 15 49 109 158
EUM 65-16 160L-2 18.5 100 160 200 219 279.5 779 254 254 160 420 125 95 280 212 14 15 49 133 182
EUM 65-20 160M2-2 15 100 180 225 219 279.5 724 254 210 160 420 125 95 320 250 14 15 57 109 166
EUM 65-20 160L-2 18.5 100 180 225 219 279.5 779 254 254 160 420 125 95 320 250 14 15 57 133 189
EUM 65-20 180M-2 22 100 180 225 219 292.5 809 279 241 180 455 125 95 320 250 14 15 57 155 212
EUM 65-20 200L1-2 30 100 180 225 222 307.5 882 318 305 200 505 125 95 320 250 14 19 63 224 288
EUM 65-26 200L1-2 30 100 200 250 238 311 898 318 305 200 505 160 120 360 280 18 19 80 224 304
EUM 65-26 200L2-2 37 100 200 250 238 311 898 318 305 200 505 160 120 360 280 18 19 80 235 315
EUM 65-26 225M-2 45 100 200 250 238 327 943 356 311 225 560 160 120 360 280 18 19 84 286 370
EUM 65-26 250M-2 55 100 200 250 272 380 1042 406 349 250 615 160 120 360 280 18 24 98 373 471
EUM 65-32 225M-2 45 125 225 280 252 341 957 356 311 225 560 160 120 400 315 18 19 116 286 401
EUM 65-32 250M-2 55 125 225 280 272 380 1042 406 349 250 615 160 120 400 315 18 24 122 373 496
EUM 65-32 280S-2 75 125 225 280 272 402 1117 457 368 280 680 160 120 400 315 18 24 122 485 607
EUM 65-32 280M-2 90 125 225 280 272 402 1167 457 419 280 680 160 120 400 315 18 24 122 541 663
EUM 80-16 160M1-2 11 125 180 225 219 279.5 724 254 210 160 420 125 95 320 250 14 15 58 108 166
EUM 80-16 160M2-2 15 125 180 225 219 279.5 724 254 210 160 420 125 95 320 250 14 15 58 109 167
EUM 80-16 160L-2 18.5 125 180 225 219 279.5 779 254 254 160 420 125 95 320 250 14 15 58 133 191
EUM 80-16 180M-2 22 125 180 225 219 292.5 809 279 241 180 455 125 95 320 250 14 15 58 155 213
EUM 80-16 200L1-2 30 125 180 225 222 307.5 882 318 305 200 505 125 95 320 250 14 19 66 224 290
EUM 80-20 180M-2 22 125 180 250 235 308.5 825 279 241 180 455 125 95 345 280 14 15 68 155 223
EUM 80-20 200L1-2 30 125 180 250 238 323.5 898 318 305 200 505 125 95 345 280 14 19 70 224 294
EUM 80-20 200L2-2 37 125 180 250 238 323.5 898 318 305 200 505 125 95 345 280 14 19 70 235 305
EUM 80-20 225M-2 45 125 180 250 238 339.5 943 356 311 225 560 125 95 345 280 14 19 75 286 360
EUM 80-26 200L2-2 37 125 200 280 238 311 898 318 305 200 505 160 120 400 315 18 19 100 235 335
EUM 80-26 225M-2 45 125 200 280 238 327 943 356 311 225 560 160 120 400 315 18 19 102 286 388
EUM 80-26 250M-2 55 125 200 280 272 380 1042 406 349 250 615 160 120 400 315 18 24 105 373 478
EUM 80-26 280S-2 75 125 200 280 272 402 1117 457 368 280 680 160 120 400 315 18 24 105 485 589
EUM 80-32 280S-2 75 125 250 315 272 402 1117 457 368 280 680 160 120 400 315 18 24 127 485 612
EUM 80-32 280M-2 90 125 250 315 272 402 1167 457 419 280 680 160 120 400 315 18 24 127 541 668
EUM 100-16 160M2-2 15 125 200 250 246 294 751 254 210 160 420 160 120 360 280 18 15 78 109 187
EUM 100-16 160L-2 18.5 125 200 250 246 294 806 254 241 160 420 160 120 360 280 18 15 78 133 211
EUM 100-16 180M-2 22 125 200 250 246 307 836 279 241 180 455 160 120 360 280 18 15 80 155 235
EUM 100-16 200L1-2 30 125 200 250 249 322 909 318 305 200 505 160 120 360 280 18 19 82 224 306
EUM 100-20 200L1-2 30 125 200 280 238 311 898 318 305 200 505 160 120 360 280 18 19 79 224 303
EUM 100-20 200L2-2 37 125 200 280 238 311 898 318 305 200 505 160 120 360 280 18 19 79 235 313
EUM 100-20 225M-2 45 125 200 280 238 327 943 356 311 225 560 160 120 360 280 18 19 83 286 369
EUM 100-20 250M-2 55 125 200 280 272 380 1042 406 349 250 615 160 120 360 280 18 24 95 373 469
EUM 100-20 280S-2 75 125 200 280 272 402 1117 457 368 280 680 160 120 360 280 18 24 96 485 580
EUM 100-26 250M-2 55 140 225 280 276 384 1046 406 349 250 615 160 120 400 315 18 24 105 373 478
EUM 100-26 280S-2 75 140 225 280 276 406 1121 457 368 280 680 160 120 400 315 18 24 112 485 597
EUM 100-26 280M-2 90 140 225 280 276 406 1171 457 419 280 680 160 120 400 315 18 24 112 541 653
EUM 125-20 225M-2 45 140 250 315 238 327 943 356 311 225 560 160 120 400 315 18 19 106 286 392
EUM 125-20 250M-2 55 140 250 315 272 380 1042 406 349 250 615 160 120 400 315 18 24 118 373 491
EUM 125-20 280S-2 75 140 250 315 272 402 1117 457 368 280 680 160 120 400 315 18 24 119 485 604
EUM 125-20 280M-2 90 140 250 315 272 402 1167 457 419 280 680 160 120 400 315 18 24 122 541 663

Pump
Model

Motor ( B35) Flanges Installation Dimension ( mm ) Weight (KG)

65 50

150 125

6580

100 80

125 100
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EUM32-13 801-4 0.55 80 112 140 152 167 407 125 100 80 220 100 70 190 140 14 10 27 16 43
EUM32-16 801-4 0.55 80 132 160 152 167 407 125 100 80 220 100 70 240 190 14 10 31 16 48
EUM32-16 802-4 0.75 80 132 160 152 167 407 125 100 80 220 100 70 240 190 14 10 31 17 49
EUM32-20 801-4 0.55 80 160 180 152 167 407 125 100 80 220 100 70 240 190 14 10 38 16 54
EUM32-20 802-4 0.75 80 160 180 152 167 407 125 100 80 220 100 70 240 190 14 10 38 17 55
EUM32-20 90S-4 1.1 80 160 180 152 173 422 140 100 90 250 100 70 240 190 14 10 39 22 62
EUM32-20 90L-4 1.5 80 160 180 152 173 447 140 125 90 250 100 70 240 190 14 10 39 27 66
EUM32-26 100L1-4 2.2 100 180 225 174 187.5 499 160 140 100 270 125 95 320 250 14 12 55 34 89
EUM32-26 100L2-4 3 100 180 225 174 187.5 499 160 140 100 270 125 95 320 250 14 12 55 37 92
EUM40-13 801-4 0.55 80 112 140 152 167 407 125 100 80 220 100 70 210 160 14 10 29 16 45
EUM40-16 801-4 0.55 80 132 160 152 167 407 125 100 80 220 100 70 240 190 14 10 32 16 48
EUM40-16 802-4 0.75 80 132 160 152 167 407 125 100 80 220 100 70 240 190 14 10 32 17 49
EUM40-16 90S-4 1.1 80 132 160 152 173 422 140 100 90 250 100 70 240 190 14 10 33 22 56
EUM40-20 802-4 0.75 100 160 180 152 167 407 125 100 80 220 100 70 265 212 14 10 37 17 54
EUM40-20 90S-4 1.1 100 160 180 152 173 422 140 100 90 250 100 70 265 212 14 10 38 22 61
EUM40-20 90L-4 1.5 100 160 180 152 173 447 140 125 90 250 100 70 265 212 14 10 38 27 65
EUM40-26 100L1-4 2.2 100 180 225 174 187.5 499 160 140 100 270 125 95 320 250 14 12 55 34 89
EUM40-26 100L2-4 3 100 180 225 174 187.5 499 160 140 100 270 125 95 320 250 14 12 55 37 92
EUM40-32 100L2-4 3 125 200 250 180 195.5 505 160 140 100 270 125 95 345 280 14 12 75 37 112
EUM40-32 112M-4 4 125 200 250 180 202.5 520 190 140 112 300 125 95 345 280 14 12 75 47 122
EUM40-32 132S-4 5.5 125 200 250 202 243.5 592 216 140 132 345 125 95 345 280 14 12 79 65 144
EUM40-32 132M-4 7.5 125 200 250 202 243.5 632 216 178 132 345 125 95 345 280 14 12 79 79 157
EUM50-13 801-4 0.55 100 132 160 152 167 407 125 100 80 220 100 70 240 190 14 10 30 16 46
EUM50-13 802-4 0.75 100 132 160 152 167 407 125 100 80 220 100 70 240 190 14 10 30 17 47
EUM50-13 90S-4 1.1 100 132 160 152 173 422 140 100 90 250 100 70 240 190 14 10 31 22 54
EUM50-16 801-4 0.55 100 160 180 152 167 407 125 100 80 220 100 70 265 212 14 10 35 16 51
EUM50-16 802-4 0.75 100 160 180 152 167 407 125 100 80 220 100 70 265 212 14 10 35 17 52
EUM50-16 90S-4 1.1 100 160 180 152 173 422 140 100 90 250 100 70 265 212 14 10 36 22 58
EUM50-16 90L-4 1.5 100 160 180 152 173 447 140 125 90 250 100 70 265 212 14 10 36 27 62
EUM50-20 90S-4 1.1 100 160 200 155 173 425 140 100 90 250 100 70 265 212 14 10 43 22 65
EUM50-20 90L-4 1.5 100 160 200 155 173 450 140 125 90 250 100 70 265 212 14 10 43 27 70
EUM50-20 100L1-4 2.2 100 160 200 167 192 492 160 140 100 270 100 70 265 212 14 12 46 34 79
EUM50-26 100L1-4 2.2 100 180 225 175 187.5 500 160 140 100 270 125 95 320 250 14 12 56 34 90
EUM50-26 100L2-4 3 100 180 225 175 187.5 500 160 140 100 270 125 95 320 250 14 12 56 37 93
EUM50-26 112M-4 4 100 180 225 175 194.5 515 190 178 112 300 125 95 320 250 14 12 56 47 103
EUM50-26 132S-4 5.5 100 180 225 198 236.5 588 216 140 132 345 125 95 320 250 14 12 60 65 125
EUM50-32 112M-4 4 125 225 280 180 202.5 520 190 140 112 300 125 95 345 280 14 12 77 47 124
EUM50-32 132S-4 5.5 125 225 280 202 243.5 592 216 140 132 345 125 95 345 280 14 12 81 65 147
EUM50-32 132M-4 7.5 125 225 280 202 243.5 632 216 178 132 345 125 95 345 280 14 12 81 79 160
EUM50-32 160M-4 11 125 225 280 238 298.5 743 254 210 160 420 125 95 345 280 14 15 86 108 194
EUM65-13 802-4 0.75 100 160 180 152 154.5 407 125 100 80 220 125 95 280 212 14 10 36 17 53
EUM65-13 90S-4 1.1 100 160 180 152 160.5 422 140 100 90 250 125 95 280 212 14 10 37 22 60
EUM65-13 90L-4 1.5 100 160 180 152 160.5 447 140 125 90 250 125 95 280 212 14 10 37 27 64
EUM65-16 802-4 0.75 100 160 200 152 154.5 407 125 100 80 220 125 95 280 212 14 10 39 17 56
EUM65-16 90S-4 1.1 100 160 200 152 160.5 422 140 100 90 250 125 95 280 212 14 10 40 22 62
EUM65-16 90L-4 1.5 100 160 200 152 160.5 447 140 125 90 250 125 95 280 212 14 10 40 27 67
EUM65-16 100L1-4 2.2 100 160 200 164 179.5 489 160 140 100 270 125 95 280 212 14 12 42 34 75
EUM65-20 100L1-4 2.2 100 180 225 164 179.5 489 160 140 100 270 125 95 320 250 14 12 50 34 83
EUM65-20 100L2-4 3 100 180 225 164 179.5 489 160 140 100 270 125 95 320 250 14 12 50 37 86
EUM65-20 112M-4 4 100 180 225 164 186.5 504 190 140 112 300 125 95 320 250 14 12 50 47 96

80 65

Pump
Model

Motor ( B35) Flanges

50 32

65

Installation Dimension ( mm ) Weight (KG)

40

65 50
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EUM65-26 112M-4 4 100 200 250 180 190 520 190 140 112 300 160 120 360 280 18 12 66 47 113
EUM65-26 132S-4 5.5 100 200 250 203 232 593 216 140 132 345 160 120 360 280 18 12 68 65 133
EUM65-26 132M-4 7.5 100 200 250 203 232 633 216 178 132 345 160 120 360 280 18 12 68 79 147
EUM65-32 132S-4 5.5 125 225 280 201 230 591 216 140 132 345 160 120 400 315 18 12 92 65 157
EUM65-32 132M-4 7.5 125 225 280 201 230 631 216 178 132 345 160 120 400 315 18 12 92 79 171
EUM65-32 160M-4 11 125 225 280 235 283 740 254 210 160 420 160 120 400 315 18 15 95 108 203
EUM65-32 160L-4 15 125 225 280 235 283 795 254 254 160 420 160 120 400 315 18 15 95 129 224
EUM80-16 90L-4 1.5 125 180 225 152 160.5 447 140 125 90 250 125 95 320 250 14 10 49 27 76
EUM80-16 100L1-4 2.2 125 180 225 164 179.5 489 160 140 100 270 125 95 320 250 14 12 51 34 85
EUM80-16 100L2-4 3 125 180 225 164 179.5 489 160 140 100 270 125 95 320 250 14 12 51 37 88
EUM80-20 100L2-4 3 125 180 250 180 195.5 505 160 140 100 270 125 95 345 280 14 12 56 37 93
EUM80-20 112M-4 4 125 180 250 180 202.5 520 190 140 112 300 125 95 345 280 14 12 56 47 103
EUM80-20 132S-4 5.5 125 180 250 203 244.5 593 216 140 132 345 125 95 345 280 14 12 60 65 125
EUM80-20 132M-4 7.5 125 180 250 203 244.5 633 216 178 132 345 125 95 345 280 14 12 60 79 138
EUM80-26 132S-4 5.5 125 200 280 203 232 593 216 140 132 345 160 120 400 315 18 12 75 65 140
EUM80-26 132M-4 7.5 125 200 280 203 232 633 216 178 132 345 160 120 400 315 18 12 75 79 153
EUM80-26 160M-4 11 125 200 280 235 283 740 254 210 160 420 160 120 400 315 18 15 81 108 189
EUM80-32 132M-4 7.5 125 250 315 201 230 631 216 178 132 345 160 120 400 315 18 12 95 79 174
EUM80-32 160M-4 11 125 250 315 235 283 740 254 210 160 420 160 120 400 315 18 15 100 108 208
EUM80-32 160L-4 15 125 250 315 235 283 795 254 254 160 420 160 120 400 315 18 15 100 129 229
EUM80-32 180M-4 18.5 125 250 315 235 296 825 279 241 180 455 160 120 400 315 18 15 105 157 262
EUM80-40 160L-4 15 125 280 355 249 297 809 254 254 160 420 160 120 400 340 18 15 140 129 269
EUM80-40 180M-4 18.5 125 280 355 249 310 839 279 241 180 455 160 120 400 340 18 15 142 157 299
EUM80-40 180L-4 22 125 280 355 249 310 879 279 279 180 455 160 120 400 340 18 15 142 179 321
EUM80-40 200L-4 30 125 280 355 249 322 909 318 305 200 505 160 120 400 340 18 19 148 240 387
EUM100-16 100L1-4 2.2 125 200 250 191 194 516 160 140 100 270 160 120 360 280 18 12 70 34 104
EUM100-16 100L2-4 3 125 200 250 191 194 516 160 140 100 270 160 120 360 280 18 12 70 37 107
EUM100-16 112M-4 4 125 200 250 191 201 531 190 140 112 300 160 120 360 280 18 12 71 47 118
EUM100-20 100L2-4 3 125 200 280 180 183 505 160 140 100 270 160 120 360 280 18 12 68 37 105
EUM100-20 112M-4 4 125 200 280 180 190 520 190 140 112 300 160 120 360 280 18 12 68 47 115
EUM100-20 132S-4 5.5 125 200 280 203 232 593 216 140 132 345 160 120 360 280 18 12 69 65 134
EUM100-20 132M-4 7.5 125 200 280 203 232 633 216 178 132 345 160 120 360 280 18 12 69 79 147
EUM100-20 160M-4 11 125 200 280 235 283 740 254 210 160 420 160 120 360 280 18 15 72 108 180
EUM100-26 132M-4 7.5 140 225 280 207 236 637 216 178 132 345 160 120 400 315 18 12 85 79 164
EUM100-26 160M-4 11 140 225 280 239 287 744 254 210 160 420 160 120 400 315 18 15 89 108 197
EUM100-26 160L-4 15 140 225 280 239 287 799 254 254 160 420 160 120 400 315 18 15 89 129 217
EUM100-32 160M-4 11 140 250 315 235 283 740 254 210 160 420 160 120 400 315 18 15 105 108 213
EUM100-32 160L-4 15 140 250 315 235 283 795 254 254 160 420 160 120 400 315 18 15 105 129 233
EUM100-32 180M-4 18.5 140 250 315 235 296 825 279 241 180 455 160 120 400 315 18 15 105 157 262
EUM100-32 180L-4 22 140 250 315 235 296 865 279 279 180 455 160 120 400 315 18 15 105 179 283
EUM100-32 200L-4 30 140 250 315 237 310 897 318 305 200 505 160 120 400 315 18 19 111 240 351
EUM100-40 180L-4 22 140 280 355 249 295 879 279 279 180 455 200 150 500 400 23 15 160 179 339
EUM100-40 200L-4 30 140 280 355 249 307 909 318 305 200 505 200 150 500 400 23 19 162 240 401
EUM100-40 225S-4 37 140 280 355 284 358 964 356 286 225 560 200 150 500 400 23 19 168 301 469
EUM100-40 225M-4 45 140 280 355 284 358 989 356 311 225 560 200 150 500 400 23 19 168 312 480

Pump
Model

Motor ( B35) Flanges Installation Dimension ( mm ) Weight (KG)

100 80

80 65

125 100
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EUM125-20 132M-4 7.5 140 250 315 203 232 633 216 178 132 345 160 120 400 315 18 12 92 79 171
EUM125-20 160M-4 11 140 250 315 235 283 740 254 210 160 420 160 120 400 315 18 15 96 108 204
EUM125-26 160M-4 11 140 250 355 239 287 744 254 210 160 420 160 120 400 315 18 15 104 108 212
EUM125-26 160L-4 15 140 250 355 239 287 799 254 254 160 420 160 120 400 315 18 15 104 129 233
EUM125-26 180M-4 18.5 140 250 355 239 300 829 279 241 180 455 160 120 400 315 18 15 104 157 261
EUM125-26 180L-4 22 140 250 355 239 300 869 279 279 180 455 160 120 400 315 18 15 104 179 283
EUM125-26 200L-4 30 140 250 355 242 315 901 318 305 200 505 160 120 400 315 18 19 110 240 350
EUM125-32 160L-4 15 140 280 355 249 282 809 254 254 160 420 200 150 500 400 23 15 138 129 266
EUM125-32 180M-4 18.5 140 280 355 249 295 839 279 241 180 455 200 150 500 400 23 15 138 157 295
EUM125-32 180L-4 22 140 280 355 249 295 879 279 279 180 455 200 150 500 400 23 15 138 179 316
EUM125-32 200L-4 30 140 280 355 249 307 909 318 305 200 505 200 150 500 400 23 19 140 240 379
EUM125-32 225S-4 37 140 280 355 285 359 965 356 286 225 560 200 150 500 400 23 19 148 301 449
EUM125-40 200L-4 30 140 315 400 249 307 909 318 305 200 505 200 150 500 400 23 19 170 240 410
EUM125-40 225S-4 37 140 315 400 284 358 964 356 286 225 560 200 150 500 400 23 19 176 301 476
EUM125-40 225M-4 45 140 315 400 284 358 989 356 311 225 560 200 150 500 400 23 19 176 312 488
EUM125-40 250M-4 55 140 315 400 284 377 1054 406 349 250 615 200 150 500 400 23 24 180 383 562
EUM125-40 280S-4 75 140 315 400 284 399 1129 457 368 280 680 200 150 500 400 23 24 181 544 725
EUM150-20 160M-4 11 160 280 400 262 295 767 254 241 160 420 200 150 400 315 23 15 96 108 204
EUM150-20 160L-4 15 160 280 400 262 295 822 254 254 160 420 200 150 400 315 23 15 96 129 225
EUM150-20 180M-4 18.5 160 280 400 262 308 852 279 241 180 455 200 150 400 315 23 15 98 157 255
EUM150-26 160L-4 15 160 250 355 248 281 808 254 254 160 420 200 150 450 350 23 15 135 129 264
EUM150-26 180M-4 18.5 160 250 355 248 294 838 279 241 180 455 200 150 450 350 23 15 135 157 292
EUM150-26 180L-4 22 160 250 355 248 294 878 279 279 180 455 200 150 450 350 23 15 135 179 314
EUM150-26 200L-4 30 160 250 355 248 306 908 318 305 200 505 200 150 450 350 23 19 154 240 394
EUM150-32 180L-4 22 160 280 400 250 295 880 279 279 180 455 200 150 550 450 23 15 153 179 332
EUM150-32 200L-4 30 160 280 400 250 307 910 318 305 200 505 200 150 550 450 23 19 155 240 395
EUM150-32 225S-4 37 160 280 400 286 359 966 356 286 225 560 200 150 550 450 23 19 163 301 464
EUM150-32 225M-4 45 160 280 400 286 359 991 356 311 225 560 200 150 550 450 23 19 163 312 476
EUM150-32 250M-4 55 160 280 400 286 378 1056 406 349 250 615 200 150 550 450 23 24 178 383 561
EUM150-40 225S-4 37 160 315 450 286 358 966 356 286 225 560 200 150 550 450 23 19 200 301 501
EUM150-40 225M-4 45 160 315 450 286 358 991 356 311 225 560 200 150 550 450 23 19 200 312 512
EUM150-40 250M-4 55 160 315 450 286 377 1056 406 349 250 615 200 150 550 450 23 24 203 383 586
EUM150-40 280S-4 75 160 315 450 286 399 1131 457 368 280 680 200 150 550 450 23 24 205 544 748
EUM150-40 280M-4 90 160 315 450 286 399 1181 457 419 280 680 200 150 550 450 23 24 205 587 791

Pump
Model

Motor ( B35) Flanges Installation Dimension ( mm ) Weight (KG)

150 125

200 150
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