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Unity MG

Unity MG Parts

Product Name Product Code

Unity 2 Track Rail 5 m

60230556White

03590008

60230559

03590009

60230562

03590010

Natural

White

Natural

White

Natural

White

Natural

Unity 3 Track Rail 5 m

Unity 4 Track Rail 5 m

Unity 2 Track Cap

Unity 3 Track Cap

Unity 4 Track Cap

Unity MG Slider Bar 
4 m (158")

Unity Slider Bar Cap

Unity MG Cap MGS

Unity Roller

03590029

03590030

03590031

60230553

03590012

03590033

03390018

03590025

Product Name Product Code

03390015

03590024

03390016

03590019

White

Natural

White

Natural

Unity Ceiling Bracket
3, 4 Track

Unity Wall Bracket 
2 Track

Unity Wall Bracket 
3, 4 Track

Internal Weight Bar 3.63 m 
(143")

Internal Weight 
Bar Cap

RS Slide-in Velcro

Unity Wand Hook 

Curtain Wand 

03390014

03590023

White

Natural

White

Silver

White

Silver

White

Silver

White

Silver

03590015

03590034

01320263

03590039

00490030

00490033

00490031

00490034

00490032

00490035

00490036

00490037

03390017White

03590020Natural

Product Name Product Code

Unity Finger

03590028

03390013

03590032

Left

Right

Unity Pick Up 
White

Unity Stop

Unity Cord Stop A

Unity Cord Stop B

Unity 3 Track Cord Guide

Unity 4 Track Cord Guide

Unity Tension Weight

Unity Cord 1.8 mm

Unity Ceiling Bracket
2 Track

03590040

03590041

03590037

03590036

03590038

03590043

03590042

700 mm
(28")

900 mm
(35")

1200 mm
(47")

1500 mm
(59")

•Two operational choices are available:  
   cord or a wand. 

Unity MG
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Unity MG Unity MG

Unity MG’s Unique Features

Color Lineup

Unity covers up to 5 m (197") wide, using 6 tracks and 6 panels.
Original tracks bring an easy and smooth operation. 

Structure Drawing

Stop Cord Stop A, Cord Stop BSide

11 mm
(.43")

17 mm
(.67")

Sewing

Product 
length

Product width

250 mm
(9.8")

Wand Hook

Screen
surface

Materials/SpecificationsProduct NameNo.

Aluminum alloy extrusion material

Steel plate molding, Molded resin

Molded resin

Aluminum alloy extrusion material

Molded resin

Molded resin

Molded resin

Chemical fiber

Molded resin, Steel

Aluminum alloy extrusion material

Molded resin

Molded resin

Molded resin

Molded resin

Molded resin, Steel

SPCC, Stainless steel

Polyacetal

SPCC, Stainless steel

Polyacetal

Track rail

Bracket (*option)

Pick up

Slider bar (MGS)

Track cap

Finger

Track cord guide

Cord

Tension Weight

Internal weight bar

Roller

Slider bar cap

Slide-in velcro

MG cap (MGS)

Curtain wand

Wand hook

Stop

Cord stop A

Cord stop B

White Natural
80 mm

(3.2")

19 mm
(.75")

700 mm (28")

900 mm (35")

1200 mm (47")

1500 mm (59")

63 mm (2.5")

White Silver
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Maximum Panel Weight 

1.0 kg (2.2 lb) per 1 panel
(Including sawing parts)

Unity MG Unity MG

Dimension of Production Range

Stack-off Width (Common Cord and Wand Type)

Number of Screen

2

3

4, 5, 6

4, 6

Product Width

800–3500 mm (32–138")

1210–5000 mm (48–197")

1510–5000 mm (59–197")

1510–5000 mm (59–197")

One-way Draw

Two-way Draw

One-way Draw

Correspondence Table

One-way Draw Two-way Draw One-way Draw Two-way Draw

2

3

4

5

6

—

○

○

○

○

—

○

○

×

×

—

○

○

×

×

○: Available, ×: Not available, —: none

—

—

○

—

○

—

—

○

—

○

—

—

○

—

○

○

○

○

○

○

○

○

○

×

×

○

○

○

×

×

—

—

○

—

○

—

—

○

—

○

—

—

○

—

○

Wand TypeCord Type

Ceiling 
Attachment

Ceiling 
Attachment
with 
Bracket

Wall 
Attachment
with 
Bracket

Ceiling 
Attachment

Ceiling 
Attachment
with 
Bracket

Wall 
Attachment
with 
Bracket

Ceiling 
Attachment

Ceiling 
Attachment
with 
Bracket

Wall 
Attachment
with 
Bracket

Ceiling 
Attachment

Ceiling 
Attachment
with 
Bracket

Wall 
Attachment
with 
Bracket

Operation
Type

Installation

N
um

b
er

 o
f

P
an

el

Product Width

Number of Panel

Stack-off

800 mm (32")

2

430 mm (17")

1000 mm (39")

2

530 mm (21")

1500 mm (59")

2

780 mm (31")

2000 mm (79")

3

713 mm (28")

2500 mm (98")

4

680 mm (27")

3000 mm (118")

5

660 mm (26")

3500 mm (138")

6

647 mm (25")

4000 mm (158")

6

730 mm (29")

Two-way Draw

Product Width

Number of Panel

Stack-off

2500 mm (98")

4

660 mm (26")

3000 mm (118")

4

785 mm (31")

3500 mm (138")

6

633 mm (25")

4000 mm (158")

6

717 mm (28")

Installation Dimensions 

2 tracks

Direct Ceiling Attachment

2 tracks

Ceiling Attachment with Bracket

2 tracks 3 tracks 4 tracks

3 tracks 4 tracks

3 tracks

5 tracks 6 tracks

4 tracks

Wall Attachment with Bracket

12 mm (.47")
25 mm (.98")

69 mm (2.7")

70 mm (2.8")

5 mm (.20")

32 mm
(1.3")

Product 
length

48 mm (1.9")

10 mm (.39")
33 mm (1.3")

22 mm
(.87")

Room
side

1.6 mm (.06")

23 mm (.91")

25 mm (.98")

44 mm
(1.7") 66 mm (2.6")

112 mm (4.4")

113 mm (4.4")

10 mm (.39")

12 mm (.47")
25 mm (.98")

5 mm (.20")

Product 
length

48 mm (1.9")

33 mm (1.3")

22 mm
(.87")

22 mm
(.87")

55 mm
(2.2")

Room
side

1.6 mm (.06")

44 mm (1.7")

25 mm (.98")

88 mm (3.5")

112 mm (4.4")

113 mm (4.4")

12 mm (.47")
25 mm (.98")

5 mm (.20")

Product 
length

48 mm (1.9")

33 mm (1.3")

22 mm
(.87")

22 mm
(.87")

22 mm
(.87")

33 mm
(1.3")

Room
side

10 mm (.39")

1.6 mm (.06")

22 mm (.87")

25 mm (.98")

68 mm (2.7")
28 mm (1.1")

12 mm (.47")
25 mm (.98")

67 mm (2.6")67 mm (2.6")67 mm (2.6")

21 mm
 (.83")

48 mm (1.9")

33 mm (1.3")

5 mm (.20")

Product 
length

32 mm
(1.3")

22 mm
(.87")

Room
side

Window
side

44 mm44 mm
(1.7")(1.7")

44 mm
(1.7")

40 mm
(1.6") 36 mm (1.4")

12 mm (.47")
25 mm (.98")

76 mm (3.0")

112 mm (4.4")

5 mm (.20")

Product 
length

48 mm (1.9")

33 mm (1.3")

22 mm
(.87")

Room
side

22 mm
(.87")

54 mm (2.1")

Window
side

43 mm
(1.7") 66 mm (2.6")66 mm (2.6")66 mm (2.6")

111 mm (4.4")111 mm (4.4")111 mm (4.4")

47 mm (1.9")

12 mm (.47")
25 mm (.98")

65 mm (2.6")

112 mm (4.4")

5 mm (.20")

Product 
length

48 mm (1.9")

33 mm (1.3")

22 mm
(.87")

Room
side

22 mm
(.87")

22 mm
(.87")

32 mm
(1.3")

Window
side

21 mm
 (.83")

88 mm (3.5")88 mm (3.5")88 mm (3.5")

111 mm (4.4")111 mm (4.4")111 mm (4.4")

56 mm (2.2")
13 mm (.51")

12 mm (.47")
20 mm (.79")

43 mm (1.7")

11 mm
 (.43")

21 mm
(.83")

22 mm
(.87")

Room
side

Window
side

43 mm (1.7")

28 mm (1.1")
Product 
length

44 mm (1.7")44 mm (1.7")44 mm (1.7")

78 mm (3.1")

12 mm (.47")

20 mm (.79")

43 mm (1.7")
35 mm
(1.4")

11 mm
 (.43")

21 mm
(.83")

22 mm
(.87")

22 mm
(.87")

Room
side

Window
side

43 mm (1.7")

28 mm (1.1")
Product 
length

66 mm (2.6")66 mm (2.6")66 mm (2.6")

100 mm (3.9")

12 mm (.47")
20 mm (.79")

65 mm (2.6")
35 mm
(1.4")

11 mm
 (.43")

21 mm
(.83")

22 mm
(.87")

22 mm
(.87")

22 mm
(.87")

Room
side

Window
side

43 mm (1.7")

28 mm (1.1")
Product 
length

88 mm (3.5")88 mm (3.5")88 mm (3.5")

12 mm (.47")
20 mm (.79")

43 mm (1.7") 79 mm (3.1")

122 mm (4.8")

109 mm (4.3")

11 mm
 (.43")

21 mm
(.83")

22 mm
(.87")

22 mm
(.87")

22 mm
(.87")

22 mm
(.87")

Room
side

Window
side

43 mm (1.7")

28 mm (1.1")
Product 
length

110 mm (4.3")110 mm (4.3")110 mm (4.3")

13 mm (.51")

12 mm (.47")
20 mm (.79")

43 mm (1.7") 101 mm (4.0")101 mm (4.0")101 mm (4.0")

144 mm (5.7")

109 mm (4.3")

11 mm
 (.43")

43 mm (1.7")

28 mm (1.1")
Product 
length

21 mm
(.83")

22 mm
(.87")

22 mm
(.87")

22 mm
(.87")

22 mm
(.87")

22 mm
(.87")

Room
side

Window
side

132 mm (5.2")

35 mm (1.4")
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Unity MG Unity MG

Configurations of Panels

Cord Type
Use the cord installed on either the left or right side to open 
and close the screen.

Wand Type
Use the wand attached to the back side of the first panel 
to open and close the screen. 

Operation Method

Stop

Finger
Slider Bar
Pick Up

Left Side Right Side

One-way Draw
Two-way Draw

Left Side Right Side

One-way Draw
Two-way Draw

Open

Close

Open

Close

Open

Close

CloseOpen

CloseOpen

Number of
Panel

2

3

4

5

Cord
Type

Wand
Type

6

Number of
Panel

CloseOpen

Right side
operation

Left side
operation

Right side
operation

Left side
operation

Right side
operation

Left side
operation

Right side
operation

Left side
operation

Right side
operation

Left side
operation

Right side
operation

Left side
operation

CloseOpen

CloseOpen

CloseOpen

Window side

Room side

Window side

Room side

Window side

Room side

Window side

Room side

Window side

Room side

Window side

Room side

Window side

Room side

Window side

Room side

Room side

Window side

Window side

Room side

Open

Room side

Window side

Open
Window side

Room side

Window side

Room side

Window side

Room side

Close Window side

Room side

Close Window side

Room side

Window side

Room side

Window side

Room side

Room side

Window side

Window side

Room side

Window side

Room side

Window side

Room side

Window side

Room side

Window side

Room side

Open

Close

2 tracks

2 tracks

2 tracks

2 tracks

3 tracks

3 tracks

4 tracks

4 tracks

Open

Close

Open

Close

3 tracks

3 tracks

4 tracks

Open

3 tracks

4 tracks

Close

3 tracks

5 tracks

5 tracks

6 tracks

6 tracks

Open

Open

Close

Close

5 tracks

5 tracks

6 tracks

Open

4 tracks

6 tracks

Close

4 tracks

Top View

Front View (Ex.: 4 panels)

Wand
Cord




