STICK (IGBT) Inverter Welder

STICK WELDER

ARC-300/315 Specifications

Product ARC-300 ARC-315
Rafed Input Voltage 1P 220V ~ 3P38OV
Voltage Range 220V£15% 380V+15%
Frequency 50/60Hz 50/60Hz
J g Rated Input Current 61A 18A
Rated Input Capacity 13.4KVA : 12KVA
D No-load Voltage 67V 67V
D n; ‘3 Kaierda. Rated Output curent/voltage 300A/32V 315A/32.6V
o . ; Output Current Range 20-300A © 20315A
®® i Rated Duty Cycle 300A/60% - 315A/60%
_&w_,ii_—_ Efficiency (n) 0.85 085
@ COS ¢ 0.99 C0.99
% Insulation Class H H
Protection Class IP21S IP21S
Dimension (L x W x H mm) 432%x212%251 © 380%192x350
Weight 19KG 11.5KG

Accessories

Earth Clamp Set Electrode Holder Set

Product Introduction

This series is IGBT inverter DC MMA welding machine with new inverter technology .wich adapts to the

input voltage automatically with robust design ang thermally protected . Welding performance is

powerful while extended cable up to 30m which is switable for long distance welding . :
® 1.8m 35n’ cable +ground clamp : e 3m 35n" cable + electrode holder

Welding Specifications

ARC-300 cC DC 20-300 220 1

[
[
[
O
[

Base metal Thickness(mm) Electrode diameter Welding method Welding current

range
ARC-315 CcC DC 20-315 380 3 [ ] [ ] o O o

Low carbon steel 2.0. 3.2.

Low alloy steel 2~12mm 40. 50 DC : 40A~300A

Excellence @ Option Standard
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