duty cycle
100%

Accessories

Alldigital display, rich inside menu, easy operate and understand, fulfill user’s
requirement.

Build-in multiple expert database, welding parameter can adjust, freedom match
base on welding material and welder’s habit, to get perfect welding quality and
comfortable welding experience.

Build-in multiple material database, short circuit can achieve carbon, stainless,
aluminium alloy welding.

customized digital connection with automatic equipment, it can open welder NFC
function, and it can expand to connect Kaierda smart welding manage platform.

Synegic design.
60m cable with KE-500 is perfect, while 30m cable with KE-350don’ treducethe
current.

Wire Feeder

S

Aviation plug

Applicationrange

e [ndustry ® Heavy Industry

Welding Ratedinput Ratedinput Rated
capacity

power

voltage
source

KE-280 380V/3P/50Hz
KE-300 380v/3P/50Hz
(compact)

KE-350 380V/3P/50Hz

KE-500 380V/3P/50Hz

12kVA

14.5kVA

16.8kVA

25kVA

input
current

16A

19A

23A

23A

Rated Rated  pateddutyNo-Load Output — Output
output output le  Voltage current  voltage Dimension Net weight
current  voltage cycle 8¢ range  range

MIG:280A MIG:28V
MMA:280A MMA:31.5V 100% 68V 30-280A 12-38V 535X245X425mm 23.5kg

TIG:280A TIG:21.2V

MIG:300A MIG:29V
MMA:300A MMA:32V 100% 70V 30-300A 12-38V 615X220X510mm 34kg
TIG:300A TIG:22A

MIG:350A MIG:31.5V
MMA:350A MMA:34V 100% 70V 30-350A 12-40V  615X220X510mm 30.5kg

TIG:350A TIG:24V

MIG:500A MIG:39V
MMA:500A MMA:40V 100% 80V 30-500A 12-45V 615X220X510mm 31.5kg
TIG:500A TIG:30V
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