


As You Wish
The location of the air-conditioner can be installed  above your bed, 
above your wardrobe, above your make-up table or as per your wish, 
no more restrained by the  drain pipe. With the high lift and the 
distance it can go, the unit can be installed at the best location you 
most desired.

Style with Ease
The modern and simple design is easily blended into any interior and 
synonymous with your air-cond design. Regular cleaning is simple 
by wiping the front cover. With no unsighthy drain pipe noticeable, 
the only remaining is aesthetic appeal of your decoration.

Common Features

Real Power Pump

Say NO to Blockage

With the specially designed motor, the torque is great enough to 
expel water and a greater height of discharge is allowed. It has 
a long lifetime of 15,000 hours. Motor bracket seal is adopted to 
prevent dust from attacking and the coil bobbin is protected from 
oxidation with high grade tape.  

Large rotor radius generates high torque to expel condensate water 
easily. Unique dual-face rotary design with extra large inlet hole able 
to expel contaminants aggregated at the bottom of container with 
ease. No more blocked tube.
10m anti-fungus PVC tube is included

Quiet Operation
Recognising that noise is a concern to you, a unique vibration-
absorption suspension system is designed to further reduce the 
motor noise level. 

Peace of Mind Service

Safety is Priority

With nationwide service points, there must be one around you to 
provide fast and reliable service when assistance is needed.
1 year warranty are provided.
*Please refer to our warranty policy

- Made of fire retardant ABS with UL94V-O standard.
- UL certified power cord with grounded wire offer better
electrical protection.
- Circuit is protected by temperature fuse.*
- Thermal protector is equipped to cut off automatically when there 
is abnormal tempereature rise.**

* Easi-Flo II, 22, 33 & 55
** Easi-Flo 100 & 200

High Drainage Capacity Smaller in Size

Overflow Control
Check Valve Accessory

Easy Installation
Energy Saving & Low Sound Level

Equipped with powerful motor, drainage capacity can go as fast as 
up to 1.8litre/min.

With the compact outlook, one is able to install it anywhere they 
want, be it residential or commercial application. It is compact in size 
yet doesn’t compromise in performance.

Easi-Flo 33 utilise the mechnical float switch control to detect the 
pump from overflowing. No more wet floors. Easi-Flo 55 comes with a check valve accessory to prevent the water 

from backflowing. Worry free.

With just a few steps as easy as 123, you can enjoy the air- cond in a 
blink of eyes. Easi-Flo 55 has the lowest power consumption in the whole range. 

The low sound level is offset with the motor.
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Mighty Volume
Easi-Flo 100 can store as much as 850ml amount of condensate 
water.

Flexible Installation
Easi-Flo 100 can be installed using different size of draining tube, 
4mmx6mm and 9.5mmx11.5mm.

It can be placed on a shallow ceiling, or in the air-cond unit like 
ceiling concealed or floor standing.

Easi Flo-100 comes with 5 inlet holes, 4 holes on the top and a hole 
at the side of the unit which makes your installation more flexible 
and easier than ever.

Model Easi-Flo II Easi-Flo 22 Easi-Flo 33 Easi-Flo 55 Easi-Flo 100 Easi-Flo 200

Part No PB 10245(SP) PB 20245(SP) PF 10245(SP) PF 20245(SP) PE 60245(SP) PH 71245(SP)

Power Rating AC240V, 50Hz AC240V, 50Hz AC240V, 50Hz AC240V, 50Hz AC240V, 50Hz AC240V, 50Hz

Power Consumption W 18 18 18 14 58 68

Dimension (L x W x H) mm 190 x 110 x 150 190 x 110 x 150 180 x 102 x 140 180 x 102 x 135 250 x 110 x 140 290 x 128 x 168

Weight kg 1.7 1.7 1.5 1.4 1.8 2.2

Max Flow Rate litre/min 2.0 2.0 1.8 1.6 2.5 7.0

Sound Level db 43 43 39 39 50 50

Lifetime hours 15000 15000 15000 15000 15000 15000

Tank Volume ml 600 600 400 400 850 1500

Draining Tube

Inner diameter, 
mm 4.0 4.0 4.0 4.0 4.0 9.5 9.5

Outer diameter, 
mm 6.0 6.0 6.0 6.0 6.0 11.5 11.5

Type Insulated Anti Fungus PVC Tube

Max Air Conditioner 
Draining Pipe Diameter, mm 25 25 20 20 20 30

Applicable Air
Conditioner Up to (hp) 3 3 3 3 10 15

Max Drainange tube 
Installation

Horizontal (m) 10 10 10 10 15 15

Vertical (m) 1.5 1.5 1.5 1.5 4.0 4.0

Model Easi-Flo II Easi-Flo 22 Easi-Flo 33 Easi-Flo 55 Easi-Flo 100 Easi-Flo 200

Part No PB 10245(SP) PB 20245(SP) PF 10245(SP) PF 20245(SP) PE 60245(SP) PH 71245(SP)

Mechanical Float Switch Control ×

Electronic (Optical Sensor) Float Control × × × × ×

Operating Light Green LED × × × × ×

Overflow Light Red LED × × × × ×

PCB Waterproof × × × × ×

Overflow Safety Switch × × × ×

Fire Retardant 

UL certified power cord

Duckbill Check Valve × × × ×

Temperature Fuse × ×

Thermal Protector × × × ×

0
Flow Rate (Litre/min)

1.5 1.6 1.7 1.8 1.9 2.0
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