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Igus (German) imported drag

chain. Suitable for high speed
movement, greatly reduce the
wires wear. Immensely reduce
noise by 30% compared with

b other market equipments.

Excellent stability & high quality
printing control system

S Japanese THK ultra silent guide
rail. Low noise, high precision,
excellent stability, long lifetime.

High precision servo motors.
Innovative technology.
Completely ensure the ultra
precision for the equipment
operation. Reduce pass lines.
Much durable and stable.

New i3200

EPSON most advanced print head

PRECISION

High speed imported silent lead
screw, high precision, low noise,
wear resistance. Ensure precise
positioning.

Specification

Print Head Original Epson i3200-U1

Resolution Max 2400dpi

Color CMYK / CMYK+White

Ink Eco UV Curable

Printing Width 1800mm CMYK (1 head)
Max Material Width 1830mm CMYK x2 CMYK+W

RIP Software FlexiPrint 4 Pass X 200sqft/h 100sqft/h
Interface Ethernet

140sqfi/h 70sqft/h
Curing System LED UV System @
Operation System Windows 10 90sqft/h 45qft/h

Voltage 220~240, 50/60HZ

Temperature 20C ~ 35C [ 1 [ 1

Power 7.5KW o ] J o ] HHHH J
Humidity 40% ~ 70% & & & i
Dimension 3200mm(L) x850mm(W) x 1350mm(H)

Weight 450KG
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