
    

 

 
 

ARDEX F5       

Fiber reinforced finishing compound 

 
 
Filling cavities, holes, unevenness, grooves,  
patching work in facades  wall and ceiling areas 
as well smoothing internal wall and ceilings 
 
For  the application of dispersion based paints- renders, mineral render, silicon 
and silicate paints, varnish and rendering techniques. 

Build in security due to fiber reinforcement  

Fast and crack free hardening, even in thick layers 
 
Up to 10 mm thickness dry after 1 day 

Can be used together with ARDEX BU-R reinforcement mesh for fissure repair 

Can be smoothed, sponged and ground 

Does not collapse and is easy to apply 

 

 

 

 
Hersteller 
mit zertifiziertem QM-
System nach DIN EN 
ISO 9001 

ARDEX GMBH 

58430 Witten � Postfach 
6120 
Telefon (02302) 664-0 
Telefax (02302) 664-240 
email: 
kundendienst@ardex.de 

 
 



ARDEX F5 

Fiber reinforced finishing compound 
 

 

Areas of application: 

Internal and external wall and ceiling 

Filling cavities, holes, unevenness, grooves, 
patching work in facades  wall and ceiling areas 
as well smoothing internal wall and ceilings prior 
to the application of dispersion based paints- 
renders, mineral render, silicon and silicate 
paints, varnish and rendering techniques. 

To restore fissures acc. class A1 and A2 
according to BFS guide 19. 

 

Description: 

White powder with special hydraulic binders, 
easily dispersible resin powders and selected 
fillers, Microtec fibers and special additives 

Substrate preparation: 

The substrate for example, cement render, Lime 
cement render, concrete, masonry brick work, 
facing bricks, tiles (glazed surfaces have to be 
ground) dispersion based paints, dispersion 
based renders and mineral renders, have to be 
dry, sound, permanently able to take loads, and 
free of dust and other barrier materials. 

Elastic or varnish coats as well as loose paints, 
loose renders and wall papering has to be 
removed. 

Primers are not necessary 

Application: 

Clear water is put into a clean mixing container 
and whilst stirring vigorously as much powder is 
mixed in, to give a lump free compound. 
 

Approximately12.5 liters of water are needed to 
mix 25 kg of ARDEX F5 powder. 

Approximately 2.5 liters of water are needed to 
mix 5 kg of ARDEX F5 powder. 

At a temperature of  +18°C to 20°C the levelling 
compound has a open time of approx. 30 minutes 
and can be applied immediately at any required 
thickness. 

After approx. 40 minutes after the layer has been 
applied proceed with subsequent smoothing 
which can be done for approx. 20 minutes. 

The open time, hardening time and time for 
subsequent treatments depends on the layer 
thickness applied, temperature and sunlight. 
Higher temperature shorten, lower 
temperatures prolong the open time. 

 

Filling of voids and cracks, as well as 
sculpturing of rough substrates ARDEX F5 
can be filled with dried sand, for example 
ARDEX SPS or ARDEX QS Sand. The 
mixing ratio should be 1vol. Compound : 0,3 
vol sand. No more mixing water should be 
added. 

If in doubt do a trial. ARDEX F5 should be 
worked internal and external at temperatures 
above + 5°C 

Fissure repair: 

To restore fissures acc. class A1 superficial 
fissures and class  A.2 through render 
transferred fissures. ARDEX F5 hast to be 
applied with a smoothing trowel and 

toweled off. Than the mortar has to be 
applied with a notched trowel to incorporate 
the ARDEX BU-R reinforcement mesh. 

The second coat has to be applied wet in 
wet 

Subsequent treatment: 

After drying of the applied layer at a thickness of 
10mm after 1 day subsequent paints or rendering 
systems can be applied. In thicknesses 

Above 10 mm the drying time will be 2-3 days. 

Do not sponge ARDEX F5. For patch repairs 
observe the porosity an alkalinity of the substrate. 

Follow the instructions of the paint and render 
suppliers. 

General statement: 
 
Ardex F5 layers are water vapour 
permeable.  
 
The water vapour transmission rate µ is for 
ARDEX F 5 approx.. 60, for a conventional 
cement mortar approx. 25. 

To be observed: 

 
For thicker layers for example: filling of voids 
and cavities, which should be dry after one 
day we recommend to use ARDEX F3, filling 
and patching compound. After sufficient 
drying approx. 90 minutes these areas can 
be worked over with ARDEX F5 
 
 



ARDEX F5 

Fiber reinforced finishing compound 
 

 

Note: 

 
Contains cement, Reacts alkaline – so protect 
skin and eyes, In case of contact wash thoroughly 
with water. In case of eye contact also consult a 
doctor. 
Wear appropriate protection gear such as safety 
classes. 
Physiologically and ecologically save when in 
cured state. 
 
Giscode ZP1 = product contains cement, low 
chromate content. 
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Technical data 
According to ARDEX quality standards: 

Mixing ratio:: approx. 12,5  l water 25 kg 
powder is equivalent to approx.1 
vol. of water : 2 vol. of powder 

Bulk density: approx.  1,0 kg/l 

Fresh mortar 

Weight:  

approx. 1,4 kg/l 

Material requirement 

 

Subsequent paint or 
adhesive works: 

approx. 0.9 kg of powder per m² 
and mm 

 

up to 10 mm after 1 day 

Working time: approx. 30  minutes 

Compressive 

strength:  

after  7 days approx.     7  N/mm² 

after 28 days approx.   12  N/mm 

Tensile bending 

strength:  

after  7 days apporx.    3,0 N/mm² 
after 28 days approx.   5,0 N/mm² 

PH Value Approx. 11 

 

Packaging:  
 

bags with 25 kg and 5 kg net 

Storage:  can be stored for approx. 6 month 
in dry rooms in originally sealed 
packaging 

  

 

 

We assume the warranty for the perfect quality of our products. Our 
handling recommendations are based on trials and practical experience; 
they can, however, only be regarded as general advice without a quality 
warranty, as we have not influence on work site conditions and the 
execution of the work. 

Country specific recommendations, depending on local standards, codes 
of practice, building regulations or industry guidelines, may effect specific 
installation recommendations 

 

 

 

 
 
 
 


