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8 CHANNEL VIDEO RECORDER

HVR5108N

 

KEY FEATURES
•  8 Channel 5MP-N encoding
•  Support XVI, AHD, TVI, CVI, CVBS, IP video input
•  Support VGA max. 1080P output, HDMI up to 4K output
•  Automatic networking support
•  Support ONVIF protocol

•  Support Web, CMS, VMS, MYEYE
•  Cloud services, P2P, alarm notification

•  Support coaxial control

TECHNICAL SPECIFICATIONS

FEATURES IMAGES

Audio I/O
Alarm I/O
USB Port

Capacity
Power Supply

Consumption w/o HDD
Working Temperature

Working Humidity
Dimension

Weight w/o HDD

1/1
0/0
2* USB2.0

up to 8TB for each disk
12V DC /2A

≤10W ( without HDD )
0°C ~ + 55°C 

10% ~ 90% RH 
255mm (L) x 236mm (W) x 44mm (H)

1Kg

PTZ Control Support for multiple PTZ control

HDD 1* SATA interface 

Ethernet Port 1*10/100Mbps Ethernet port. RJ45 port

HDMI Input 1 HDMI (Max.4K) 
VGA Input 1 VGA (Max.1080P) 

Playback

Audio Compression
Intercom
Record Mode 

Video Input

4 ch

G.711a
Support
Manual>Alarm> Motion detection> Timing

8 BNC (support Coxial) 

Inquire Node Inquire by Time/ Calender/ Event/ Channel

Codec

Storage HDD, Network storage

H.265+/ H.265 / H.264

Back Up Network, USB, SATA

Encode

8ch 4MP-N@8fps (6in1)
4ch 5MP-N@6fps (6in1), default 4MP-N

Decode

Preview

8ch 4MP-N@8fps (6in1)

8ch 5MP-N@6fps (6in1), default 4MP-N

8ch 4MP-N@15 (6in1)

8ch 5MP-N@12fps (6in1), default 4MP-N

Analog : 8ch 4MP-N/ 8ch 5MP-N
Digital to analog : support

Multi-mode

IP : 16ch 1080P/ 8ch 5MP
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