Self-Contained Emergency Luminaires @

g 2 x 3.0 W Power LED
TEL-30 LED

Specifications
Y 175 [ [ UUURR—. . . = TEL-30 LED
Light Source -------sseeeeeeee < 2 x 3.0 watt Power LED
................................. = Non-Maintained
.............................. ® ~16Kg
Battery -----eeeeeeeeeeeeecceee... SO < 4X 1.2V, 45AHNI-CAD
Housing --eeeseseeeeeeecsccccceees. SEE < Electro-galvanised sheet steel with powder coated paint
Charger ---------ssssseeeeeeeeeee. SR < Constant Current
Mounting «ssessesseeeesseccceeeece < Surface mounting direct to wall
Dimension (mm) -ee-ses------ {8 < 57(H)x 194(W) x 235(L) (mm)
Monitoring «--sssssssseeseeeeeee. L < Green /Red LED indicating healthy supply and charging
Compliance ---s-sseeeeeeeeeeeeee 08 < SIRIM MS 619-2-22:2005, MS IEC 60598-1:2012
Jabatan Bomba and Penyelamat Malaysia certified.
Input Voltage ------eeeeeeeeeee- S8 < 240V +/-10% 50/60 Hz
Input Power eeeeseseeeee.... SONS - ~3.0W
Recharge Period ------------- {588 < 16-24 Hours
Back Up Duration ----------Z2 < 3 Hours
Battery Protection -----------JRESS < Low voltage cut-off to prevent over discharging.
Degree of Protection ------EZ% < IP-20
Operating Temperature -- 222 @ 0°Cto65°C
Ambient Temperature - @ 40°C
Lumen Output ---------------B < 380Im
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Note : Due to continuous development and improvement, our company reserves the right to change specifications without notice.
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