Self-Contamed Emergency Lumimaires 4

3.0W Power LED

PTH-322R

Specifications

MODEL -++esesecescccccscscccccccscncns - & PTH322R
................................. « o Non-maintained.
.............................. - & ~ 600 gram.
BATTERY eseccccceccccccccsccccaccces « @& 3.6V.1.7AH Ni-Cad Battery.
HOUSING ssesessscssccscasssssacsances " o -ABS¥ Electro-galvanised sheet steel.
CHARGER ccccccccccccccscccsccscccss . = Constant Current.
MOUNTING seccccccccccccccccacccccns - & Ceiling recess mount.
DIMENSION cccccccccccccsnccccccccss - & Fitting : 41.8mm (H) x 95mm (Q).
& Power Pack Module : 260mm (L) x 62mm (W) x 36mm (H).
MONITORING «cccccccccccccnccccans « o RedLED indicating charging.
Equipped with momentary switch to simulate power failure.
(000,714 B N[0 DETIRIRRRTRRIR AR, . &  SIRIM MS 619-2-22 : 2005. MS IEC 60598-1 : 2012.
Jabatan Bomba dan Penyelamat Malaysia certified.
LIGHT SOURCE =+ecseecccccccccccns - & 3WCOB Power LED.
INPUT VOLTAGE «+ccccccccccccccns - & 240V +/- 10% 50/60Hz.
RECHARGE PERIOD -« cesence - & 16-24 Hours.
BACK-UP DURATION -ccccccecce.. - & 3Hours.
BATTERY PROTECTION:«ccccees - & Low voltage cut-off to prevent over discharging.
DEGREE OF PROTECTION e« THE— N | 2 20/1}
Q) YTV (CHINYIGNENNUNER. D 0°Cto65°C.
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Note : Due to continuous development and improvement, our company reserves the right to change specifications without notice.



MODEL : PTH 322R

Dimension
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Note : Due to continuous development and improvement, our company reserves the right to change specification without notice.



