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SL 414

Beam angle 60˚/90˚

SL 413 / SL 414 Lowbay Series

Your partner in lighting technology



130*All LED component are subject to the LED component manufacturers warranty terms and condition. *SJ Lite reserves the right to change and amend the specification without prior notice. REV04_10/2020

Photometric
Intensity [cd/1000lm]

60°

90°

150° 120°

0° 30°

E [lx]

0.5

1.0

1.5

2.0

2.5

3.0

(m)

1.5 1.0 0.5

11 3874 2794843

31 4424 6987968

430 2468 31051347

591 1516 17471106

585 1018 1118818

492 728 776617

Gamma[ ° ]
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Order Information

Dimension
(LxWxH) (mm) CRI & CCT

Nominal
Power (W)

Nominal
System Lumen Output (lm)

Nominal
System E�cacy (lm/W)

Light Source
ModelDriver ModelModel No.

SL 413
SL 414

365x365x95
365x365x70

89
11840
12132

133
136830/840/857Xitanium Philips Fortimo

FastFlex
Note : Subject to +/- 1.5mm Other various types are available upon request.

SL 413

SL 414

TM5 Utilization Factors

Utilization factors
Room reflection

SHR NOM=1.50 SHR MAX=1.52 SHR MAX
TR=1.64

Room index
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