
Fixture constructed of an extruded aluminium housing. 
Clip in frosted diffuser for uniform light distribution. Field 
adjustable cable hanger can be located at nearly any point 
along the fixture length. Each trunk can be installed as 
standalone unit or as modular unit to be assembled 
continuously with only one end feed. Up to 3m in single 
piece without joins. Continuous runs fitted with quick 
connects for simple, efficient wiring. Model variations 
offered for surface and cable suspended applications. 
Flexible solution for various application as vary beam 
optics can be selected.

SEF Wood/Plaster Linear Trunking Series

Your partner in lighting technology

39

Wood/Plaster 



40*All LED component are subject to the LED component manufacturers warranty terms and condition. *SJ Lite reserves the right to change and amend the specification without prior notice. REV05_02/2021
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Photometric

IES �le No: SJ5909

4 - Philips

5 - Tridonic

7 - Osram

A ( 1 modules )

B ( 2 modules )

C ( 3 modules )

D ( 4 modules )

E ( 5 modules )

F ( 6 modules )

SEF Wood/Plaster 

SEF A4 Wood/Plaster - 94x577mm
SEF B4 Wood/Plaster - 94x1138mm

TM5 Utilization Factors

Utilization factors
Room reflection Room index
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58 68 75 81 88 93 96 101 104
50 61 68 74 82 87 91 97 100
45 55 63 68 77 83 87 93 97
56 66 73 78 85 89 93 97 99
50 60 67 72 80 85 88 93 96
44 54 62 67 75 81 85 90 94
55 64 71 75 82 86 89 93 96
49 59 65 70 78 82 86 90 93
44 54 61 66 74 79 83 88 91
42 51 58 63 70 75 79 83 86

SHR NOM=1.25     SHR MAX=1.50     SHR MAX
TR=1.66

593x105x100

1154x105x100

SEF A4 Wood/Plaster

SEF B4 Wood/Plaster
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