Product datasheet

Specifications

TV socket, AvatarOn C, complete
product, F-Type, IP20, white

{?:\ E8731TVF_WE

Main

Range of product

AvatarOn C

Product or component type

Device application

TV socket

Communication

TV socket type

TV

TV connector

F connectors

SAT connector CATV
Number of gangs 1 gang
Colour tint White

Complementary

Device presentation

Complete product

Device mounting

Flush
Surface

Material PC (polycarbonate)
IP degree of protection IP20

Packing Units

Unit Type of Package 1 PCE

Number of Units in Package 1 1

Package 1 Height 2.1cm

Package 1 Width 8.6 cm

Package 1 Length 8.6cm

Package 1 Weight 80.0g

Offer Sustainability

Sustainable offer status

REACh Regulation

Green Premium product

EU RoHS Directive Compliant
Toxic heavy metal free Yes
Mercury free Yes
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Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications


https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=E8731TVF_WE_REACH_DECLARATION&p_FileName=E8731TVF_WE_REACH_DECLARATION_MY_en-GB.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=E8731TVF_WE_ROHS_DECLARATION&p_FileName=E8731TVF_WE_ROHS_DECLARATION_MY_en-GB.pdf

China RoHS Regulation
Pro-active China RoHS declaration (out of China RoHS legal scope)

RoHS exemption information

Environmental Disclosure

Recommended replacement(s)

2 Schneider
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https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=E8731TVF_WE_ROHS_CHINA_DECLARATION&p_FileName=E8731TVF_WE_ROHS_CHINA_DECLARATION_MY_en-GB.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=E8731TVF_WE_ROHS_DECLARATION&p_FileName=E8731TVF_WE_ROHS_DECLARATION_MY_en-GB.pdf
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1604002

