
Product datasheet
Specifications

Switch, S-Classic, 10AX, 250V, 2
gang, 2 way, White
E32_2_3A_WE_G11

Main
Range S-Classic

Product or component type Switch

Device application Control

Complementary
Control type Rocker

Actuator Rocker

Switch function 2-way

Number of gangs 2 gangs

Device mounting Surface
Flush

Rated current 10 A at 250 V AC

Material Base: PC (polycarbonate), white

Offer Sustainability
Sustainable offer status Green Premium product

REACh Regulation REACh Declaration

REACh free of SVHC Yes

EU RoHS Directive Compliant
EU RoHS Declaration

Toxic heavy metal free Yes

Mercury free Yes

RoHS exemption information Yes

China RoHS Regulation China RoHS declaration
 Pro-active China RoHS declaration (out of China RoHS legal scope)

Environmental Disclosure Product Environmental Profile

Recommended replacement(s)

D
is

cl
ai

m
er

: T
hi

s 
do

cu
m

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

 
   

Mar 13, 2023 1

https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=E32_2_3A_WE_G11_REACH_DECLARATION&p_FileName=E32_2_3A_WE_G11_REACH_DECLARATION_MY_en-GB.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=E32_2_3A_WE_G11_ROHS_DECLARATION&p_FileName=E32_2_3A_WE_G11_ROHS_DECLARATION_MY_en-GB.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=E32_2_3A_WE_G11_ROHS_DECLARATION&p_FileName=E32_2_3A_WE_G11_ROHS_DECLARATION_MY_en-GB.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=E32_2_3A_WE_G11_ROHS_CHINA_DECLARATION&p_FileName=E32_2_3A_WE_G11_ROHS_CHINA_DECLARATION_MY_en-GB.pdf
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP110902EN

