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note : Due to rapid change and continuous improvement in technology, all specifications are subject to change without prior notice to improve reliability, function or design in  
            order to supply the best product possible.

key for standard order coding

capacityÊcodeÊÊ :ÊexampleÊ=Ê1000W

lampÊtypeÊ Ê :ÊMÊ=ÊmetalÊhalide
Ê Ê :ÊSÊ=ÊhighÊpressureÊsodium
Ê Ê :ÊHÊ=ÊmercuryÊvapor

housingÊmaterialÊ :ÊAÊ=ÊhighÊpressureÊdie-castÊaluminium
Ê Ê :ÊCÊ=ÊcoldÊrolledÊsteel

usageÊ Ê :ÊOÊ=Êoutdoor
Ê Ê :ÊUÊ=Êuniversal
casingÊmodel
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IP43 remote control gear

features
 
 housing
•  high quality cold rolled steel complete with epoxy coating

technical data

ingress protection • IP43
voltage • 220 - 240 Vac 50 Hz / 60Hz
lamp wattage • 250W - 1000W
colour of housing • S5100 - UC - black
                                      S5025 / S5040 - light grey
weight • 14.75 kg

order code

model                             lamp watt                         lamp type            IP rated                        carton dimension (L x W x H) mm  order code
S5100 - UC                    1000W                            MH / HPS / HPMV            IP43                              360 x 290 x 230                                                      S5100 - UC
S5025 - OC                    250W                            MH / HPS / HPMV            IP43                              365 x 154 x 145                                                      S5025 - OC
S5040 - OC                    400W                            MH / HPS / HPMV            IP43                              365 x 154 x 145                                                      S5040 - OC

dimension


