
Packaging Information

Dimensional Drawing

LED EcoMax2 Spot Lamp

IP

Operating Temperature

Application Temperature

Storage Environment

IP20

-20~40°C

25°C

-25~50°C

Application Conditions

Optical Material

Housing Material

Finishing Colour

PC

Thermal Plastic + Aluminum

White

Mechanical  Properties

Frequency (Hz)

Voltage (V)

AC/DC

50/60Hz

12V A/DC or 220-240V

AC or DC

Electrical Supply

Benefits
• Easy replace 35W-75W halogen

• GU5.3/GU10/GX5.3 optional, easy retrofit with di�erent application

• Up to 85% energy savings compared to halogen 

Features
• High lumen output

• Easy retrofit

• Energy Saving

Application

Home Hotel

Specification
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Energy Level

2700K/6500K

2700K/6500K
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2700K/6500K
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2700K/6500K

2700K/6500K

2700K/6500K

CCT
(K)

5

6

8

4.5

6

8

5

6

7.5

Power
(W)

LED E2 MR16 5W

LED E2 MR16 6W

LED E2 MR16 8W

LED E2 GU10/GX5.3 4.5W

LED E2 GU10/GX5.3 6W

LED E2 GU10/GX5.3 8W

LED E2 GU10/GX5.3 5W Dim

LED E2 GU10/GX5.3 6W Dim

LED E2 GU10/GX5.3 7.5W Dim
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Average
Lifetime(hrs)

168

Restaurant

Shopping Mall

Input Voltage
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