
Description Watt (W) Base  Lumen (LM) CCT  CRI Standard Pack  Voltage (V) 

BELG-A5005L 5 A50 450 3000K, 4000K, 6500K ≥ 80 100 pcs/ ctn  AC 220 ~240 

BELG-A6009L 9 A60 800 3000K, 4000K, 6500K ≥ 80 100 pcs/ ctn  AC 220 ~240 

BELG-A6513L 13 A65 1150 3000K, 4000K, 6500K ≥ 80 100 pcs/ ctn  AC 220 ~240 

BELG-A6515L 15 A65 1350 3000K, 4000K, 6500K ≥ 80 100 pcs/ ctn  AC 220 ~240 

BELG-A8018L 18 A80 1530 3000K, 4000K, 6500K ≥ 80 50 pcs/ ctn  AC 220 ~240 

BELG-A9523L 23 A95 2000 3000K, 4000K, 6500K ≥ 80 50 pcs/ ctn  AC 220 ~240 

BALLET SERIES 

 features 

 standard specification 

 Full series from 5W to 23W to replace incandescent bulbs 

 Elegant ballet skirt design 

 High luminous efficacy: >85lm/W 

 Astonishing lifespan: 25,000 hours or 21 years with usage 
of 3 hrs/day 

 Constant current LED driver inside, non-flickering 

 Body: heat-conductive plastic coated aluminum 

 Cover: imported light diffusion PC with excellent optical 
performance 

 High colour rendering index, restore true colour of envi-
ronment  

 Designed for a connection with AC 220V ~ 240V 

25, 000 hours  
Lifetime  

available in  
warmwhite (3000K) 
coolwhite (4000K) 
daylight (6500K) 

Colour Temp 

Applications  
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