
Brand : SJ LITE 

Model : SCR 1C 140 (IP65)

Description : 1x18W LED Anti Corrosive Fitting

Manufacturer : SIRIJAYA INDUSTRIES SDN. BHD. 

Ingress Protection  : IP65

Optical Information Photometric
Total Luminous Flux (lm) : 2094.3 lm

Luminous Efficacy (lm/w) : 122.3 lm/W

Polar Diagram : 2020EB0424

Electrical Data
Rate Input Voltage & Frequency : 220-240V, 50/60 HZ

Power Factor : >0.95

Efficiency : >0.9

THD : <20%

System Power (Including Loses) : 17.118W

Light Source
Light Source Type : SJ LITE LED Tube RLASJLC842134(18W) IES File No. : 2020EB0424

CRI : 80 

SDCM : 1.5

Luminous Flux : 2100 lm 

CCT : 4000K

Nominal Drive Current : 95mA

Operating Environment Parameter
Operating Temperature °C

Tc Point Marking : 50°C

Mechanical Dimensions & Weight Accessories
Length (L) : 1269mm Connector : SIRIJAYA SJ3702 2 Way 

Width (W ) : 85mm Diffuser : Polycarbonate

Height (H) : 87mm 

Weight : 1.6Kg

*All LED component are subject to the LED component manufacturers warranty term and conditions. *SJ Lite reserve the right to change and amend the specification without prior notice.

Ref No.: 271023

subject to power supply voltage etc variations

http://www.sirijaya.com/

