
Ex~Proof LED Emergency Light~ BCJ

Application:

Widely used  in Explosive hazardous atmosphere Zone 1,2,21 & 22, Safety 

indication and marking on various marine platform, chemical tankers , LNG ships , 

cargo and etc

Features 

➢ Die-cast aluminum body with baked  epoxy powder coat finish for  durability 

and corrosion resistance

➢ Toughened glass transparent cover  with high light transmittance

➢ Designed with test buttons,  convenient for regularly maintenance

➢ The light fitting is designed with a  main power indicator, failure and  charging 

indicator, to the using  status

Model Voltage Power PF Back up IP Lifespan Optional

BCJ AC100~220V 3W 0.95
120 

minutes
66

50000 
Hours

N/A

Ex~Proof LED Exit Light ~ BYY

Application:

Widely used  in Explosive hazardous atmosphere Zone 1,2,21 & 22, Safety 

indication and marking on various marine platform, chemical tankers , LNG ships , 

cargo and etc

Features 

➢ Die-cast aluminum body with baked  epoxy powder coat finish for  durability 

and corrosion resistance

➢ Toughened glass transparent cover  with high light transmittance

➢ Designed with test buttons,  convenient for regularly maintenance

➢ The light fitting is designed with a  main power indicator, failure and  charging 

indicator, to the using  status

Model Voltage Power PF Back up IP Lifespan Optional

BCJ AC100~220V 3W 0.95
120 

minutes
66

50000 
Hours

N/A
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