
UFO6 LED HIGH BAY

Features:
• Excellent heat conduction, with ADC12 

Aluminium.
• Compact & high efficiency.
• Smart control(optional) – Microwave sensor,

motion sensor, daylight sensor, Zigbee.
• Built-in surge protection: 4KV (line-neutral),

4KV (line/neutral-ground).
• Unified Glare Rating (UGR) 22-25.
• Available in emergency power pack.

Model Power Lumen Weight

VSL-UFO6-100 100W 13,000Lm / 15,000Lm 3.2kg

VSL-UFO6-150 150W 19,500Lm / 22,500Lm 3.2kg

VSL-UFO6-200 200W 26,000Lm / 30,000Lm 4.8kg

VSL-UFO6-240 240W 31,200Lm / 36,000Lm 4.8kg

Specifications

Efficiency 130lm/W / 150lmW*

Input Voltage AC 220 ~ 240V

PF 0.95

LED OSRAM 2835 / OSRAM 3030*

Driver PHILIPS XITANIUM

CCT
3000K / 4000K / 5000K / 5700K / 

6500K

CRI 70Ra

Beam Angle 60° / 90° / 120°

Rated Life 50,000Hrs

IP IP65

Operating 
Temperature

-30°C ~ +50°C

Material
Aluminium Alloy (body)

Polycarbonate (lens / cover)

Applications:
Ideal for production area, warehouse, large hall,
and hangar, and places where low glare are
required.

Compliance Standard:
LED LM-80

Driver CCC, CE, CB, ENEC
EN61347, EN55015, EN61000, EN61547

Luminaire CE, RoHS

Microwave Sensor



Photometric

Dimension

60° 90° 120°

Size 100W 150W 200W 240W

H1 50mm 50mm 68mm 68mm

H2 181mm 181mm 200mm 200mm

D1 205mm 205mm 250mm 250mm

D2 288mm 288mm 320mm 320mm

Emergency Power Pack

Anti-Glare PC Cover


