
TAGS-J20 / TAGS-J30 / TAGS-J50 / TAGS-J50R

✓ Perforated and dimpled.

✓ With perforation (tearing line), can be split into half easily.

✓ Laminated with spunbond fabric.

✓ Wearproof and coriaceous.

✓ Ash produced after burning ≤0.02%

✓ Excellent absorbency up to 144L/B

Model Type Quantity Size Weight

TAGS-J20 

(Chemical)

100 sheets per carton (5 mm)

200 sheets per carton (2 mm)

Sheet: 40cm x 50cm

Carton: 41 x 51cm x 51cm
Box: 9kg

TAGS-J30 

(Oil only)

100 sheets per carton (5 mm)

200 sheets per carton (2 mm)

Sheet: 40cm x 50cm

Carton: 41 x 51cm x 51cm
Box: 9kg

TAGS-J50 

(Universal)

100 sheets per carton (5 mm)

200 sheets per carton (2 mm)

Sheet: 40cm x 50cm

Carton: 41 x 51cm x 51cm
Box: 9kg

TAGS-J50R 

(Universal)

24 sheets per roll (5 mm)

4 rolls / carton

Sheet: 40cm x 50cm x 12m

Carton: 42cm x 50cm x 50cm

Box: 

10.4kg

Perfect For Absorbing
Liquid Oil Grease Chemical

Application
Manufacturing Sea / River Chemical Plant Workshop Oil & Gas Hospital Petrol Station Mechanic Shop

Packing

TAGS Oil / Universal Absorbent Pad

White

Grey

Grey

Absorbent & Spill Control

Yellow


