
TAGS-AS / TAGS-AB

✓ Soft, can be bended arbitrarily to put the right position to control oil leak.

✓ Boom can be connected each other with hook.

✓ High retention and absorption characteristics on polluting oil.

✓ Suitable for oil spill containment in lakes, estuaries, and sea.

✓ Can be applied around the tanker truck, oil tank, oil pipelines, and machine.

Model Type Size Packing Weight

TAGS-AS7612 (Oil)

Sock ⌀7.6cm x 1.2m 20pcs per bag | 41*51*38cm N.W: 7kgTAGS-AS7612 (Chemical)

TAGS-AS7612 (Universal)

TAGS-AB10030

Boom

⌀10cm x 3m 4pcs per PE Bag | 41*51*41cm N.W: 6kg

TAGS-AB12730 ⌀12.7cm x 3m 4pcs per PE Bag | 41*51*51cm N.W: 8kg

TAGS-AB12760 ⌀12.7cm x 6m 2pcs per PE Bag | 64*64*75cm N.W: 8kg

TAGS-AB20030 ⌀20cm x 3m 4pcs per PE Bag | 64*64*75cm N.W: 16kg

TAGS-AB20060 ⌀20cm x 6m 2pcs per PE Bag | 64*64*75cm N.W: 16kg

Perfect For Absorbing
Oil

Application
Manufacturing Sea / River Chemical Plant Workshop Oil & Gas Hospital Petrol Station Mechanic Shop

Packing

TAGS Oil Only Absorbent Sock / Boom

Absorbent & Spill Control


