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Testi“g lnstl’um@nt Test Hammer / Test Anvil

Concrete Test Hammer
D-7000

LCD DIGITAL DISPLAY

The measuring value can be checked by LCD digital display.

» FEATURES
» Able to indicate the impact number, rebound number & average value
» Able to read above numbers & value in one lot after all measurements

b SPECIFICATIONS
Method
Impact energy
Measuring range
Indication mode
Anvil standard value :80+2
Dimensions & weight : W103 x H109 x L355mm, 1.6kg
Operating temperature : 0 ~ 40°C (storage temp. : -20 ~ 60°C)
Power : AA battery x 4

P STANDARD ACCESSORIES
+ Carborundum rubbing stone
+ Batteries

+ Carrying case

PRODUCT NAME
Concrete Test Hammer D-7000 1 1 1215539 | JP

: Repulsion hardness method
:2.207N.m

: Cylinders, 10.0 ~ 70.0N/mm?
: Digital indication

Concrete Test Hammer
R-7500
PRINTER

You don’t need writing to record.

> FEATURES
» Displaying the rebound number in double digital figures & angle in the LCD display
= Can be printed the testing value on the scene

» SPECIFICATIONS
Method
Impact energy
Measuring range
Indication mode
Anvil standard value
Dimensions & weight

: Repulsion hardness method

:2.207N.m

: Cylinders, 10.0 ~ 70.0N/mm?

: Digital indication (Thermal printing for recording)
1802

:W103 x H109 x L355mm, 1.8kg

Operating temperature : 0 ~ 40°C (storage temperature: -20 ~ 60°C)
Power . AAbattery x 4

» STANDARD ACCESSORIES
« Carborundum rubbing stone
* Batteries
« Carrying case
= Thermal recording paper
PRODUCT NAME
Concrete Test Hammer

Concrete Test Hammer
IN6500

GRADUATION READING

Simple function, but high accurate and durability.

» FEATURES
* Provided with heat-treatment, hard-chrome plating & polishing to further
increase its precision & durability

» SPECIFICATIONS

Method : Repulsion hardness method
Impact energy 1 2,207N.m

Measuring range  : Cylinders, 10.0 ~ 70.0N/mm?
Indication mode : Scale indication

Anvil standard value :80+2
Dimensions & weight : W55 x H55 x L355mm, 1.0kg

> STANDARD ACCESSORIES
+ Carborundum rubbing stone
« Carrying case

MODEL  |pkgary| Moa
Concrete Test Hammer N-6500 1 1 1215442 | JP

Test Anvil
KH-80

KEEP ACCURACY

Test Anvil is quite important to have a professional work.

> FEATURES
+ Able to check whether the rebound value is within “80 + 2" & less on the spot

> SPECIFICATIONS
Type : Standard type anvil
Rebound value ;802
Rockwell hardness : more than HrC 56

Dimensions 1146 ¢ x 228mm
Weight 1 17kg
» STANDARD ACCESSORIES
- Steel case
PRODUCT NAME
Test Anvil 1 217204 JP
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Test Hammer / Rock Hammer / Test Anvil Testi“g Instrument

Concrete Test Hammer with Test Anvil

COMPACT & LIGHTWEIGHT

These products include compact test hammer and anvil.

Concrete Test Hammer
NS / NS-2

STANDARD & ECONOMIC

This is the best loved model.

NS-lI NSR-IIl NS-2
P SPECIFICATIONS
Model NS-IIt NSR-III P SPECIFICATIONS
Measuring range 10 ~ 70N/m* 10 ~ 70N/m* Model NS NS-2
Weight 4.0kg 4.3kg Measuring range 10 ~ 70N/m’ 10 ~ 70N/m*
Display Graduation Autographic recording Weight 3.0kg 5.2kg
Display Graduation Graduation
> STANDARD ACCESSORIES
« Test anvil 1kg (CA-IIl) P STANDARD ACCESSORIES
+ Grinding stone + Test anvil 2.2kg *NS-2 only
* Chalk + Grinding stone
* Recording paper *NSR-IIl only + Chalk
= Manual * Manual
Concrete Test Hammer / Graduation NS-lI 214018 | JP Concrete Test Hammer NS 212791 | JP
Concrete Test Hammer / Autographic NSR-III 1 1 |214295 | JP Concrete Test Hammer with test anvil NS-2 1 1 (212792 | JP

Rock Hammer
GS-2 / GSR-2
GEOLOGICAL SURVEY

This is used for public works.

Test Anvil
TEST ANVIL

KEEP ACCURACY

Test Anvil is quite important to have a professional work.

» DESCRIPTION
« CAIRA
Inspection for high value
» LA/RL
Inspection for low value
= + CR
= for both Rock & Concrete Hammer
+ CA-2/RA-2
'] Lightweight 2.2kg
- [ gl CA(RA) CA2(RA2)
b SPECIFICATIONS
GS-2 GSR-2 + Concrete Test Hammer
Model CA LA CR CA-2
Reference value 80R 43R 80R 63R
Weight 12.6kg 12.6kg 12.6kg 2.2kg
b SPECIFICATIONS
Model GS-2 GSR-2 * Rock Hammer
Measuring range 5 ~ 496N/m® 5 ~ 496N/m® Model RA RL CR RA-2
Weight 5.2kg 5.5kg Reference value 84R 33R B4R 60R
Display Graduation Autographic recording Weight 12.6kg 12.6kg 12.6kg 2.2kg
» STANDARD ACCESSORIES
> STANDA_RD ACCESSORIES + Carrying case (except for CA-2/RA-2)
e e woDEL _[51c0 ,
i Ctr:glkmg Sl Test Anvil / Concrete / 80R CA 1 212801
* Recording paper *GSR-2 only Test Anvil / Concrete / 43R LA 1 1 |216391 | JP
* Manual Test Anvil / Concrete & Rock CR 1| 1 |216303| JP
Test Anvil / Concrete / 63R CA-2 1 | 1 |213680 | JP
TeetAnvil / Rock/ 84R BA 1] 212504130
Rock Hammer / Graduation GS-2 1 212796 | JP Test Anvil / Concrete / 33R RL 1 1 1216392 | JP
Rock Hammer / Autographic GSR-2 1 1 212799 | JP Test Anvil / Concrete / 60R RA-2 1 1 213681 | JP
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