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1. Drawing （Not to scale） 图纸 (不按比例) 

 
2. Dimension  尺寸  (Unit: mm 单位：毫米) 

 

 

产品编码 

IC 

灯泡型号 

Lamp Type 

泡壳直径 BD 

Bulb 

Diameter  

[mm] 

光中心 LCL 

Light Center 

Length [mm] 

最大成灯长度

Max.Overall 

Length  

[mm] 

(FIG.1) 
HQI-T 

150W/N/SI/CLEAR E40 
46±1 132±5 206 
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03.04.66.001.0018 
(FIG.1) 

HQI-T 

250W/N/SI/CLEAR E40 
46±1 158±5 257 

03.04.66.001.0021 
（FIG.2） 

HQI-T 

400W/N/SI/CLEAR E40 
62±1 175±5 283 

 

3. Technical Requirement  技术要求 

3.1 所有焊点牢固，无虚焊，脱焊现象； 

All of welding area should be stable, without failed welding or loose welding. 
 

3.2 所有相对电位金属构件之间的间隔必须大于4 mm。 

Pars and leads of opposite potential must be at least 4mm apart.  

              

            3.3  主要技术参数 Key Technical Parameters  

 

灯泡型号 
额定功

率 
工作电流 灯电压 光通量 光效 色温 

显色

指数 

平均寿

命 

   Lamp Type 
  

Wattage 
(W) 

Operating Operating Luminous Efficacy 
(lm/W) 

CCT 
(K) 

Ra Average 
Life(h) current(A) Voltage(V) Flux (lm) 

HQI-T 

150W/N/SI/CLEAR 150 1.80 95±10 14100 94 4000 65 8000 

HQI-T 

250W/N/SI/CLEAR 250 2.15 90-120 21000 84 6000 65 8000 

HQI-T 

400W/N/SI/CLEAR 
400 3.25 105-125 36000 90 6000 70 8000 

 


