
LED & Optical 
 Output Range : 300 – 450 lm

 Photometric Options : 36 degree

 System Efficacy : up to 66 LPW

 CCT : 3000K/4000K @ CRI 80

Electrical
 Input voltage : 220-240 VAC 

 Input Frequency :50/60 Hz

 Power Factor ≥50% 

Application
 Commercial Building

 Corridor

 Office

Warranty
 Rated Life : 15,000 hrs

 Warranty : 1 year @ 12 hrs/day

 Certification : IEC 60598 

Typical Specification

Order Logic

SKU# & Order Description

SKU# Description Power 
(W)

Lumens
(lm)

Beam 
Angle

CCT
(K) CRI LPW Dimension

(mm)

Cut Out 
Size 

(mm)

93160489 SEY5W2.5R827 5 330 36º 2700 Ra≥80 66 Ø85*38 Ø70

93150552 SEY5W2.5R830 5 330 36º 3000 Ra≥80 66 Ø85*38 Ø70

93150553 SEY5W2.5R840 5 330 36º 4000 Ra≥80 66 Ø85*38 Ø70

93160490 SEY5W2.5R865 5 330 36º 6500 Ra≥80 66 Ø85*38 Ø70

93150554 SEY7W2.5R830 7 405 36º 3000 Ra≥80 58 Ø85*38 Ø70

93150555 SEY7W2.5R840 7 450 36º 4000 Ra≥80 65 Ø85*38 Ø70

SEY 5W 2.5 R 8 30

Product ID Power Size Shape CRI CCT

SEY: E-LIT Spot Light 5W 2.5: 2.5’’ R: Round 8: Ra≥80 30: 3000K

7W 40: 4000K

E-LIT Spot Light
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