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F.R.L. kit/set K60570 series

Filter/regulator/lubricator set K Series.
@ Port size: Rc1/8, Rc1/4

JIS symbol [ !
B! O @ CAD

Specifications

Port size Rc 1/811/4

Max. working pressure MPa 1.0 (=150 psi, 10 bar)

Proof pressure MPa 1.5 (=220 psi, 15 bar)

Ambient / fluid temperatures °C 5 (41°F) to 65 (149°F)

Filtration rating pgm 5

Set pressure MPa 0.04 (=5.8 psi, 0.4 bar) to 0.83 (=120 psi, 8.3 bar)
Pressure relief With relief mechanism

Min. drip flow rate *1  {/min ANR 20

Oil used Turbine oil Class 1 ISO VG32 (spindle oil cannot be used)
Oil storage capacity cm® 25

Weight kg 0.7

Standard equipment Pressure gauge (gauge), bracket

*1: The min. drip flow rate is the value at which five drops of oil drip per minute when the primary pressure is 0.5 MPa.

Component list

Aifiter | Rogulator Wall bracket

K60570-1C-GB Rc1/8(6A) A1019-1C B2019-1C A3019-1C G49D-6-P10 6506
K60570-2C-GB Rc1/4(8A) A1019-2C B2019-2C A3019-2C G49D-6-P10 6506
How to order Flow characteristics
@ K60570-1/2C-GB Rc1/8/1/4
(ke60570)—( 2¢c )—GB
© Primary ;'Jressure 0.; MPa
% 0.6 ot
Attached product g 08 T PO —
Model No. @ Portsize Pressure gauge g oe T
* Bracket s ‘e —ds, ‘e
1 % > = e \Q
0.2 7y
Code : Content g o % ? ~ ~
O Port size D
1C Rc1/8 0 0.2 04 0.6 0.8 10
2C Rc1/4 Air flow rate (m*/min (ANR))

A\ Precautions for model No. selection

*1 :If port size NPT thread is required, do not indicate nominal size C.
(Example) K60570-2-GB
If a pressure gauge is selected, the NPT thread pressure gauge
is enclosed.

*2 :Contact CKD when assembly products are required.

*3 :Refer to page 337 for the included "B" bracket. Refer to
Related Products (page 289) for the included "G"
pressure gauge.

[Example of model No.]

K60570-2C-GB
Model: F.R.L. kit miniature
@ Port size: Rc 1/4

336 CKD



K60570 Series

Internal structure/external dimensions

Internal structure FR.L
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L (Lub)
PresSW
Shutoff

ouT SlowStart

—=> FinResisFR
Ol-ProhR

MedPresFR

No Cu/
PTFE FRL
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. . AD
Dimensions SpdContr
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other

@ K60570-1/2C-GB
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@ Wall bracket: 6506 ﬁ
-Material: Steel &
Zinc plated
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~142 Bracket thickness 2 mm
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Ending

CKD 337



