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EL­GEH EL­GEH

EL­GEF EL­GEH

NEMA GRADE G10 G11

UL­94 Frame 94V­0 94V­0

MIL­P Grade 18177C­GEE 18177C­GEE

ITEM UNIT

DIELECRIC PERPENDICULAR TO LAMINATIONS BY VOLTAGE 

(IN A MINUTE)
KV/mm 15 ~20 15 ~ 20

DIELECRIC BREAKDOWN PERPENDICULAR TO LAMINATIONS 

BY VOLTAGE 
KV/mm 23 ~ 33 25 ~ 35

DIELECRIC PARALLEL TO LAMINATIONS BY VOLTAGE     (IN A 

MINUTE)
KV/mm 25 25

DIELECRIC BREAKDOWN PARALLEL TO LAMINATIONS BY 

VOLTAGE 
KV/mm 45 ~ 60 45 ~ 60

OBJECTINSULATION RESISTANCE Ώ­cm 5 x 10¹³ 5 x 10¹³

SURFACE INSULATION RESISTANCE Ώ 5 x 10¹⁴ 5 x 10¹⁴

ELOGATION STRENGTH Kg/mm² 20 ~ 28 30 ~ 32

FLEXURAL STRENGTH Kg/mm² 35  ~45 35  ~45

COMPRESSIVE STRENGTH Kg/mm² 35 ~ 45 35 ~ 45

IMPACT STRENGTH Kg/cm² 50 ~ 70 70 ~ 80

SPECIFIC GRAVITY ­ 1.9  ~ 2.1 1.9  ~ 2.1

HARDNESS HR­R 120 ~ 125 130 ~ 135

COLOR ­ Light Green Light Yellow

WATER ABSOROPTION % 0.14 0.14

HEAT RESISTANCE °C/2Hr 180  ~200 200  ~ 210

RESISTANCE ­ UNBURNING UNBURNING

RESIN & BASE

Epoxy Glass Cloth Epoxy Glass Cloth

JIS Grade
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