
TSA-2MD28E-20M - 2MP Full-Color HD Analog Dome Camera 

Features
• 1080P real-�me, high resolu�on, true color
• AHD/TVI/CVI/CVBS lossless HD video output
• Up to 1000 TVL resolu�on
• CMOS progressive scan, perfectly 

capturing the moving object
• Support OSD menu, COC

• Auto color B/W at low illumina�on
• High speed, long distance and real �me  

transmission
Support ICR switch, true day/night,
digital WDR

•

10-20m IR night view distance

•

•

•

IP66
• Support noise reduc�on func�on 

* Specification maybe changed without prior notice
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Model TSA-2MD28E-20M

Image Sensor 1/3.2” CMOS 

Resolu�on 2MP

Image Size 1920 x 1080

Lens M12 3.6mm 

Video Output AHD / TVI / CVI / CVBS

Image System PAL / NTSC

Electronic Shu�er Auto: 1/50s - 1/100000s (PAL) : 1/60s - 1/100000s (NTSC) 

LED View Distance 20 - 30 m

Frame Rate 30fps (60Hz) ; 25fps (50Hz)

Min. Iiiumina�on 0 lux (IR ON)

S/N Ra�o ≥52dB (AGC OFF)

Protec�on Grade IP66
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