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Company Profile

QUALITY AND INNOVATION ARE EVERYTHING TO THB

Company Name: Hui Bao Enterprise Co., Ltd.
Brand Name :THB
Established since 1988
Productrange : Air Tools (Tire Gauge, Air Blower)
Air Hoses
Air Quick Couplers
F.R.L. Air Control Unit
Solenoid Valve
Air Compressor Components

Certificates : ISO 9001:2015 @ ill;
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3 FUNCTION

AIRTOOLS TIRE INFLATOR

DIGITAL TIRE INFLATOR

BG40 BG42 BG41
SPECIFICATION :
De DOtio PE =1CT30E1610 BG40 B (34 B (34
Material Aluminum
Scale 60 PSI 200 PSI
(414 Bar/0.414 Mpa) (13.8Bar/1.38 MPa)

Display resolution 1% FS + 1 digit
Hose length 30cm | 85cm
Dimensions 200L*65H *100H mm

> Supply pressure max. 232 PSl/16 Bar/ 1.6 MPa

- Supply voltage DC 3V (CR2032)

: Working temperature -5~ +50°C (14~122°F)

(o) Inflation speed 490 L/min @ 145 PSI

=8| FEATURES :

(77} 1.Easy to use

2.Large easy toread LCD display.
3.PSI, Bar and Kpa - 3 kinds of measurement range.
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3 FUNCTION

AIRTOOLS TIRE INFLATOR

3 FUNCTION TIRE INFLATOR

SPECIFICATION

Description Type  B20 B20A-60PSI B28 B24A B25A

Port Size 1/4”

Max.Pressure 232PSI(16Bar/1.6MPa)

Temp Range -20°C~+80°C

Nozzle Length 30cm 85cm 85cm

Pressure Gauge g 0.5 3.5" =
FEATURES : APPLICATIONS: &
1.Measure precisely the tire pressure. 1.Truck g
2.Release unnecessary pressure. 2 Car o
3.Tire chuck can be changed easily. 3-M ¢ | =

(Optional clamp chuck 6” dual check & 12” dual ~AMBIGREyETe (7))
chuck.) 4 Bicycle Tire
4.Hose Swivel Connects the tire maneuverability. 5.Inflating Toys

5.Inflate the air into the tire.
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3 FUNCTION
TIRE INFLATOR

AIRTOOLS

3 FUNCTION TIRE INFLATOR

B51 B54A
SPECIFICATION
Port Size 1/4”
Max.Pressure 200PSI(14Bar/1.4MPa)
Temp Range -20°'C~+80°C
Nozzle Length 30cm
2 Pressure Gauge 2”
Py
- FEATURES : APPLICATIONS:
o 1.Measure precisely the tire pressure. 1.Truck
@) 2.Release unnecessary pressure. 2 Car
; 3.Tire chuck can be changed easily. 3.Motorcycle
(Optional clamp chuck 6” dual check & 12” dual chuck.) 4 Bicycle Tire

4 .Hose Swivel Connects the tire maneuverability.

5.Inflate the air into the tire S.Inflating Toys
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AIR TOOL
ACCESSORIES

AIRTOOLS

Part No. AirTool Accessories Air Tool Accessories

B21 ; B50-AS1
6" Dual Chuck Air Chuck
B29 = & Ispasic TR
. Air Chuck with
8" Dual Chuck 1/4" Hose Barb
e
. _— = -;;g
B22 B233-AS1
. Ball Foot Chuck
12" Dual Chuck with 3/8" Hose Barb
B22A | | B23-AS3
12" Straight Dual Chuck
(1SO 3894:2015 Method Ball Foot Chuck
Support) 1/4" Female NPS
>
A
B23 12" Air Chuck B23-AS4 =
3/8" hose o
Max pressure:15Bar Ball Foot Chuck with o
(230psi,1.5Mpa) 1/4" Japanese plug 5
B23-H B28-AS1
5/16" * 30cm PU braid
hose with Adapter Air Chuck
B52 / B28-AS2
Air Chuck with 1/4"
TIRE MEASURE Japanese p|ug




AIRTOOLS

AIR BLOWERS

B12 B13

B13-10

AIR BLOWERS

B3A B3B B3C

B33-11

B13-12 B13-14

Universal Inflating Gun For
Bicycles (OSHA)

sT00L IV 44

B13-13

Low Noise Level
Air Blow Gun (OSHA)

B

B13-15 B35

Safety Air Blow Gun(OSHA)

Inflating Air Blow Gun

Rubber Nozzle Air Blow Gun Extensible & Swivel-angle

Blow Gun



AIR BLOWERS

AIRTOOLS

SPECIFICATION :

Part No. Color Nozzle(O.D) Nozzle Length(CM)/(inch)

B12 10(4")

B30 e i 27(10.6")

B13 10(4")

B33 27(10.6")

B31 38(15")

B34 48(18.9")

B32 76(30")

B39 100(39.4")

B13-11 10(4")
B33-11 27(10.6")
B13-16 Blue 8mm 10(4")
B31-16 38(15")
B38-16 91(35.8")

B3A 25(9.8")

B3B 48(18.9")

B3C 100(39.4")
B13-10,12,13,14,15 8(3.1")
B33-10,12,13,14,15 25(9.8")
B34-10,12,13,14,15 47(18.5")

FEATURES :
::: ‘ 1.With or without steel reinforced inlet.
%Em , - 2.Light weight and easy operation
8 o | / G 3.Body Material: POM
m = e 4.Port Size:1/4"(PT,NPT,G) »
S & w 5. Max. Pressure:175 PSI(12Bar/1.2MPa) 5
Pressura(Bar)
]
Extensible & Swivel-angle Blow Gun S
® Extensible Tube -- s

Twist the adjustable knob and lengthen the tube. m,

® Revolvable Angle -- Cl, 7 *z%é
Tube can rotate to 360 degree freely %@
and be stopped by locking the knob 5
at required direction for easily dusting
and cleaning.

@ [nlet With Metal Reinforcement.

® Application For Cleaning Machinery

and Equipment.




ADJUSTABLE HIGH

AIRTOOLS FLOW AIR BLOWER

ADJUSTABLE HIGH FLOW AIR BLOWER

B80S B80 B81

>
’_“I SPECIFICATION :
o o LiEs B8O B81 B80S
(o] Description
('; Port Size(PT.NPT.G) 1/4”

Max Pressure 230PSI(16Bar/1.6MPa)

Body Material Nylon

Nozzle Length 10cm(4") \ 36cm(14") \ 5cm(2")

FEATURES :

1.Can adjust the air flow from the adjustable screw on the body.
2.Meets or exceeds OSHA regulations.
3.Nylon body for high impact, durability and weather resistance.




ADJUSTABLE HIGH
FLOW AIR BLOWER

AIRTOOLS

ADJUSTABLE HIGH FLOW AIR BLOWER

B80OA

Low Noise Level
Air Blow Gun (OSHA)

B80C

High Flow Nozzle
Air Blow Gun (OSHA)

B80B

Centralized Nozzle
Air Blow Gun (OSHA)

B8OE

Rubber Nozzle
Air Blow Gun
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AIR BLOWERS

AIRTOOLS

AIR BLOWERS

B90 B91 B93

> SPECIFICATION :
A Part No. Port Size Nozzle Length  Nozzle(O.D) Max Pressure
5' B90 5CM(2")
= BO1 1/4" 25CM(9.8") 213PS|
w B92 (PT,NPT,G) 48CM(18.9") (15Bar/1.5Mpa)

B93 12CM(4.7")

FEATURES :

1.With metal reinforced inlet.

2.Light weight and durable.

3.High flow: The flow is higher than THB standard air blower >1200L/M@150PSI

4.Long life time: It is up-down type vavle structure design and it can reduce the wear of
spring. Therefore the life time can be longer.




AIR BLOWERS

AIRTOOLS

AIR BLOWERS

B90C-07

Low Noise Level
Air Blow Gun (OSHA) .

B90C-12

Centralized Nozzle
Air Blow Gun(OSHA)

B90C-14

Adjustable Nozzle
Air Blow Gun{OSHA)

B90-25

Safety Booster Tip
Air Blow Gun

B90-24

3 Inch Nylon Tip
Air Blow Gun

B90C-20

High Flow Nozzle
Air Blow Gun{OSHA)

b il

B90-26 B90E
Air Screen Tip Rubber Nozzle
Air Blow Gun Air Blow Gun >
e
2,500 O
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HIGH FLOW

AIR TOOLS S

High Flow Air Blower

B60A-AS1-Adjustable Nozzle B6012-Centralized Nozzle B6020-High Flow Nozzle
SPECIFICATION -
Part No. Port Size Steel Tube Length Max Working Pressure
B60
B61 25CM(9.96")
B62 90.7CM(35.7")
B63 3/8" 121CM(47.7") 16 Bar
B64 (PTNPT,G) 14.5CM(5.7") (232PSI/1.6MPa)
S B65 29.7CM(11.7")
=<1, B66 45CM(17.7")
) B67 60.2CM(23.7")
q 250
(e
o
F 000
m —
=
Ql',nn
2 — R
o —HH
g —
‘ Presere(Bar) a :
FEATURES :

1.Different length nozzles for different purpose.

2.Aluminum body light weight and durable.

3.Maximum flow for easy clean-up and blow off of even the heaviest shavings and chips.
4 Meets or exceeds OSHA regulations.




HIGH FLOW

AIR BLOWER AIR TOOLS

g

B60

Noise Reduction Nozzle
Air Blow Gun(OSHA)

B60A

Adjustable Nozzle
Air Blow Gun (OSHA)

B60C

: High Flow Nozzle
=3 Air Blow Gun(OSHA)

2
-~
7
B60B
Centralized Nozzle

Air Blow Gun(OSHA)

ST100L ¥IV N

High Flow Extension Air Blow Gun




HIGH PRESSURE

AIRTOOLS AIR BLOWER

HIGH PRESSURE AIR BLOWER

BG20
SPECIFICATION :
e Type BG20HA BG20 BG20A BG20B BG20C BG21
2 Port Size 174" G
P+ Max.Working.Pressure 363PSI(25Bar/2.5MPa)
g Body Material ALUMINUM
IC_> OSHA STD 1-13.1Maxaosi) OK
“® Steel Tube Length 10CM
FEATURES :

1. Aluminum body for light weight and durable.

2. Various nozzles are available

3. 25 bar high pressure type for superior efficiency and lower air consumption.
4 Upper or Lower Inlet port design

5. Meets OSHA regulations.




HIGH PRESSURE
AIR BLOWER

BG20

Centralized Nozzle
Air Blow Gun (OSHA)

BG20B

Low Noise Leve
Air Blow Gun (OSHA)

BG21

Rubber Nozzle
Air Blow Gun

BG20A

AIRTOOLS

Adjustable Nozzle
Air Blow Gun (OSHA)

BG20C

High Flow Nozzle
Air Blow Gun (OSHA)

BG22

Adjustable Nozzle + Rubber Nozzle
+ Safety Nozzle Air Blow Gun Set

&

Abr Flow (L/M)
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AIRTOOLS

s1001 uIv 44

AIR BLOWERS

BG01-13
Inflating Air Blow Gun

BG01-22
Rubber Tip Air Blow Gun

BG01-27

Tamperproof Nozzle
Safety Air Blow Gun(OSHA)

BG01-31

Safety Booster
Air Blow Gun (OSHA)

e AirIntake Thread : 1/4"(PT,NPT)

AIR BLOWER

BG01-14
Safety Air Blow Gun(OSHA)

BG01-25
Brass Tip Air Blow Gun

BG01-29

High Volume Safety
Air Blow Gun (OSHA)

BG01-32

High Flow Safety
Air Blow Gun(OSHA)

® Maximum Pressure : 200 PSI (14Bar/1.4MPa)

SPECIFICATION

1.Various tips and extensions provide diversified functions.
2.Completed nozzle range for more options.
3.Meets or exceeds OSHA regulatoins.

[

—f01 32
—B501-31
—goU1 29
—-3 7
e B30 1-2 15
—alll1-27
—B501-14




AIR BLOWER

BO8

B08-60

SPECIFICATION :
Part No.

AIRTOOLS

&—

B0813-Inflation Needle

W

B0814-Safety Nozzle

e -

B0820-Tapered Inflator

i

B0822-AS1-Rubber Tip

Max Pressure

Port Size(PT.NPT.G)

Nozzle Length(CM)

B08 With different type nozzle
B08-60 1/4” 60CM(23.6") 0 200!
B08-120 120CM(47") (14Bar/1.4MPa)
B08-12 12CM(4.7")
FEATURES :

1.Various tips and extensions provide diversified functions.
2.Completed nozzle range for more options.
3.Meets or exceeds OSHA regulations.
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ADJUSTABLE
POCKET BLOWER

AIRTOOLS

Adjustable pocket blower

—
b I
B70-525 L B70-S31 L B70-510 il B70-S22
American Type e Europe Type i Japanese Type i Aro Type :J
‘ ' ¥ ¥
B71-S25 B71-S31 B71-S10 B71-S22
American Type Europe Type Japanese Type Aro Type

Body Material Aluminum

Max Input Pressure 150PSI(10Bar/1MPa)
Max Output Pressure 90PSI(6.2Bar/0.62MPa)
Max Input Air Flow 450 L/m @10 Bar
Temp. Range -20°C~+80°C

FEATURES

1.Light weight and easy operation.

2.Pencil style design - easily carrying.
3. With or without rubber tip.
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ENGINE

CLEANING GUN AIR TOOLS

Engine Cleaning Gun

B40A
SPECIFICATION
Part No. B40A
Max Working Pressure 225PSI(15Bar/1.5MPa)
Air Flow 300L/m@10Bar
PVC Hose Length 1.5M(59")
350
300
ﬁm / é,//
2 150 y
<100 - ->.
50 A
0 =
2 4 6 8 10 O
Pressure(Bar) O
”
FEATURES :

1.Lightweight and easy to handle.

2.Using engine cleaning gun is a fast easy way to clean dirt, grease, and grime.etc.
3.An essential tool for truckers, shops and garages.

4.Can be used with a variety of solvents.

APPLICATIONS:

1.Engine Cleaning
2.Washing Automobiles
3.Spray Paint

4 Washing Fences and Home




SWIVEL FITTING

AIRTOOLS

Swivel Fitting Part No. Description

J702 | 1/4" Japanese Type Plug + 1/4" PT Male

J703 | 3/8" Japanese Type Plug + 3/8" PT Male

J702N | 1/4" Industrial Type Plug + 1/4" NPT Male

J703N | 3/8" Industrial Type Plug + 3/8" NPT Male

J702G | 1/4" European Type Plug + 1/4" G Male

J703G | 3/8" European Type Plug + 3/8" G Male

J712 | 1/4" Japanese Type Plug + 1/4" PT Female

J713 | 3/8" Japanese Type Plug + 3/8" PT Female

J702NF | 1/4" NPT Female + 1/4" NPT Male

J702F | 1/4" PT Female + 1/4" PT Male

J712G | 1/4" European Type Plug + 1/4" G Female

J713G | 3/8" European Type Plug + 3/8" G Female

Working Pressure 150PSI(10Bar/1MPa)
Max Pressure 218PSI(15Bar/1.5MPa)
Material Steel

=
X
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F
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| SWIVEL FITTING J70

The ball swivel function can make it rotate to any direction.
Itis lightwieght and durable.
Variety fitting types for different application.




SAFETY FITTING
AIRTOOLS

Safety Fitting Description
VP20PH 1/4"
VP25PH 5/16”
Japanese Type Hose Purge Plug
VP30PH 3/8”
VP40PH 1/2"
VP30PM 3/8"PT | JapaneseType Male Purge Plug

VP20PH-S31 1/4"

VP25PH-S31 5/16”

European Type Hose Purge Plug
VP30PH-S31 3/8”

VP40PH-S31 1/2"

VP20PM-S31 1/4"

European Type Male Purge Plug >
A
VP30PM-S31| 3/8" -
o
Working Pressure 218PSI(15Bar/1.5MPa) -~
(7]
Max Pressure 290PSI(20Bar/2MPa)
Material Steel
FEATURES :
1.The unique pressure release design can release remain pressure quietly
and safely.

2.No rebound. \
3.Low noise level. )
M




ST00L IV

AIR FLOW VALVE
CONNECTOR

AIR FLOW VALVE & CONNECTOR

AIRTOOLS

Air Flow Valve & Connector Part No. Description Size
V502 1/4” PT
Air Flow Valve
V502G Max pressures 114" G
230PSI(15Bar/1.5Mpa)
V502N 1/4” NPT
V512 1/4” PT
Air Flow Valve With Gauge
Max pressures
230PSI(15Bar/1.5Mpa)
V512N 1/4” NPT
Air Flow Valve With
Japanese Type Plug )
V52-20PMA TE——— 1/4" PT Male
230PSI(15Bar/1.5Mpa)
Air Flow Valve With
Japanese Type Plug )
V52-20PFA Max pressures 1/4” PT Female
230PSI(15Bar/1.5Mpa)
V202 1/4” PT
V202N 1/4” NPT
V213 3/8” PT
V213N Swivel Connector 3/8” NPT
Max pressures
150PSI(10Bar/1Mpa)
V222 1/4” PT




IN-LINE F.R.L
AIRTOOLS

IN-LINE F.R.L

IN-LINE F.R.L Part No. Description
, F102 . . 1/4" PT
‘ / 0‘ F102N | In-Line Filter 1/4” NPT
. ‘ ol Max pressure -
\' : F103 | 300PSI(21Bar/2.1MPa) 3/18” PT
F103N | Filter Element: 40u 3/8” NPT

Preset In-Line Regulator i
R0O72 Input Max Pressure:16 Bar
Output Pressure:3, 3.5, 6, 6.5, 8Bar| " 1/NPT/G

Adjustable In-Line Regulator -~
RAO07 Input Pressure: 10 / 25kg/cm’®
Output Pressure: 1~3/3~6Bar | P 1/NPT/G

L102
In-Line Lubricator
Max Pressure 1/4"
150PSI(10Bar/1MPa) PT/NPT/G
The Capacity of oil can: 5.5 c.c.

L122
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IN-LINE LUBRICATORL10
1.Light weight aluminum body

2.Easy installation

IN-LINE REGULATOR RO7

1.Ensure optimal air tool efficiency

by suppling a constant pre-set
pressure to the tool.

2.Light weight, small and compact size.
3.Increase tool service life.

ADJUSTABLE IN-LINE REGULATOR RAO7

1.User can adjust the output pressure for variety application.
2.Light weight, compact size.

3.Increase air tool life time.

IN-LINE FILTER F10

1.It can be connected with air tools
directly. Easy installation.

2.Light weight aluminum body.




STRAIGHT PUHOSE -
Metric Units

PU HOSE

(POLYURETHANE)

Tem perature Working Pressure at 23°C(73.4°F)

Part No. [.D(mm) O.D(mm) Length
HUS2504 2.5 4 200M
HUS0406 4 6 200M
HUSO0508 5 8 100M
HUS6510 6.5 10 100M
HUS0812 8 12 100M
HUS1014 10 14 50M
HUS1216 12 16 50M
HUS95135 9.5 13.5 50M

-20°C~60°C
(-5°F ~+140°F )

150PSI
(10Bar/1MPa)

135PS1(9Bar/0.9MPa)

100PSI
(7Bar/0.7MPa)

Imperial Units

Temperature Working Pressure at 23'C(73.4°F)

Part No. O.D(inch) I.D(inch) Length
HUS104160 1/4" 0.16" 100
HUS516187 5/16" 0.187" 100
HUS308250 3/8" 0.25" 50
HUS102320 1/ 2" 0.32" 50
HUS916375 9/16" 0.375" 50

-20°C~60°C
(-5°F ~ +140°F)

150PSI(10Bar/1MPa)

135PSI
(9Bar/0.9MPa)

Standard Color: ®@ RD@®OR

FEATURES

1.Super mechanical strength and excellent abrasive resistance.
2.Superior heat and cold resistance.

3.0il resistance.
4 Light weight.
5.Could accept custom-made.
(Packing, or Length and can connect with different fitting or coupler.)
6.Meet the international norms : ISO 14743 ,1SO 14746

OGN @BS @BK




PU HOSE
(POLYURETHANE)

RECOIL PUHOSE -
Metric Units

.D 0.D Length Temperatu re Working Pressure at 23'C(73.4°F)

(mm)  (mm)

HUR2504 2.5 4

HURO0406 4 6 150PSI

HURO0508 5) 8 5M (10Bar/1MPa)

HUR6510 6.5 10 AT 20°C~60°C

HUR0812 8 12 (-5°F~+140°F) 135PSI(9Bar/0.9MPa)
15M

HUR1014 10 14
HUR1216 12 16
HUR95135 8.5 13.5

100PSI
(7Bar/0.7MPa)

Imperial Units

Part No. O.D(inch) [1.D(inch) Length(FT) Temperature WorkingPressureat 23°C(73.4F)
HUR104160 1/4" 0.16" 15/25/50 150PSI(10Bar/1MPa)
HUR516187 | 5/16" 0.187" | 15/25/50 0" Cm 60°C
HUR308250 3/8" 0.25" 15/25/50 | , %, b 135PS|

(-5'F~+140°F)|  (9Bar/0.9MPa)
HUR102320 1/2" 0.32" 15/25/50 -
HUR916375 | 9/16" 0.375" | 15/25/50
Standard Color : @RD @ OR OGN @BS @BK
FEATURES :

1.Super mechanical strength and excellent abrasive resistance.
2.Superior heat and cold resistance.
3.0il resistance.

4 Light weight.

ASOH AIVY

5.Could accept custom-made.
6.Meet the international norms : ISO/TS 11619
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PU BRAID AIR HOSE
Metric Units

PU BRAID AIR HOSE

Part No. [.D(mm) O.D(mm) Length Temperature WorkingPressureat 23'C(73.4°F)
HUBO0508 5 8 100M 175PSI(12Bar/12 .4MPa)
HUB6510 6.5 10 100M

HUB0812 8 12 100M -20°C~60°C

aiote |10 | 1a | sow | (5FTe0)| RS
HUB1116 11 16 50M

HUB95135 9.5 13.5 50M
Imperial Units

Part No. O.D(inch) I1.D(inch) Length(M) Temperature Working Pressure at 23°C(73.4°F)
HUB516187 5/16 0.187 100

HUB308250 3/8 0.25 100 -20°C~60°C 200PSI
HUB102320 1/2 0.32 100 | (-9 F~+140°F) | (14Bar/1.4MPa)
HUB916375 9/16 0.375 50/100
FEATURES :

1.Lighter weight
2.High flexibility even under 0°C.
3.High durability.
4.Could accept custom-made
(Packing, or Length and can connect with different fitting or coupler.)
5.Meet the international norms : ISO 11619




PU BRAID AIR HOSE

RECOIL PU BRAID AIR HOSE
Metric Units

Part No. [.D(mm) O.D(mm) Length(M) Temperature workingPressureat 23°C(73.4°F)
HUBRO0508 5 8 175PSI(12Bar/12.4MPa)
HUBR6510 6.5 10
HUBRO0812 8 12 -20°C~60°C

5/10/15 (-5°F~+140°F) 200PSI
HUBR95135 9 13.8 (14Bar/1.4MPa)
HUBR1014 10 14
HUBR1116 11 16

Imperial Units

Part No. O.D(inch) I.D(inch) Length(FT) Temperature Working Pressure at 23°C(73.4°F)

HUBR516187| 5/16" 0.187
HUBR308250|  3/8" 0.25 | 4gp050 | "20°C~60°C 200PSI
HUBR916375| 9/16" 0.375

FEATURES :

1.Lighter weight
2.High flexibility even under 0°C.
3.High durability.
4.Could accept custom-made.
(Packing, or Length and can connect with different fitting or coupler.)

ASOH AIVY




STRAIGHT PU/PU TWIN HOSE

TWIN HOSE

PartNo. |.D(mm) O.D(mm) Length(M)
HUM2504 2.5 4 100
HUMO0406 4 6 100
HUMO0508 5 8 50
HUM6510 6.5 10 50
HUMO0812 8 12 50

Temperature

-20°C~60°C
(-5°F~ +140°F)

Working Pressure

150PS|
(10Bar/1MPa)

135PSI(9Bar/0.9MPa)

STRAIGHT PU/PU BRAID TWIN HOSE

Temperature

Working Pressure

PartNo. |.D(mm) O.D(mm) Length(M)
HBMO0508 5 8 50
HBM6510 6.5 10 50
HBMO0812 8 12 50

-20°C~60°C

(-5°F~ +140°F)

150PSI
(10Bar/1MPa)

135PSI(9Bar/0.9MPa)

STRAIGHT PU BRAID/PU BRAID TWIN HOSE

Part No. [.D(mm) O.D(mm) Length(M) Temperature  Working Pressure
nopuAce L 8 ° = 20°C~60°C 200 PSI
HBBM6510 | 6.5 10 50 |(-5°F~+140°F)| (14Bar/1.4MPa)
HBBMO0812 | 8 12 50

FEATURES :

1.Different size & colors are available
2.PU braid hose for high pressure air, PU air hose for water based paint
3.Uniweld hose can save space and prevent knotissue

4. Twin hose can be identified and managed easily
5.Meet the international norms : ISO 14743




TWIN HOSE

RECOIL PU/PU TWIN HOSE

PartNo. |.D(mm) O.D(mm) Length(M) Temperature = Working Pressure
HUMRO0508 5 8 5 N — 150PSI
) N 10Bar/1MP
HUMR6510 | 6.5 10 10 | (5°F~+140°F) (10Bar/1MPa)
HUMRO0812 8 12 15 135PSI(9Bar/0.9MPa)

RECOIL PU/PU BRAID TWIN HOSE

Part No. |.D(mm) O.D(mm) Length(M) Temperature = Working Pressure
HBMR2504 2.9 4
HBMR0406 4 6 5 . ) 150PSI
HBMR0508 | 5 8 10| S F o F)| (10Bar/tMPa)
HBMR6510 6.5 10 15
HBMRO0812 8 12 135PSI(9Bar/0.9MPa)

RECOIL PU BRAID/PU BRAID TWIN HOSE

PartNo. [.D(mm) O.D(mm) Length(M) Temperature  Working Pressure
HBBMR0508| 5 8 5 oo 200 P,
-20°C~60°
HBBMR6510] 6.5 10 10 1 (55°F~+140°F)| (14Bar/1.4MPa)
HBBMRO0812| 8 12 15
FEATURES -

1.Different size & colors are available

2.PU braid hose for high pressure air, PU air hose for water based paint
3.Uniweld hose can save space and prevent knotissue

4. Twin hose can be identified and managed easily

ASOH AIVY
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NYLON HOSE

NYLON HOSE (NYLON 6)/Straight Hose
Metric Units

PartNo. [.D(mm) O.D(mm) Length(M) Temperature WorkingPressureat23 C(73.4°F)
HNS2504 i 4 = 375PSI(26Bar/2.6MPa)
HNS0406 4 6 100

-40°C~+80°C
HNS0608 6 8 100 (-40°F ~+176°F ) 256PSI(18Bar/1.8MPa)
HNS0810 8 10 100 225PSI(16Bar/1.6MPa)
HNS0912 9 12 100 256PSI(18Bar/1.8MPa)

Imperial Units

Part No. O.D(inch) 1.D(inch) Length(M) Temperature Working Pressureat23°C(73.4°F)

HNS104180 1/4 0.18 100 290PSI(20Bar/2MPa)
HNS508500 5/8 0.5 100 40°C~+80°C | 170PSI(12Bar/1.2MPa)
HNS308275 3/8 0.275 100 (-40°F ~+176°F ) | 265PSI(18Bar/1.8MPa)
HNS102375 1/2 0.375 100 287PS|(20Bar/2MPa)

NYLON HOSE (NYLON 6)/Recoil Hose
Metric Units

Part No. |.D(mm) O.D(mm) Length(M) Temperature WorkingPressure at23'C(73.4°F)
HNR0406 4 6
nHnos s ° ° 7.5/15 (-A%QOFC::;;%%) (168212r/51p(§I{APa)
HNR7510 7.5 10 '
HNR0912 9 12

Imperial Units
Part No. 0O.D(inch) 1.D(inch) Length(FT) Temperature  Working Pressure at 23 C(73.4°F)

HNR104180 1/4 0.18

o550 | 40°C~+80°C 225P8|
HNR308275 | 3/8 0.275 (-40°F ~+176°F) | (16Bar/1.6MPa)
HNR102375 |  1/2 0.375
FEATURES

1.Light weight and permanently coiled.

2.Quality nylon formulation resists moisture
absorption and abrasion.

3.Each assembly is supplied with durable brass
compression fittings, tube inserts and hose
Ferrules.

4 Material: Nylon6

5.Meet the international norms : ISO 14743




NYLON HOSE

NYLON HOSE (NYLON 12)/Straight Hose
Metric Units

Part No. O.D(mm) [.D(mm) Length(M)
HA2504 4 2.5 200
HA0406 6 4 100
HA0608 8 6 100
HA0810 10 8 100
HAQ0912 12 9 100

Imperial Units

Part No. O.D(inch) [.D(inch) Length(M)
HA104180 1/4 0.18 100
HA508500 5/8 0.5 100
HA308275 3/8 0.275 100
HA102375 1/2 0.375 100

Working Pressure at 23°C(73.4°F)

Temperature

-40°C~+110°C

Working Pressure at 23°C(73.4°F)

Temperature

-40°C~+110°C

(-40°F ~ +230°F) 225PSI(16Bar/1.6MPa)

NYLON HOSE (NYLON 12)/Recoil Hose
Metric Units

PartNo. [.D(mm) O.D(mm) Length(M)
HARO0406 4 6 7.5/15
HAR0608 6 8 7.5/15
HAR7510 7.5 10 7.5/15
HARQ0912 9 12 7.5/15

Temperature  Working Pressure at23'C(73.4°F)

-40°C~+110°C
(-40°F ~ +230°F)

225PSI
(16Bar/1.6Mpa)

Imperial Units

Part No. 0O.D(inch) 1.D(inch) Length(FT)
HAR 104180 1/4 0.18 25/50
HAR 308275 3/8 0.275 25/50
HAR 102375 1/2 0.375 25/50

Working Pressure at 23°C(73.4°F)

Temperature

-40°C~+110°C
(-40°F ~ +230°F)

225PSI
(16Bar/1.6Mpa)

Nylon Hose 12 has excellent resistance to liquid absorbing and kinds of chemicals. It is suitable for
fuel line pipe, oil pipeline, tank tube, olein line, air control, outfall pipe and brake control, etc....

FEATURES

1.Highly resistance to impact resilience

2.Very low on liquid absorbing, and excellent dimension stability
3.Superior heat and cold resistance
4.Lighter proportion
5.Excellent resistance to kinds of chemicals
6.Highly resistance to impact resilience in low temperature
7.Excellent durability
8.Low penetrability and fuel resistance
9.Meet the international norms : ISO 14743
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TWIN HOSE

PAINTING TWIN HOSE:
STRAIGHT PU COVER PAG6 / PU BRAID TWIN HOSE

Part No. Hose O.D(mm) I.D(mm) Length(M) Temperature Working Pressure

Air 10 6.5 . 5
HNBMO0811 —— 50 -20°C~60°C 150 PSI
Painting 11 8
FEATURES :

1.Different size & colors are available

2.PU braid hose for high pressure air, PU air hose for water based paint, PU
cover nylon6 hose for oily paint

3.Twin hose can be identified and managed easily

HOSE OF AIR BRUSH
SPECIFICATION :

O0.D
Part No. (mm)

1.D
(mm)

Working

Temperature
Pressure

HUS2504-M5| 4

2.5

. 51PS|
20'C~60°C| 3 5Bar/0.35MPa)

1.For Air Brush.
2.M5 Fitting.




Hybrid Hose

Hybrid Hose

Part No. [.D(mm) O.D(mm) Temperature  Working Pressure
HTD65107-BD 6.5 10.7

. . 300 PSI
HTD0812-BD 8 12 -40°C~60°C (20.7 Bar/2.07 MPa)
HTD97155-BD 9.7 15.5
FEATURES :

Low temperature againstto-40°C

High flexible & High elastic

Provides the ultimate in flexibility and memory resistance even in extreme cold
temperatures. Offers the best combination of strength and flexibility on the market.

e HEAVY DUTY REINFORCEMENT o LIGHT, FLEXIBLE ELASTICITY BEST

e PVC CONSTRUCTION




Air Brake Tubing

NYLON 12 Air Brake Tubing

Standard Color: @D @BK @RD
Working Temperature :-40°C~80°C

SPECIFICATION :
O.D |D Length Working Number Straight Working

(mm) (mm) (M) Length(M) ofturns (mm) Pressure

HAR09120 7-M16*1.5

HAR09120 7-M22*1.5 7 4.5 22

HAR09120 7-1/2'PT 181PSI
121 9 200 |42 5Bar/1.25MPa)

HAR09128 5-M16*1.5

HAR09128 5-M22*1.5 8.5 5.9 27

HAR09128 5-1/2"PT

FEATURES

1.100% Nylon 12 construction

2.UV Stabilized

3.Available in standard and custom colors

4 Meets DIN 74323 / SAE J844 specifications

5.Used in air brake systems in truck, trailer; Passed DOT THB FMVSS
NO.106 CERTIFIED

APPLICATION

1.Truck Air Brake Systems
2.Trailer Air Brake Systems
3.Auxiliary Air Systems




HOSE ACCESSORIES

Japanese Style Regulator 1.D

Type Swivel Socket

O.D
art No. (mm) (mm)

20SRA| 5 8

=]

30SRA| 6.5 10

40SRA| 8 12

Japanese Style One Touch
Swivel Socket

ACCESSORIES

1.3 0.D
Part No. (mm) (mm)

20SRT| 5 8

30SRT| 6.5| 10

40SRT| 8 12

American Type
Swivel Socket

1.D O.D
(mm) (mm)

S29-20SRA| 5 8

Part No.

S29-30SRA| 6.5 10

S29-40SRA| 8 12

European Type

Swivel Socket

1.D O.D
Part No. (mm) (mm)

S31-20SRA| 5 8

§31-30SRA| 6.5 10

S31-40SRA| 8 12

Japanese Style-Plastic
Quick Coupler

Hose O.D
(mm)

S1A-20SP 8

Part No.

S1A-30SP 10

S1A-40SP 12

Bend Restrictors

HUP20-BU 8

HUP30-BU 10

HUP40-BU 12

1.D O.D

Hose Clamp Part No. (mimy | (i) Part No.
, JC02 |7/32”| 5/8” PSH58A 8
1?;; JC03 | 5/16”| 3/4’ PSH610A| 10
- JCO04 |5/16”|7/18” PSH812A 12
1.D QD 1.D QD

Male Connector

Part No. (mm) (mm)

JO2MO2PA| 5 8

JO2MO3PA| 6.5 10

JO2MO4PA| 8 12

Part No. (mm) (mm)
J622 5 8

J623 | 6.5 10

J624 8 12

J611 4 6

Male Nipple

Pipe Bushing

Female Adaptor

Reducing Adaptor

=

Male Hose Barb

Female Hose Barb

C=

Hose Fitting

ORDER INFORMATION

J 02 M 02 M G
Size Style Size Style Tread Type
02 1/4" M Male 02 1/4" M Male PT
Adapter 03 3/8" 03 3/8"
04 1/2" F Female 04 1/2" F Female N NPT
06 3/4" 06 3/4"
25 5/16" H Hose 25 5/16" H Hose G G

ASOH AIVY




AIR HOSE REEL

7.Hose color: blue

FEATURES

1.Steel case increases durability.
2.Easily installing on the wall or the ceiling.
3.Installed reel can rotate within 190°.

4.Spring with good quality & strength roll back quickly & efficiently without fatigue.
5.Rolling dual test:30,000 times
6.Designed 2 holes on the hand bar easily to fix for firm installation.

AIR HOSE REEL IN PLASTIC CASE

Wwgol)

AIR HOSE REEL

(328mm)

e eeeciea] e s] I e
HR01050812U 5x8 3/16" 40/12 |PU Braid Hose
HR01651010U | 6.5x10 1/4" 32/10 |PU Braid Hose
HR01081208U 8x12 5/16" 26/8 |PU Braid Hose
S B RN f g
T = —— z

HRO7 HRO09

AIR HOSE REEL IN STEEL CASE

T [P ]
HR070250U 6.5x10 1/4” 50/15 |PU Braid Hose
HRO072550U 8x12 5/16” 50/15 |PU Braid Hose
HR070350U 9.5x13.5 3/8” 50/15 |PU Braid Hose
HRO072550UTD| 8x12 50/15 |Hybrid Hose
HR090260U 6.5x10 1/4" 60/18 | PU Braid Hose
HR090265U 6.5x10 1/4" 65/20 |PU Braid Hose
HR092560U 8x12 5/16" 60/18 |PU Braid Hose
HR092565U 8x12 5/16" 65/20 |PU Braid Hose
HR090360U 9.5%13.5 3/8" 60/18 |PU Braid Hose
HR090365U 9.5x13.5 3/8" 65/20 |PU Braid Hose
HR092560UTD| 8x12 60/18 |Hybrid Hose

POWER CORD REEL IN STEEL CASE

Part No.

Specification

Max. Voltage Max. Electric Current (Amp.)

2.0mm?x2C x15 M
(14 AWG x 2C x 50ft)

HR1050E

100 - 240V

12A /6A

CWWBEED

(WWGO)




AIR HOSE REEL

AIR HOSE REEL

HAND CRANK HOSE REEL
Length Hose

Part NO. Hose Size Hose

(M)  Color
HR0608 1230U-BD | 8x12mm 30 Blue | PU Braid Hose
HR0665 1030U-BD | 6.5x10mm | 30 Blue | PU Braid Hose
HR068512530U-BD 8.5x12.5mm| 30 Blue | PU Braid Hose
HR069513530U-BD |9.5x13.5mm| 30 Blue | PU Braid Hose
HR06101420U-BD | 10x14mm 20 Blue | PU Braid Hose

HAND CRANKHOSE REEL

. Length Hose
Part NO. Hose Size (M) Color

HR06081230TD-BD | 8x12mm 30 Blue | Hybrid Hose
HR061116TD-BD 11x16mm 20 Blue | Hybrid Hose

Hose

HAND CRANK HOSE REEL

Hose Size  Length
Part NO. (inch) (FT/M) Hose Color Hose

HR082530U 5/16" 100/30 Blue PU Braid Hose
HR080320U 3/8" 65.6/20 Blue PU Braid Hose

ASOH AIVY

FEATURES

1.Lightweight & portable-good for furniture & wooded material decoration
2.Cost effective




E.R.L. Air Control Unit -

High Pressure Regulator

SPECIFICATION

5000L/min measured at P1=2MPa
P2=1MPa and pressure drop=0.4 Mpa

(@]
L Description 5
= - 3
’ Medium Air Z
!' Port Size(PT.NPT.G) 1/4” 1"
> Psi 570 725
=' Proof Input Pressure
A Mpa 3.93 5
(o) Psi 500 570
5 Proof Output Pressure
= Mpa 3.45 4
3 Operation Temperature Range -5 ~60°C (Nofreezing)
E Gauage Port 1/4"
=
1]
)

Air Flow

JISB 8372/1S0 6953-1

Meet The International Norms 1SO 6953-2

FEATURES

Heavy duty design: Working pressure can come up to 570psi and high air flow.
Itis suitable for any high flow air pressure equipment or system.




RRGULATOR

REGULATOR

R10

1/8"

F.R.L. Air Control Unit
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Part No. R10 R15

Description R102 R112 R332 R352 R152 R162 R182 R202
Medium Air
Port Size(PT.NPT) 1/4”

Psi 150 215 150 | 185 70 150 | 225 | 115
Proof Input Pressure

Mpa 1 1.5 1 1.28 | 0.5 1 1.55 | 0.97

Psi 135 150 140 | 170 50 140 | 215 70
Proof Output Pressure

Mpa 0.93 1 0.96 | 1.2 | 0.34 | 0.96 | 1.48 | 0.48
Max Flow(L/min) 700 1100 2000
Operation Temperature Range -5~60C
Gauge Port(PT,NPT) 1/8”

Meet The International Norms

JISB 8372/1S0 6953-1
ISO 6953-2
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LM262

DESICCANTFILTER

LM26
SPECIFICATION

P 3 O 0

Medium Air
O Port Size Female thread 1/4" (NPS)
s Male thread 1/4"PT
E Psi 145
(@) Pressure Max. Bar 10
> Mpa 1
EI Operation Temperature Range 5~60°C
N
: 1400 /

1200
m E 1000 /
~ ‘;’ 800 /
"_3 600 /
< 400 / —| M262
200 /
N4
0 2 4 6 8 10
Input Pressure (Bar)




D704A
AUTOMATIC DRAIN

AUuTOMATIC DRAIN CE

SPECIFICATION: >
Description rartio: D704A EI
Medium Air O
Port Size (PT, NPT) 12" §

Psi 175
Proof Input Pressure Mpa 1% :
Drain Capacity 27ml N
Meet The International Norms JISB 8371 g
>
2
FEATURES : [ =t
1.High inlet pressure support ’ [ J ‘
2.Longer life time 5 W)
3.Auto drain design : 7
4. Application forany end of pipe system %/

Auto Drain Valve




F.R.L. Air Control Unit a

FrL20/ c20 (€

F20

L20

FRL20

C20-AS1
C20-Manifold
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FRL20/C20

F.R.L. Air Control Unit

SPECIFICATION

Part No. C201 C202
FRL212

Description FRL201 FRL202
Medium Air
Port Size (PT.NPT) 1/8” 1/4” 1/4”
Filter Element 5u

Psi 150 280
Proof Input Pressure

Mpa 1 2

Psi 145 232
Proof Output Pressure

Mpa 0.99 1.6
Max Flow(L/min) 1000 1100 1100
Operation Temperature Range 5~60°C
Drain Capacity 15ml
Oil Capacity 30ml
Minimum Dripping Flow Rate 15
(L/min(ANR))*
Recommendable Lubricants ISO VG-32

Air Filter:ISO 5782-1 & -2/ JIS B 8371

Meet the international norms | Regulator:ISO 6953-1 & -2/ JIS B 8372

Air Filter+Regulator:1SO 5782-1 & -2/1S0O 6953-1 & -2
JISB 8372 /JISB 8371

Lubricator:1SO 6301-1 &-2/JIS B 8378

More Options

Air Filter F201 F202 F212
Regulator R201 R202 R212
Air Filter+Regulator FR201 FR202 FR212
Lubricator L201 L202 L212
Meet the international norms Flow capacity : 1ISO 6358 /1S0O 6953

*The flow rate is 5 drops or greater/min under the following conditions : Inlet pressure of 0.5 MPa;
Class 1 turbine oil (ISO VG32); Temperature at 20°C; Oil adjustment valve fully open.

* For a circuit that repeatedly turns ON and OFF on the outlet side, make the adjustment so that
the average air consumption per minute becomes the minimum dripping flow rate or more.

*Lubrication cannot be properly performed if the operating flow rate is too low. Select an appropriately
size lubricator by referring to the minimum dripping flow rate provided in the catalog.

FEATURES :

1.Compact design for limited space. 1600
1600
2.Easy installation 1900 -
. = 1200
3.Cost effective Sl
5 E Ho0
ORDER INFORMATION : 3 o - / ———
FRL 20 2 C 20 2 a0 -
200
PORT SIZE PORT SIZE 0
1-1/8” 1-1/8” 2 a & 8 10
2-1/4” 2-1/4” Pressure(Bar)
TYPE SERIES TYPE SERIES

F/R.L. COMBINATION F.R.L. COMBINATION

Semi-Auto Drain Valve Auto Drain Valve Manual Drain Valve
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F.R.L. Air Control Unit .

FRL50/ c50 (€

A = C50-AS1

- FRL52 FRL50K C50-Manifold D51

:F a5

b 50 Series Drawing .
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FRL50/C50

SPECIFICATION

F.R.L. Air Control Unit

Part No. C502 C503 C504
Description FRL502 FRL503 FRL504
Medium Air
Port Size(PT.NPT) 1/4” 3/8” 1/2”
Filter Element 5u
Proof Input Pressure Psi 215
Mpa 1.5
Proof Output Pressure e 145
Mpa 0.99
Max Flow(L/min) 2200 3000 3100
Operation Temperature Range 5~60°C
Drain Capacity 55ml
Oil Capacity 80ml
l(\ﬁi/r;ﬁt(jqu%i;)*ping Flow Rate ;j‘s":jg
1/2":50
Recommendable Lubricants ISO VG-32
More Options
Air Filter F502 F503 F504
Regulator R502 R503 R504
Air Filter+Regulator FR502 FR503 FR504
Lubricator L502 L503 L504

Meet the international norms

JISB8371/JISB8372/JISB 8378

*The flow rate is 5 drops or greater/min under the following conditions : Inlet pressure of 0.5 MPa;
Class 1 turbine oil (ISO VG32); Temperature at 20°C; Oil adjustment valve fully open.

* For a circuit that repeatedly turns ON and OFF on the outlet side, make the adjustment so that
the average air consumption per minute becomes the minimum dripping flow rate or more.

*Lubrication cannot be properly performed if the operating flow rate is too low. Select an appropriately
size lubricator by referring to the minimum dripping flow rate provided in the catalog.

FEATURES

1.Steel guards offer better protection.
2.Safe Lockable buckles for firm installation.

ORDER INFORMATION :

FRL 50 3-A

AUTO DRAINAGE
(OPTION)

PORT SIZE
2-1/4”
3-3/8”
4-1/27
TYPE SERIES
F/R.L. COMBINATION

]

:\ g ., /
\gl[ﬂ['ll

Semi-Auto Drain Valve

C 50 3-A

AUTO DRAINAGE
(OPTION)
PORT SIZE
2-1/4"
3-3/8”
4-1/2"
TYPE SERIES
F.R.L. COMBINATION

Auto Drain Valve

4500
a0 —
4500
g w0
= Jh00
o
2 2000
5 1500
1noo

— FALSO

500
(]
2 4 [ A Eli]
Prassure{Bar)

LT
=

Manual Drain Valve
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E.R.L. Air Control Unit G

FrL70/ c70 CE
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