E ‘
PUMP BODY: cast iron

BRASS IMPELLER: F32/160, F32/200, F40/160,
F40/200,F50/125 E F50/160

CAST IRON IMPELLER: F40/250, F50/200, F50/250,
F65/125,F65/160, F65/200, F80/160, F100/160
MECHANICAL SEAL: ceramic - graphite - NBR

Watef Pumps With High Efficiency Motor
For Maximum Energy Saving "EFF1"

TYPE m'/h
Three-phase | kW HP Vmin| 0 100 | 150 | 200
F 32/160C fi5 2 I 21 19 [ T6 13
F 32/160B 22 3 Hmews| 37 | S0 | 79 0B [ 26 |35 | 00| 16
F 32/160A 3 4 gl s 320 032 | S0 mEi T

TYPE POWER m/h| 0 6 S e S e | |
Three-phase | kW | HP I/min| 0 | 100 | 150 | 200 | 250 | 300 | 350 | 400 | 450 | 500
F 32/200C 4 55 76 s T 55 ise | s T
F 32/2008 55 75 |Hmewes 54 | 50 |505 | 19 | @ | & | 8 | 41 [385] 36
F 32/200A 78 10 B0l 157 [Seaise 55 lss oA | g

TYPE POWER m'/h 0 6 9 12 15 18
Three-phase | kW | HP 1/min 0 100 150 200 250 300
F 32/200BH 3 s EET 45 2 39 34 28
F32/200AH | 4 55 59 55 52 49 44 38

TYPE POWER mh| 0 6 9 12|15 18 | 24 | 30 | 36 | 42
Three-phase | kW | HP /min| 0 | 100 | 150 | 200 | 250 | 300 | 400 | 500 | 600 |700
F 40/160C % 3 o7 | eni e | s B g
F 40/160B g 4 |Hmewes| 32 | 32 [315] 31 [305| 30 [275] 24 | 20
F 40/160A 4 55 38 | 38 | 378] 37 [365] 36 [335] 30 | 26 | 20

TYPE POWER m’h| 0 6 9
Three-phase | kW HP Umin| 0 | 100 | 150
F 40/2008 55 |is 48 | 47 | 465
Fa0i200A | 75 | 1o | [ 55 [ 5

TYPE POWER m’h| 0 6 9
Three-phase | kW HP Umin| 0 | 100 | 150
F 40/250C 92 [ 125 64 | 64 | 635 2.

F 40/250B 11 15 |Hmetres| 71 | 71 [ 705 9.
F 40/250A 15 20 88 | 88 | 875 6.

TYPE POWER mm| o |18 |24 | 3036 | 42| 48|52 |60]66] 72
Three-phase | kW | HP ymin| 0 | 300 400 | 500 | 600 | 700 | 800 | 900 |1000|1100|1200
F 50/125C oD 3 185175 | 17 [ 165]155 | 148 |135] 12 [105[82 | 6
F 50/125B 3 4 |Hmetres| 21.5[207 | 20 [195]188 [17.8|165] 15 [135[112] 9
F 50/125A 4 55 245[235[ 23 [225]218]208[195]183 [168] 15 | 13

TYPE

m’/h

36 42 48 | 54 60 | 66

Three-phase | kW | HP I/min| O | 300 | 400 | 500 | 600 | 700 | 800 | 900 | 1000|1100

F 50/160C 2320

F50/160B H metres 30 29 2/

F 50/160A 36 | 3 ss
TYPE m’/h 72 84

Three-phase | kW | HP I/min| 400 | 600 | 800 | 1000 | 1200 | 1400 | 1600 | 1700 | 1800

F 50/200C 11 15 44 | 44 | 44 | 2 L P

F 50/2008B 15 20 o 2 5 | 52 [0 | 4| | 8

F50/200A s 5 61 61 605 S0 57 [ 5| 50 BRI 4S

F50/200AR | 22 30 69 69 | 685 | 68 | 65 | 62 | 58 | 56 | 53
TYPE POWER m/h| 0 18 | 24 | 30 36 | 42 | 48 | 54 | 60

Three-phase | kW | HP I/min| 0O 300 | 400 |500 | 600 | 700 | 800 | 900 |1000

F 50/250D 92 | 125 51 51 | 49 |47 4 | 1 2|5

F 50/250C 1 15 59 59 | 5% 5 54 | 51 4 | @

F 50/250B 15 20 |Hmetres| 72 L 69 | 67 | 65 62 |59

F50/250A 185 | 25 85 8 | 84 |83 82 mE LR

F50/250AR | 22 30 95 95 [ 94 |93 92 9 | 88 | 8 | 83
TYPE POWER m/h| 0 36 | 48 | 60 | 72 | 84 | 96 |108 | 120 | 132

Three-phase | kW | HP I/min| 0 | 600 | 800 |1000 1200 [1400 |1600 1800 | 2000 | 2200

F65/125C 4 55 60 | Bl | ion | 51550|Eas e s

F 65/125B 55 75 |Hmetes| 18 | 18 | 18 | 18 | 17 | 165 [ 155 | 145 | 13

F65/125A 75 10 = e e E s e s
TYPE POWER m/h| 0 | 36 | 48 | 60 | 72 | 84 | 96 | 108 | 120 | 132 | 144

Three-phase | kW | HP I/min| O | 600 | 800 |1000|1200 |1400 {1600 |1800|2000 |2200 2400

F 65/160C 92 1195 2 | w2 Faaisg 3 [ S0 0d o7 s | 2

F 65/160B 11 15 |Hmetes| 37 [365[365] 36 |355| 34 [ 33 [ 31 |29 | 26 | 23

F65/160A 15 20 41 |405]405] 40 [355[39 [375] 36 | 34 | 31 | 28
TYPE POWER mvh| 24 | 36 | 48 | 60 | 72 | 84 | 96 | 108 | 120 | 126

Three-phase | kW | HP I/min| 400 | 600 | 800 |1000 | 1200 | 1400 1600 |1800 | 2000 |2100

F 65/2008B 15 20 45 |45 a5 A a5 DA 385 | 355

F 65/200A 185 | 25 |Hwewes| 51 [ 51 [ 51 [51 |50 [ 49 | 47 445 | 415] 40

F65/200AR | 22 30 57- | 57 |57 P57 | 56 1055 158 5057 475 46
TYPE POWER m/h| 0 30 | 60 | 90 | 120 | 150 | 180 | 210 | 240

Three-phase | kW | HP Vmin| 0 500 | 1000 | 1500 | 2000 | 2500 | 3000 | 3500 | 4000

F 80/160D 1 15 25 S e e T 18 | 145 | 10

F 80/160C 15 20 |, 0 30 | 30 | 29510285 | % | 23 195 | 15

F 80/160B 185 [=25 35 B T 28 | 245 | 20

F 80/160A 40 40 | 40 | 395 (385 | 36 | 33 | 295 | 25
TYPE m/h| 0 60 | 120 | 180 | 240 | 270 | 300 | 330 | 360

I/min| 0 | 1000 | 2000 | 3000 | 4000 | 4500 | 5000 | 5500 | 6000

F 100/160C 28 28 | 255 |22 |5 [ 15 12

F 100/1608 32 2 0 30 | 22 [ 5 |95 | 113

F 100/160A 35 e 2 i E RS

te

H=Total mano!

TYPE POWER m/h| 0 03 0.6 0.9 1:2 1.5 18 2. 24 3.0 3.6 4.2 4.8 54
Single-phase Three-phase kw HP I/min| 0 5 10 15 20 25 30 35 | 40 50 60 70 80 | 90
PKm 602 PK 602 037 0.50 40 38 |1335 29 24 19.5 15 10 5
PKm 65 PK 65 0.50 0.70 55 50 | 455 | 405 36 31 27, 22 i, 8
PKm 70 PK70 0.60 0.85 65 62 57 52 47 42 37 32 27, 18
PKm 80 PK 80 0.75 1 T ritres 70 66 61 56 51 46 41 365 | 31 22
PKm 90 PK 90 0.75 1 90 82 71 60 49 38 27 i 5
PKm 100 PK 100 Al 15 85 80 75 70 65 60 55 50 45 35 25 15
PKm 200 PK 200 5 2 90 86 81 76 71 65.5 60 55 50 40 30 20 10
== PK 300 22 S 100 95 90 85 80 75 70 65 60 50 40 30 20 10
PQ 3000 - pump periphera peller for ind al use
TYPE POWER wm| 0 06 09 150 s e e S| 30
Three-phase kW | HP |~ ymn| 0 [ 10 | 15 20 25 30 | 35 40 5 | 50
PQ 3000 2.2 3 Hmetres| 180 | 160 | 145 132 118 105 | 92 78 635 | 50
PQA-p D peripnera pelier reco ended io d al applicatio
TYPE POWER mm| 0 |01 | 03| o6 | 09| 12| 15| 18 [ 19| 23 [ 27 | 30
Single-phase Three-phase kw HP Vmin| 0 2 5 [ .10 15 20 25 30 32 38 45 50
PQAm 60 PQA 60 037 0.50 40 38 35 29 235 18 125 7 5
PQAm 70 PQA 70 0.55 0.75 65 62 58 52 455 395 33 27 24 16.5 8
PQAmM 72 PQA72 0.55 0.75 Wicsires 65 & 62 L 52 47 42 375 355 295 22:5 18
PQAm 80 PQA 80 0.75 1 70 66 62 56 495 43 B 31 28 20.5 12
PQAm 82 PQA 82 0.75 1 70 = 66 61 56 51 46 415 395 375 26.5 22
PQAmM 90 PQA 90 0.75 1 90 86 79 66 56.5 45.5 34 23 18.5 5
P D D pe pnera pelie eco enaedad o a dal app atio
TYPE POWER m’/h 0 0.12 0.18 0.24 0.30 0.36 042 048 0.54 0.60
Single-phase | Three-phase kw | HP 1/min 0 2 3 4 5 6 7 8 9 10
0.18 ‘ 0.25 |H metres 42 35 31 28 25 215 18 14.5 11 8

Tolerance of the performance curves according to EN 1SO 9906 App. A.

Tolerance of the performance curves according to EN ISO 9906 App. A.

PK

PUMP BODY: cast iron
IMPELLER: brass
MECHANICAL SEAL:
ceramic - graphite - NBR

PQ3000

PUMP BODY: cast iron
IMPELLER: bronze
MECHANICAL SEAL:
ceramic - graphite - NBR

PQA

PUMP BODY: hihg-performance
technopolymer

IMPELLER: brass

MECHANICAL SEAL:

ceramic - graphite - NBR

PV

PUMP BODY: brass
IMPELLER: brass
MECHANICAL SEAL:
ceramic - graphite - EPDM




