MACT302 series

AIR UNIT (FR.L.UNIT)

Order example

MACT302 - 8A - NC[] - E1 - [ -T8- [

Option: MP41
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Specification

Model MACT302
Components MAF302, MAR302, MAL302
Bore No. 8A 10A 15A
Port size 1/4 3/8 1/2
Medium Air
Operating perssure range (*) 0.05~1 MPa
Proof pressure 1.5 MPa
Effective orifice 32mm? | 34mm?
Regulated pressure range 0.05~0.85 MPa

Ambient temperature

—5~+60°C (No freezing)

Filter element

Standard: 5um, Option: 40um

Lubricating oil capacity

65c.c

50

Min. flow for oil drip

Umin_ | 60 I/min

Recommended lubricating oil

Turbine oil ISO-VG32

Attachment

Pressure gauge (PG-20),
T-type bracket

Weight

1159

* Standard unit contains semi-aut
pressure below 0.05 MPa.

o-drain function when operating

* Choose auto-drain FMRF300, the pressure range is 0.15~1 MPa.
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MODEL PORT SIZE PRESSURE ELEMENT BY-PASS PORT SIZE PORT THREAD
8A: 1/4 SWITCH Blank: 5 Te 14 Blank: Rc thread
10A: 3/8 E1-MP41P-022  40u; Lio;hjr:1 Thype | 1403/ ﬁp$ tﬂr,f?‘t’h d
. : - : : : real
15A:172 E2: MP41P-022-QD bracket | = 145 1.2
E5: MP41P-042
E6: MP41P-042-QD Check K8: 1/4
* Refer to page 5-12 for MP41. valve K10: 3/8
(Option) ACCESSORIES
Bowl Pressure gauge Drain valve
Blank: PC bowl | Blank: Pressure gauge (PG-20) Blank: Semi-auto drain
M: Metal bowl| C: External pressure gauge (PG-40) + Gauge adapter set (A-MAR302) D: Aut.o drain valve (FMRF300)
N: Nylon bowl| A: Gauge adapter set (A-MAR302) ’

*PG-40 (C), A-MAR302 (A) and MP41 (E*) can not be selected at the same time.
* Be sure to use above check valves when redirecting the air flow on the inlet side of the lubricator.
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Metal bowl
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lock plate down to the end, and confirm that is
detached from the body then rotate the bowl,
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MAC T302 Dimensions

AIR UNIT (FR.L.UNIT)
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Accessories
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Adapter set

gauge (PG-40)  (A-MAR302)
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T type bracket
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Check valve
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MACT302-D [
Auto drain valve
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|| @8-Drain outlet

MACT302-M |

351 413
)
Port size HJ Hl
Port
Bra?:ket P
T8 1/4
T10 | 3/8
T15 112
P
IN By-pass port
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* Threads for IN and
OUT ports are not
machined.
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