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Arming

The system can be armed in two ways: with a &, or by entering a PIN code 2. When Arming is activated using the @, it is necessary to select arming mode
and select the partitions (areas), which will be armed. If arming is activated by entering a PIN code, your system will be armed in Away mode.

SECOLINK intruder alarm system has four arming modes:

» Away (# ) — use this mode for premises protection when no one will be staying inside. When armed in Away mode, all zones will be secure and the
system will sound an alarm if a protected zone is violated. User must disarm the system within the entry delay period or an alarm will occur.

+ Stay (%) - use this mode when you are staying at home, but expect someone to use the entrance door later. Interior zones will not be protected and you
may freely move throughout the premises. Late arrivals can enter through the designated entrance door without causing an alarm, but they must disarm
the system within the entry delay period or an alarm will occur.

* Max Away (& ) — use this mode when no one will be staying on the premises for a long period of time (e.g., vacations). Close all protected perimeter
windows and doors before arming. When armed in Max Away mode, all zones will be secure, entry delay will turn off, and the system will sound an alarm
if a protected zone is violated.

 Night (&) — use this arming mode when you are staying inside the premises and require increased security. Interior zones are disarmed and you may
freely move throughout the premises. In the event of someone opening the door there will not be an entry delay and the alarm will sound. This arming
mode is effective when doors and windows are secured with opening sensors, or glass break detectors are installed.

Arming with a

Online .. 14:15 Arm CLR ##
v
READY TO ARM Away stay :}:I_ System ARMED
1st Floor partitions will be 1st Floor
2nd Floor Night Max Away 2nd Floor
skskokok armed
Bedroom +22°C Selected Enter PIN Bedroom +22°C
(vingrom ___323°C Lving room ___13a°C

Press . Choose the arming mode. To arm Enter PIN 80 Leave the premises. System is armed.
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Press & . Choose the arming mode. Choose the partition to arm. Tap on Arm. Enter PIN &, <«

To arm the selected
partition in the system tap
on Selected.
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Leave the premises.  First partition is armed, second
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Note: for EU countries, when arming with a &, the system user should confirm the action by entering a PIN code #%. For non-EU countries this option can be
disabled in the menu: Main menu » Settings » Users » Security » PIN for Arming.

Arming with a PIN code &
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Enter PIN 8O, Leave the premises. System is armed.
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Disarming

when disarming is activated by entering a PIN code.
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Press & . To disarm all partitions tap
on All partitions
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Press & . To disarm the selected partition

in the system tap on Selected.

Disarming with a PIN code #:
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Enter PIN

Enter PIN #O.
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Disarming can be done in two ways: with a2 or by entering a PIN code 2. User has an option to disarm all or selected partitions when disarming is activated
with the &. For partial disarming it's necessary to select the partitions which will be disarmed. All partitions which are controlled by the user will be disarmed
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Disarming with a PIN code upon entering the premise:
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Bypassing zone
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Bypassing a zone allows you to leave a door or window open while arming the rest of your security system. There are two different types of bypass: temporal
x or permanent X. Temporal bypass is used for a one time arming and disarming cycle. Permanent bypass is used until the user unbypasses the zone.
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To bypass the selected zone tap
on Bypass or Permanetl. Leave
the menu by pressing ENT.

PGM control
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PGM control CLR

Gates Garage doors

PGM control CLR

Gates Garage doors
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Lights

All outputs dedicated for controlling various user smart house applications, such as gates, garage doors or lights can be found in the menu PGM control.

Press i Tap on PGM output.  The dot ¢ indicates that output
is turned on. Leave the menu
by pressing CLR.
Chime

This feature can be used only while the intruder alarm system is disarmed. Your system can be set to alert you by sound or lighting of the LCD display and
keys when doors or windows are being opened, or during any violation of the selected zone.
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Press &

Tap on Chime

Select zone and tap on
the melody sign O, =, 2.
Leave the menu by
pressing ENT.

System info
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System Technical
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Press ?

Tap on System summary

System
Summary
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System summary, technical, installer and monitoring company information can be found by pressing the ? key when the keypad is displaying the main view.

System Summary
BIl: 1911533334
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v5.00b
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v1.003a

System Bl is required for
online services.
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Alarm clearing

During an alarm the keypad screen will display a message “Alarm!!!” with an explanation and reasons that caused it. Red LED light of the Status LED will turn
on, the siren will start to sound aloud, and a report about the alarm will be sent to CMS or (and) the user. There are two ways to clear the alarm and turn off the
red colored LED light.

*CLR , #> - this type of clearing will stop the siren sound, turn off the red LED light, and the system will return to the prior pre-alarm status. The system will
cause an alarm if the system has a smoke detector and an alarm was caused by smoke from domestic reasons, whether it was armed or disarmed. It is
possible to clear this type of alarm by bypassing the smoke detector.

<8O - this type of clearing will stop the siren sound, turn off the red LED light, and the system will be disarmed, even if it was armed previously by entering
the PIN code.

Abort arming

If exitdelay is in process and you want to abort arming, press the CLRkey and enter your PIN code.

Emergency keys

To activate an emergency function press at once two event specific keys listed below and hold it for at least 1 second. Premises must be secured by CMS for
these functions to activate. An audible emergency loud siren will occur showing a related message on the keypad screen.

B . ¢ 6
Fire alarm: 1+ %32
. i . (8] 0

Panic alarm: 4 + 6

» Medical alarm: *7 + *9

Sensor operation testing, testing zones

Itis recommended to perform sensor operating testing at least once per month. During testing it will be necessary to make some type of violation in order to
check the functionality of available sensors. For example, opening a door or windows with magnetic contacts, stimulating movement near the motion
sensors, or by hard clapping of hands to test the glass break detectors.

N Main menu ¥ Test» Burglary zone test
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Violated zones (#) can be checked by pressing 1" and { keys. To end testing press ENT.

Permission to make system changes (service mode entry)

An installer will have permission to make system changes settings only after a user approves it by entering a PIN code for security reasons. Service
mode should also be allowed, when user is trying to add SECOLINK PRO app into the system.

Iﬁ Main Menu » Test » Service Mode
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Enter PIN 80, Press CLR.

Change activated user's PIN code

SECOLINK manufacturer will provide a 4-digit PIN code of the system which is generated in a sequential order, unique to each user, and is related to his/her
number in the system. For example, first user’s default PIN code will be 0001, second user’s default PIN code will be 0002, and so on. It is strongly
recommended to change your default PIN code:

I Main Menu ¥ Settings » Users » Change PIN
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The factory default PIN should be used temporary and changed as soon as possible to new one. It is recommended to change old PIN to new one avoiding
the PIN that could be used as default for other users (default PIN range 0000 to 0063). It is not recommended to use PIN codes that contain two or more
same digits (e.g. 1111 or 1212) or consist of consecutive digits (e.g. 3456). The keypad will inform the user that the PIN code change is necessary, if the PIN
code is known/reconized to other user. Using an invalid PIN code three times may: trigger an alarm and block the keypad for 90 seconds.

Info bar

Keypad has a two line information bar at the bottom of the LCD screen. It displays information including the alarm memory, measured temperature by
SECOLINK BP2 or BT1 wireless sensors, PGM output status (On/Off), GSM signal strength, messages from modules, and etc. The information will rotate
by appearing on the LCD screen every 3 seconds if there are more than two lines of information text. Use the sk key to expand/collapse the bar if it is desired
to view all the information at once.
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Press sk to expand. Press sk to collapse.




