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VD1000

Components

Controller Motor VD1000 Roller with Hanger Power Switch

Track & CoverBelt Belt Connector Stopper Pulley

Motor VD1000

Low Noise Easy Maintenance Brushless Motor
Long Working Life

Open & Close
Smooth

Dimension (mm)
VD1000

Technical Data

Double Leaves

Max 2*120kgs

W=1500-3000mm

<50N

Surface Installation

AC 220V ±10% 50Hz-60Hz

150-460mm/s (Adjustable)

130-460mm/s (Adjustable)

0-8 seconds (Adjustable)

 

DC 24V ; 60-70W (DC, brushless)

-20ºC / +50ºC

Single Leaf

Max. 1*150kgs

W=750-1600mm

<40N

Door Leaf

Weight of Door Leaf

Width of Door Opening 

Method of  Installation

Supply Power Voltage

Opening Speed

Closing Speed

Door Hold-Open Time

Manual Open/Close Force

Motor

Working Environment Temperature

Model

VD1000 is a microcomputer intelligently control and advanced machinery manufacturing. VD120R can adjust the operating
status of the door automanically. VD1000 utilise electric lock function, available for multiple access control modes. 

AUTOMATIC SLIDING DOOR OPERATOR
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VD1000 AUTOMATIC SLIDING DOOR OPERATOR

Accessories

2 in 1 Combine Motion
& Safety Sensor

Safety Eyeball Sensor

Wireless
Touch Switch Motion Sensor Card Access Reader On/Off Keyswitch

On/Off Keyswitch Emergency
Push Button Remote Control Foot Switch

Handicap Toilet System Touch Button 
(Wired)

Touchless 
Button (Wired)

Push Button 
(Wired)

Special Push 
Button System

Sliding Panel

Automatic Door

Fixed Panel
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Fixed PanelFixed Panel Sliding Panel

Automatic Door

Sliding Panel

Automatic Door
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Certificates

Optional


