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Registration Details

   Print

SPAN Listing
No.

: 300-10/356/A/W-2

Supplier : WELL BUILT ALLOY INDUSTRIES SDN. BHD. - 76460-D

  NO. 5 JALAN RIANG 24 TAMAN GEMBIRA 81200 JOHOR BAHRU JOHOR
DARUL TAKZIM Tel: 6073329173 /Fax: 6073328664

Manufacturer : WELL BUILT ALLOY INDUSTRIES SDN. BHD. NO. 5 JALAN RIANG 24
TAMAN GEMBIRA JALAN TAMPOI 81200 JOHOR BAHRU JOHOR DARUL
TAKZIM

Principal : WELL BUILT ALLOY INDUSTRIES SDN. BHD. NO. 5 JALAN RIANG 24
TAMAN GEMBIRA 81200 JOHOR BAHRUJOHOR DARUL TAKZIM

Category  A (WATER)

Group : FLOW CONTROL

Product : VALVE

Type : STOP VALVE

Sub-type : NA

Details
Information

: Model Series Description

1 1/2" BRASS
STOP COCK
(ART.1015)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 1 1/2" IN BOTH
SIDES NOMINAL SIZE: DN40

1 1/4" BRASS
STOP COCK
(ART.1014)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 1 1/4" IN BOTH
SIDES NOMINAL SIZE: DN32

1" BRASS STOP
COCK (ART.1013)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 1" IN BOTH SIDES
NOMINAL SIZE: DN25

1" CONCEALED
STOP COCK
(CROSS
HANDLE)
(ART.1013C) (CH)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 1" IN BOTH SIDES
NOMINAL SIZE: DN25

1" CONCEALED
STOP COCK
(DIAMOND

FLOW
RATE=CLASS
VA; ACOUSTIC

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 1" IN BOTH SIDES
NOMINAL SIZE: DN25
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Model Series Description
HANDLE)
(ART.1013C) (DH)

GROUP=NOT
CLASSIFIED(

1/2" BS BRASS
STOP COCK
(ART.1011)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 1/2" IN BOTH
SIDES NOMINAL SIZE: DN15

1/2" CONCEALED
STOP COCK
(CROSS
HANDLE)
(ART.1002C) (CH)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 1/2" IN BOTH
SIDES NOMINAL SIZE: DN15

1/2" CONCEALED
STOP COCK
(DIAMOND
HANDLE)
(ART.1002C) (DH)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 1/2" IN BOTH
SIDES NOMINAL SIZE: DN15

1/2� LD BRASS
STOP COCK
(ART.1002)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 1/2" IN BOTH
SIDES NOMINAL SIZE: DN15

2" BRASS STOP
COCK (ART.1016)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 2" IN BOTH SIDES
NOMINAL SIZE: DN50

3/4" BS BRASS
STOP COCK
(ART.1012)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 3/4" IN BOTH
SIDES NOMINAL SIZE: DN20

3/4" CONCEALED
STOP COCK
(CROSS
HANDLE)
(ART.1003C) (CH)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 3/4" IN BOTH
SIDES NOMINAL SIZE: DN20

3/4" CONCEALED
STOP COCK
(DIAMOND
HANDLE)
(ART.1003C) (DH)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 3/4" IN BOTH
SIDES NOMINAL SIZE: DN20

3/4" LD STOP
COCK (ART.1003)

FLOW
RATE=CLASS
VA; ACOUSTIC
GROUP=NOT
CLASSIFIED(

MATERIAL=CUZN40PB2; END
CONNECTION=INTERNAL
THREADS RP 3/4" IN BOTH
SIDES NOMINAL SIZE: DN20

 
Brands : CITY
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Standard : BS EN 1213:2000

Certificate body
& Certificate No

: SIRIM PW003703   

Certification
Scope

: VALVE-STOP VALVE-NA

Valid Until : 2024/10/31
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