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Registration Details

   Print

SPAN Listing No. : 300-10/369/A/W-6

Supplier : YEW LEAN FOUNDRY & CO. SDN. BHD. - 28131-K

  51, JALAN LAYANG-LAYANG 3 BANDAR PUCHONG JAYA 47100
PUCHONG SELANGOR DARUL EHSAN Tel: 0358821942 /Fax: 60358821948

Manufacturer : YEW LEAN FOUNDRY & CO. SDN. BHD. 2579, LORONG PERUSAHAAN
10 PRAI INDUSTRIAL ESTATE 13600 SEBERANG PERAI TENGAH PULAU
PINANG

Principal : YEW LEAN FOUNDRY & CO. SDN. BHD. 51, JALAN LAYANG-LAYANG 3
BANDAR PUCHONG JAYA

Category  A (WATER)

Group : CONVEYANCE OF WATER

Product : PIPES

Type : DUCTILE IRON (DI) PIPE

Sub-type : NA

Details
Information

: Model Series Description

TYPE OF
JOINT:
SOCKETED

Rating :
PRESSURE
CLASS: 100

Type : INTERNAL LINING: CEMENT
MORTAR (>50MPa) EXTERNAL
COATING: BITUMEN Size : NOMINAL
DIAMETER, (mm): 100, 125 AND 150.

TYPE OF
JOINT:
SOCKETED

Rating :
PRESSURE
CLASS: 25

Type : INTERNAL LINING: CEMENT
MORTAR (>50MPa) EXTERNAL
COATING: BITUMEN Size : NOMINAL
DIAMETER, (mm): 700.

TYPE OF
JOINT:
SOCKETED

Rating :
PRESSURE
CLASS: 30

Type : INTERNAL LINING: CEMENT
MORTAR (>50MPa) EXTERNAL
COATING: BITUMEN Size : NOMINAL
DIAMETER, (mm): 350, 400, 450, 500, 600
AND 700.

TYPE OF
JOINT:
SOCKETED

Rating :
PRESSURE
CLASS: 40

Type : INTERNAL LINING: CEMENT
MORTAR (>50MPa) EXTERNAL
COATING: BITUMEN Size : NOMINAL
DIAMETER, (mm): 100, 125, 150, 200,
250, 300, 350, 400, 450, 500, 600 AND 700.

TYPE OF
JOINT:
SOCKETED

Rating :
PRESSURE
CLASS: 50

Type : INTERNAL LINING: CEMENT
MORTAR (>50MPa) EXTERNAL
COATING: BITUMEN Size : NOMINAL
DIAMETER, (mm): 100, 125, 150, 200,
250, 300, 350 AND 400.
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Model Series Description

TYPE OF
JOINT:
SOCKETED

Rating :
PRESSURE
CLASS: 64

Type : INTERNAL LINING: CEMENT
MORTAR (>50MPa) EXTERNAL
COATING: BITUMEN Size : NOMINAL
DIAMETER, (mm): 100, 125, 150, 200
AND 250.

 
Brands : YL

Standard : MS 1919:2013

Certificate body &
Certificate No

: PC003336   

Certification
Scope

: PIPES-DUCTILE IRON (DI) PIPE-NA

Valid Until : 2024/12/12
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