SD-AHD2.0H-1080H

1080P / 2.0 MEGAPIXEL AHD CAMERA
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Vandal
Resistant

FEATURES :

(4 IN 1 CAMERA)

SPECIFICATIONS :

>

SUPPORT
1.3MP

2MP AHD CAMERA

. SUPPORT AHD,CVI,TVI,ANALOG,1.3MP,2.0MP

1/3" MEGA PIXEL CMOS
1080P/2.0MP

High Horizontal Resolution 2.0 MP
3.6mm Fixed Megapixel Lens

6 X IR ARRAY IR View Distance 30-35m
IR LED 28 MIL,IR-Cut Built-in
Excellent in Colour Reproduction
Digital Noise Reduction

Metal White Colour Case

Long IR Life Span

DC 12V Power Supply

Plastic Housing
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Model SD-AHD2.0H-1080H
Image Sensor 1/3" MEGA PIXEL CMOS
Scanning System 2:1 Interlace
Horizontal 2.0 Megapixel 1080P
Resolution
Min. illumination 0.5 Lux IR On
S/N Ratio >48dB
Video Output AHD,CVI,TVI,ANALOG,1.3MP,2.0MP
Video Gamma 0.45
Correction
Frequency H:15.734 KHz/V:15.625KHz/V:50Hz
Sync. System Internal Synchronization
Day & Night Auto Colour to B/W
Electronic 1/50 - 1/10,000s
Shutter Speed
White Balance ATW
BLC Auto
Operational |[AGC Auto/Manual
IR LED 6pcs Array . IR Distance 30-35.
Lens Type 3.6mm Fixed Lens (Megapixel)
Lens Mount Type CS
Power Supply DC 12V +5%
Electrical Power Consumption <12W
Work Humidity <85% RH
Environment|Operation Temperature -10°C~+50°C
Dimensions 180(L) x 60(W) x 60(H)/mm
Physical Net Weight 600g
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