y ITATOOLS

TECHNICAL SPECIFICATIONS

DIMENSIONS THICKNESS
Length 430mm e 16.9” 511943 A 5119 S000N. 36 R 850N/mm? 0.6mm 0.024" - Tmm 0.039"
i " -19mm- -
Width 260mm © 10.2 R 1100N/mm? 0.63mm 0.025” - 0.8mm 0.031"
Height 310mm e 12.2" R 850N/mm? 0.6mm 0.024" - Tmm 0.039"
. T512543 ITA 51-25mm-15000N- 3B
Weight 11.3 kgs  25lbs R 1100N/mm? 0.63mm 0.025" - 0.8mm 0.031"
R 850N/mm? 0.6mm 0.024” - Tmm 0.039"
. T513243 ITA 51-32mm-15000N- 3B
Pressure range 5.5 -7 bar / 78 =99 psi R 1100N/mm? 0.63mm 0.025" - 0.8mm 0.031"

Air consumption 12 L/s - 25 cuft/min

PERFORMANCE

9000 N - 15000 N
6 bar - 87 psi

4,5 mt/m @ 9000 N
4 mt/m @ 15000 N

Max. tension force

Tensioning speed

Sealing Seal double notches
Joint strength 80% of breaking strength*

*variable according to strap type

SEAL DOUBLE NOTCHES

ITATOOLS

—
A—
[ === ]
y PLASTIC & STEEL STRAPPING TOOLS

ITATOOLS s.r.l.
Via Rossini, 340 - 21042 Caronno Pertusella (VA) - ITALY e p.iva 05022340961
Tel.: +39.02.96450619 - Fax +39.02.9659747 ¢ E-mail: info@itatools.it - www.itatools.com




