
Item Number
1006103

Legacy Number
403015

Case Number
1006104

Product Description
Quickly stops leaks in all domestic and imported power steering systems. Conditions
hardened seal and prevents against future leaks. Combatable with all late model power
steering and rack & pinion systems, including Honda, Acura, & Subaru.

Applications
For use in domestic & import power steering systems

Unit Package Description

ATTRIBUTES

Americas PDS Database  K&W Steer-X Power Steering Stop Leak

POWERED BY S A L S I F Y

>

K&W Steer-X Power Steering Stop Leak
 –

22/04/2022, 11:06
Page 1 of 3



16 Ounce Bottle

Brand
K&W

Net Fill
15 Fl Oz

Unit Dimensions
7.5H x 3.13W x 1.75D in

Units Per Case
6

UPC Code
78372030154

Case Dimensions
7.75H x 4.25W x 6.5D in

Appearance
Red Liquid

Flash point (F)
61°F

Flash point (C)
16°C

Flammability Class - CPSC
Flammable

KB Value
N/A

Plastic Safe
Yes

Film Thickness
N/A

Evaporation Rate
Slow

Dielectric Strength
N/A
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Timken Ok Load (lbs)
N/A

Propellant
None

Aerosol Flammability Level
N/A

DOT Proper Shipping Name
Flammable Liquids, N.O.S. (Isopropyl Alcohol, Xylene), Limited Quantity

4 Ball EP
N/A

4 Ball Wear
N/A

Drop Point
N/A

NLGI Grade
N/A

Water Washout
N/A

VOC % (Consumer Product def)
23.8

VOC g/L (Consumer Product def)
208.5

VOC lbs/gal (Consumer Prod def)
1.74

VOC Category
Not Regulated
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